L

ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

FIT-FLEX hese

The Fitting & Flcxlblc hose specialist




ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

SERIES 100 SAE 100 R STANDARD

@ fit-Floxc

The Fitting & Rexible Hose Spedalist

INDEX

SERIES 400 TEFLON HOSE 3
HOSE TYPE PRODUCT CODE PAGE

HOSE TYPE PRODUCT CODE PAGE
uIT 11 | TC-0 410 19
u2T 121 I TC-1 411 19
U3 133 2 TS 422 20
U4 143 2 TIS 432 20
UsC 154 3 TIT 442 21
U6 163 3

U7B 175 4

USB 185 4 SERIES 500 INDUSTRIAL HOSE

u9T 191 5 HOSE TYPE PRODUCT CODE PAGE
MS210 119 5 UAI2 512 2
ul2 112 6 SBI0 590 2
MS280 122 6 UAIS 528 23
uI3 13 7 UA25 535 23
MS350 123 7 LPG25 545 24
MS420 124 8 WS10 550 24
SERIES 200 DIN STANDARD oDI10 560 25
HOSE TYPE PRODUCT CODE PAGE | 0SI10 570 26
MS44 223 9 VAP 580 26
MS84 224 9 SK18 581 27
MS99 235 10 SK20 582 27
MS139 236 10 PC200 555 28
SERIES 300 SPECIAL HOSE €C200 565 28
HOSETYPE PRODUCTCODE PAGE | GPIW 575 29
MPIR 34 1 GPIH 576 29
MS280 312 1

MS88 338 12 :

MS89 339 12 SERIES 600 METAL FLEXIBLE HOSE
MS98 324 13 HOSETYPE PRODUCT CODE PAGE
MS100 336 13 FMA 304/0 610 30
POIC 321 14 FMA 304/1 611 30
FM3000 300 14 FMA 321/0 620 31
FG4000 : 391 15 FMA 321/1 621 3
FR5000 392 15 :

ROS 313 16

RHS 314 16 METAL STAINLESS STEEL HOSE BRAID
SSIT 301 17 HOSETYPE PRODUCT CODE PAGE
SS2T 302 17 FMB304-1 600 32
SS12 304 18 FMB304-1 600 33




ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

& fit-flax
The Fittihg & Rexbis Hoss Spadalist
IR 1111111111

Tube : black, oil resistant synthetic rubber.

Reinforcement : 1 wire braid.

SAE100R 1, TYPE AT Cover : black, oil resistant synthetic rubber.
RECOMMENDED FOR MEDIUM PRESSURE Operating Temperature Range : -40to +125°C.
HYDRAULIC OIL LINES. HOSE TYPE : U1IT a’a 1 du - v
PRODUCT| HOSE BORE| HOSE 0.D. | WIRE 0.D. |BEND RADIUSI MAX. W.P.| MIN. B.P.
CODE i ﬂ @ @
(IN.) |(MM.)]| (IN) [(MM.)| (IN.) |[(MM.)] (IN.) | (MM.) (PSI) (PSI)
11103 3/16 | 4.80 | 0.472 | 12,00 | 0.374 | 9.50 | 3.500 | 89.00 3000 12000
11104 1/4 6.40 | 0.551 | 14.00 [ 0.439 | 11.15 | 4.000 | 102.00 2750 11000
11106 3/8 9.50 | 0.689 | 17.50 | 0.594 | 15.10 | 5.000 | 127.00 2250 9000
11108 12 12.70 | 0.827 | 21.00 | 0.719 | 18.25 | 7.000 | 178.00 2000 8000
11110 5/8 1590 | 0.945 | 24.00 | 0.843 | 21.40 | 8.000 | 203.00 1500 6000
1112 3/4 19.10 | 1.102 | 28.00 | 1.000 | 25.40 | 9.500 | 241.00 1250 5000
1116 1 2540 | 1.417 | 36.00 | 1.311 | 33.30 | 12.000 | 305.00 1000 4000
11120 1.1/4 | 31.80 | 1.712 | 43.50 | 1.594 | 40.50 | 16.500| 419.00 625 2500
11124 1.1/2 | 38.10 | 1.968 | 50.00 | 1.843 | 46.80 | 20.000 | 508.00 500 2000
11132 2 50.80 | 2.500 | 63.50 | 2.374 | 60.30 | 25.000 | 635.00 375 1500
Series : 100
massrcose -2 NI
Tube : black, oil resistant synthetic rubber.
Reinforcement : 2 wire braids.
SAE 100 R 2, TYPE AT Cover : black, oil resistant synthetic rubber.
RECOMMENDED FOR HIGH PRESSURE Operating Temperature Range : -40 to +125° C.
HYDRAULIC OIL LINES. HOSE TYPE : U2T a2a 2 vu - v19
PRODUCT| HOSE BORE | HOSE 0.D. WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
T® A OO
(IN.) |(MM.)| (IN.) |(MM.)| (IN.) [(MM.)| (IN.) | (MM.) (PSI) (PSI)
12103 3/16 | 4.80 | 0.539 ] 13.70 | 0.439 | 11.15 | 3.500 | 89.00 5000 20000
12104 1/4 6.40 | 0.610 | 15.50 | 0.500 | 12.70 | 4.000 | 102.00 5000 20000
12106 3/8 9.50 | 0.768 | 19.50 | 0.657 | 16.70 | 5.000 | 127.00 4000 16000
12108 1/2 | 12.70 | 0.886 | 22.50 | 0.780 | 19.80 | 7.000 | 178.00 3500 14000
12110 5/8 15.90 | 1.004 | 25.50 | 0.906 | 23.00 | 8.000 | 203.00 2750 11000
12112 3/4 19.10 | 1.161 | 29.50 | 1.063 | 27.00 | 9.500 | 241.00 2250 9000
12116 1 2540 | 1.496 | 38.00 | 1.374 | 34.90 | 12.000 | 305.00 2000 8000
12120 1.1/4 | 31.80 | 1.890 | 48.00 | 1.748 | 44.40 | 16,500 | 419.00 1625 6500
12124 1.1/2 | 38.10 | 2.165 | 55.00 | 2.000 | 50.80 | 20.000 | 508.00 1250 5000
12132 2 50.80 | 2.638 | 67.00 | 2.500 | 63.50 | 25.000 | 635.00 1125 4500

SS1001098/1
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SAE100R 3

RECOMMENDED FOR HYDRAULIC OIL LINES,
ANTIFREEZE SOLUTIONS OR WATER.

e IR

Product Code : 133

Tube : black, oil resistant synthetic rubber.

Reinforcement : 2 high tensile textile braids.

Cover : synthetic rubber with high abrasion, ozone, weather
resistance.

Operating Temperature Range : -40to +135° C.

HOSE TYPE : U3 walu 2 du - v

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE - m @ @
(N Tiimy)| N T(MM.) (N) | MMy | (PSI) (PS1)
13304 | 174 | 630 | 0571 1450 3.000 | 76.00 | 1240 5000
13305 | s/16 | 8.00 | 0.669 | 17.00 4.000 | 10200 1200 4800
13306 | 3/8 | 9.50 | 0.748 | 19.00 4000 | 10200 1130 4490
13308 | 122 | 12.70 | 0.945 | 24.00 5.000 | 12700 1000 4000
13310 | 5/8 | 16.00| 1.102 | 28.00 5.500 | 14000 870 3490
13312 | 3/4 | 19.00] 1260 32.00 6.000 | 15200 750 3000
13316 1| 25.40 | 1.496 [ 38.00 8.000 [203.00] 560 2240
13320 | 1.1/4 | 32.00 | 1.772 | 45.00 10.000] 25400 370 1490
o e
¢t Code : 143

SAEIO0OR 4
RECOMMENDED FOR PETROLEUM AND

Tube : black, oil resistant synthetic rubber.
Reinforcement @ 2 textile braids; plus | wire helix.

Cover : black, oil resistant synthetic rubber.

WATER BASE HYDRAULIC FLUIDS IN Operating Temperature Range : -40to +121°C,
SUCTION LINES. HOSE TYPE: U4 a1enauv - gmﬁu"u
PRODUCT| HOSE BORE | HOSE 0.D, BEND RADIUS| MAX. W.P.| MIN. B.P,
CODE @ ™ @ @
(IN.) |(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSD) (PSI)
14312 3/4 | 19.10 | 1.260 | 32.00 5.000 | 127.00 300 1200
14316 1 25.40 | 1.500 | 38.00 6.000 | 152.00 250 1000
14320 1.1/4 | 31.80 | 1.770 | 45.00 8.000 | 203.00 200 800
14324 1.1/2 | 38.10 | 2.050 | 52.00 10.000 | 254.00 150 600
14332 2 50.80 | 2.520 | 64.00 12.000 | 305.00 100 400
14340 2.172 | 63.50 | 3.030 | 77.00 14.000 | 356.00 62 250
14348 3 76.20 | 3.545 | 90.00 18.000 | 457.00 56 225
14364 4 1101.60] 4.565 | 116.00 24,000 | 610.00 35 140

§5100109872
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Product Code : 154

Tube : black, oil resistant synthetic rubber.

SAE 100 R 5, TEXTILE COVER Reinforcement : 1 wire braid between 2 textile braids.
RECOMMENDED FOR MEDIUM PRESSURE Cover : textile outer braid impregnated with oil resistant rubber.
HYDRAULIC PETROLEUM BASE OIL LINES Operating Temperature Range : -40 to +121° C.
IN NUMERQUS APPLICATIONS. HOSE TYPE : USC aoa 1 0u - 61
PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
o O IO | IO A 60
(IN) [(MM.)| (N.) [(MM.)| (N.) [(MM.)] (N) [ (MM)|  (PSD) (PSI)
15404 3/16 | 4.80 | 0.520 | 13.20 | 0.449 | 11.40 | 3.000 | 76.00 3000 12000
15405 1/4 | 640 | 0.590 | 15.00 | 0.504 | 12.80 | 3.400 | 86.00 3000 12000
15406 5/16 | 7.90 | 0.670 | 17.00 | 0.598 | 15.20 | 4.000 | 102.00 2250 9000
15408 13/32 | 10.50 | 0.768 | 19.50 | 0.697 | 17.70 | 4.600 | 117.00 2000 8000
15410 1/2 | 12.70 | 0.925 | 23.50 | 0.850 | 21.60 | 5.500 | 140.00 1750 7000
15412 5/8 | 1590 1.083 | 27.50 | 1.016 | 25.80 | 6.500 | 165.00 1500 6000
15416 7/8 | 22.20 | 1.240 | 31.50 | 1.157 | 29.40 | 7.400 | 188.00 800 3200
15420 1.1/8 | 28.60 | 1.496 | 38.00 | 1.425 | 36.20 | 9.000 | 229.00 625 2500
15424 1.3/8 | 34.90 | 1.752 | 44.50 | 1.673 | 42.50 | 10.500 | 267.00 500 2000
15432 |1.13/16] 46.10 | 2.220 | 56.40 | 2.138 | 54.30 | 13.300| 338.00 350 1400
w0 I
Product Code : 163

Tube : black, oil resistant synthetic rubber.

Reinforcement : 1 high tensile textile braid.

Cover : synthetic rubber with high abrasion, ozone, weather

SAE100R 6 resistance.

RECOMMENDED FOR HYDRAULIC LINES Operating Temperature Range : -40 to +135°C.

AND ANTIFREEZE SOLUTIONS. HOSE TYPE : U6 wlv 1 du - dwiu

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
o | @ | 1O A O | O

(IN.) [(MM.)| (IN.) [(MM.) (IN) |(MM.)|  (PSI) (PSI)

16304 114 | 630 | 0.492] 12.50 2.500 | 64.00 400 1590
16305 | 5/16 | 8.00 | 0.551 | 14.00 3.000 | 76.00 400 1590
16306 | 3/8 | 9.50 | 0.630 | 16.00 3.000 | 76.00 400 1590
16308 12 | 12.70 | 0.780 | 19.80 4.000 | 102.00| 400 1590
16310 | 5/8 | 16.00 | 0.906 | 23.00 5.000 [ 12700 340 1400
16312 | 34 | 19.00 | 1.024 | 26.00 5.500 | 14000 340 . 1400
16316 1| 2540 1.260 | 32.00 6.000 | 15200 340 1400

§51001098/3
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SAE100R 7
THERMOPLASTIC HOSE
RECOMMENDED FOR PETROLEUM, WATER

EMULSION AND SYNTHETIC HYDRAULIC
FLUIDS.

MEETS SAE 100 R 1 PRESSURE

B 14 I
Product Code : 175

Tube : scamless core of polyester elastomer or nylon,

Reinforcement : polyester fibre.

Cover : black polyurethane.

Operating Temperature Range : -40 to +95° C.
HOSE TYPE : U7B meslv - 1

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

cone | A 100

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (MM.) (PSI) (PSI)
17502 1/8 3.00 | 0312 ] 7.92 0.500 | 12.70 3000 12000
17503 3/16 | 5.00 [ 0415 10.54 0.750 | 19.05 3250 13000
17504 1/4 6.00 | 0.500 | 12.70 1.250 | 31.75 3000 12000
17505 5/16 | 8.00 | 0.585 | 14.86 1.750 | 44.45 2500 10000
17506 3/8 10.00 | 0.640 | 16.26 2.000 | 50.80 2250 9000
17508 1/2 12.00 | 0.790 | 20.07 3.000 | 76.20 2000 8000
17510 5/8 15.90 | 0.940 | 23.88 4.000 | 101.60 1500 6000
17512 3/4 19.00 | 1.040 | 26.42 5.000 | 127.00 1250 5000
17516 1 25.00 | 1.310 | 33.27 6.000 | 152.40 1000 4000

SAEIO0ORS

THERMOPLASTIC HOSE
RECOMMENDED FOR PETROLEUM, WATER
EMULSION AND SYNTHETIC HYDRAULIC
FLUIDS.

MEETS SAE 100 R 2 PRESSURE

s 109 A0

Product Code : 185

Tube : seamless core of polyester elastomer or nylon.
Reinforcement : Aramid fibre.

Cover : black polyurethane.

Operating Temperature Range : -40 to +95°C,
HOSE TYPE : USB tneslu - 2

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE . P
(IN.) T(MM.)| (IN.) [(MM) (IN) | (MM.)|  (PSD) (PSI)
18503 | 316 | s.00 | 0312] 7.92 1.500 | 38.10 | 5000 20000
18504 114 | 6.00 | 0.500 | 12.70 2,000 | 50.80 | 5000 20000
18505 | 5/16 | 8.00 | 0.585 | 14.86 2.500 | 63.50 | 4250 17000
18506 | 3/8 | 10.00 | 0.640 | 16.26 2.500 | 63.50 | 4000 16000
18508 122 | 12.00 | 0.790 | 20.07 4000 | 101.60] 3500 14000 -
18510 | /8 | 15.90 | 0.980 | 24.89 7.000 | 177.80| 2500 10000
18512 | 3/4 | 19.00 | 1.100 | 27.94 8.000 [20320| 2250 9000
18516 1 | 2500 1.410] 3581 10.000 | 254.00 | 2000 8000

S$51001098/4
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SAE100R 7
THERMOPLASTIC HOSE
RECOMMENDED FOR PETROLEUM, WATER

EMULSION AND SYNTHETIC HYDRAULIC
FLUIDS.

MEETS SAE 100 R 1 PRESSURE

B 14 I
Product Code : 175

Tube : scamless core of polyester elastomer or nylon,

Reinforcement : polyester fibre.

Cover : black polyurethane.

Operating Temperature Range : -40 to +95° C.
HOSE TYPE : U7B meslv - 1

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

cone | A 100

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (MM.) (PSI) (PSI)
17502 1/8 3.00 | 0312 ] 7.92 0.500 | 12.70 3000 12000
17503 3/16 | 5.00 [ 0415 10.54 0.750 | 19.05 3250 13000
17504 1/4 6.00 | 0.500 | 12.70 1.250 | 31.75 3000 12000
17505 5/16 | 8.00 | 0.585 | 14.86 1.750 | 44.45 2500 10000
17506 3/8 10.00 | 0.640 | 16.26 2.000 | 50.80 2250 9000
17508 1/2 12.00 | 0.790 | 20.07 3.000 | 76.20 2000 8000
17510 5/8 15.90 | 0.940 | 23.88 4.000 | 101.60 1500 6000
17512 3/4 19.00 | 1.040 | 26.42 5.000 | 127.00 1250 5000
17516 1 25.00 | 1.310 | 33.27 6.000 | 152.40 1000 4000

SAEIO0ORS

THERMOPLASTIC HOSE
RECOMMENDED FOR PETROLEUM, WATER
EMULSION AND SYNTHETIC HYDRAULIC
FLUIDS.

MEETS SAE 100 R 2 PRESSURE

s 109 A0

Product Code : 185

Tube : seamless core of polyester elastomer or nylon.
Reinforcement : Aramid fibre.

Cover : black polyurethane.

Operating Temperature Range : -40 to +95°C,
HOSE TYPE : USB tneslu - 2

PRODUCT| HOSE BORE | HOSE 0O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE . P
(IN.) T(MM.)| (IN.) [(MM) (IN) | (MM.)|  (PSD) (PSI)
18503 | 316 | s.00 | 0312] 7.92 1.500 | 38.10 | 5000 20000
18504 114 | 6.00 | 0.500 | 12.70 2,000 | 50.80 | 5000 20000
18505 | 5/16 | 8.00 | 0.585 | 14.86 2.500 | 63.50 | 4250 17000
18506 | 3/8 | 10.00 | 0.640 | 16.26 2.500 | 63.50 | 4000 16000
18508 122 | 12.00 | 0.790 | 20.07 4000 | 101.60] 3500 14000 -
18510 | /8 | 15.90 | 0.980 | 24.89 7.000 | 177.80| 2500 10000
18512 | 3/4 | 19.00 | 1.100 | 27.94 8.000 [20320| 2250 9000
18516 1 | 2500 1.410] 3581 10.000 | 254.00 | 2000 8000

S$51001098/4
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Tube : black, oil resistant synthetic rubber.

Series : 100

Product Code : 191
Reinforcement : 4 high tensile wire spirals.
Cover :

black, oil resistant synthetic rubber.

Operating Temperature Range : -40 to +121°C.

HYDRAULIC OIL LINES. HOSE TYPE : U9T aoa 4 vu - Gy
PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
TO|™| A | 0] 0
(IN.) [(MM.)| (IN.) [(MM.) (IN.) [(MM.)| (PSD) (PSI)
19106 | 3/8 | 9.50 | 0.787 | 20.00 | 0.689 | 17.50 | 5.000 | 127.00| 4500 18000
19108 122 | 12.70 | 0.937 | 23.80 | 0.787 | 20.00 | 7.000 | 178.00| 4000 16000
19110 | 5/8 | 15.90 | 1.024 | 26.00 | 0.921 | 23.40 | 8.000 | 203.00| 3625 14500
19112 | 3/4 | 19.10 | 1.208 | 30.70 | 1.075 | 27.30 | 9.500 | 241.00| 3000 12000
19116 1 | 2540 1.496 | 38.00 | 1.386 | 35.20 | 12.000 305.00| 3000 12000
s L
Product Code : 119

SAE 100 R 9, HIGH TEMP.

RECOMMENDED FOR VERY HIGH PRESSURE
HYDRAULIC OIL LINES WITH HIGH TEM-

PERATURE RESISTANCE (LONG HOURS

Tube : black, oil resistant synthetic rubber.
Reinforcement : 4 high tensile wire spirals.
Cover : black, oil resistant synthetic rubber, pin-perforated.

Operating Temperature Range : -40 to +149° C.

SERVICE) HOSE TYPE:MS210  aoa 4 vu - lony
IPRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. [BEND RADIUS|MAX. W.P] MIN. B.P.
CODE ® T = @
(IN.) [(MM.)| (IN) [(MM.)| (IN.) (MM.)] (IN)) |(MM.)| (PSI) (PSI)
11906 | 3/8 | 9.50 [0.787]20.00|0.689| 17.50] 5.000 [127.00] 4500 18000
11908 | 172 |12.70|0.937]23.80]0.787] 20.00{ 7.000 [ 178.00] 4000 16000
11910 | 5/8 |15.90] 1.024]26.00]0.921]23.40] 8.000[203.00] 3625 14500
11912 | 3/4 |19.10|1.208[30.70] 1.075] 27.30 9.500 [ 241.00] 3000 12000
11916 | 1 |25.40]1.496]38.00]1.386]35.20]12.000[{305.00] 3000 12000

S$S51001098/5
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SAEIO0R 12 Tube : black, oil resistant synthetic rubber.
RECOMMENDED FOR VERY HIGH PRESSURE Reinforcement : 4 high tensile wire spirals.

HYDRAULIC APPLICATIONS PROVIDES EXCELLENT Cover : grey, oil resistant synthetic rubber.

IMPULSE LIFE, SURPASSING 1 MILLION CYCLES Operating Temperature Range : -40 10 +121°C.

WHEN TESTED UNDER SAE100R12 CONDITIONS. HOSE TYPE : Ul12 aoa 4 g - ImMyu

PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

coe | Q | IO TO| A | O | O

(IN) [(MM.)| (IND) [(MM.)] (IN.) [(MM.)| (IN)) |[(MM.)| (PSD (PSI)
11206 | 38 | 9.50 | 0.787 | 20.00] 0.677 | 17.20 | 5.000 | 127.00] 4000 16000
11208 | 172 | 1270 0937 | 23.80 | 0.815 [ 20.70 | 7.000 | 178.00] 4000 16000
11210 | 5/8 | 1590 1.024 | 26.00 | 0929 | 23.60 | 8250 | 210.00] 4000 16000
11212 | 3/4 | 19.10] 1208 [ 30.70 | 1.089 | 27.65 | 9.500 | 241.00] 4000 16000
11216 1 | 2540 1.496 | 38.00 | 1.374 | 34.90 [ 12.000] 305.00] 4000 16000
11220 | 1.174 | 3180 | 1.850 | 47.00 | 1.728 | 43.90 [ 16.500] 419.00| 3000 12000
11224 | 1122 | 38.10 [ 2.106 | 53.50 | 1.984 | 50.40 | 20.000| 508.00] 2500 10000
11232 2 | 5080 2.626 | 66.70 | 2.506 | 63.65 | 25.000] 635.00| 2500 10000

S 0 LA

Product Code : 122
Tube : black, oil resistant synthetic rubber.

SAE 100 R 12, HIGH FLEXIBLE Reinforcement : 4 spiral plies of high tensile steel wire.
RECOMMENDED FOR VERY HIGH PRESSURE HYDRAU- Cover : grey abrasion, oil and weather resistant synthetic rubber,
LIC LINES DESIGNED FOR EXTRA FLEXIBILITY pin-perforated.
AND SUITABLE TO REPLACE MOST EARTH MOVING Operating Temperature Range : -4010 +121°C.
EQUIPMENT INCLUDING "CATERPILLAR" HOSE TYPE:MS280 aoa4 ou - Inmaa
PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
wn | @ | 10| TO A 1O
| (N [(MM)| (IN) [(MM.)] (IN.) |(MM.)| (IN.) (MM.) (PSI) (PSI)

12206 3/8 | 9.50 | 0.797 | 2024 | 0.677 | 17.20 | 5.000 | 127.00 4000 16000

12208 12 | 1270 0935|2375 | 0.815| 20.70 | 7.000 | 178.00 4000 16000

12210 5/8 | 1590 1.080 | 27.42 | 0.929 | 23.60 | 8.000 | 203.00 4000 16000

12212 3/4 | 19.10 | 1.210 | 30.73 | 1.089 | 27.65 | 9.500 | 241.00 4000 16000

12216 1 25.40 | 1.495| 37.97 | 1.374 | 34.90 | 12,000 | 305.00 4000 16000

12220 1.1/4 | 31.80 | 1.850 | 46.99 | 1.728 | 43.90 | 16.500 | 419.00 3000 12000

12224 1.1/2 | 38.10 ] 2.105 | 53.47 | 1.984 | 50.40 | 20.000 | 508.00 2500 10000

12232 2 50.80 | 2.620 | 66.70 | 2.506 | 63.65 | 25.000 | 635.00 2500 10000

S51001098/6
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: Product Code : 113
SAE100R 13 Tube : black, oil resistant synthetic rubber.

RECOMMENDED FOR EXTREMELY HIGH PRESSURE Reinforcement : 4-6 high tensile wire spirals.
AND HIGH IMPULSE HYDRAULIC APPLICATIONS Cover : red, oil resistant synthetic rubber.
DESIGNED FOR HYDROSTATIC TRANSMISSIONS Operating Temperature Range : -40to +121°C.
AND OTHER SEVERE OPERATING CONDITIONS. HOSE TYPE : U13 a%a 6 vu - naoyu
PRODUCT| HOSE BORE | HOSE 0.D. WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P,
wn | @ | 10| 1O A | © | Q
(IN.) |(MM.)| (IN.) |(MM.)| (IN.) |(MM.)|] (IN.) | (MM.) (PSI) (PSI)
11306 3/8 9.50 | 0.937 | 23.80 | 0.894 | 22.70 | 6.000 | 152.00 10000 40000
11308 1/2 12.70 | 1.063 | 27.00 | 1.051 | 26.70 | 8.000 | 203.00 7500 30000
11312 3/4 | 19.10| 1.260 | 32.00 | 1.142 | 29.00 | 9.500 | 241.00 5000 20000
11316 1 2540 | 1.543 | 39.20 | 1.404 | 35.65 | 12.000 | 305.00 5000 20000
11320 1.1/4 | 31.80 | 1.960 | 49.80 | 1.650 | 41.90 | 16.500 | 419.00 5000 20000
11324 1.1/2 | 38.10 | 2.255 | 57.30 | 2.140 | 54.35 | 20.000 | 508.00 5000 20000
11332 2 50.80 | 2.795 | 71.00 | 2.683 | 68.15 | 25.000 | 635.00 5000 20000
Series : 100
woscose 23 I NAN

Tube : black, oil resistant synthetic rubber.
Reinforcement : 4-6 plies spiral wound high tensile (350,000

PSI or 24,000 BAR) steel wire with elastomer

SAE 100 R 13, HIGH FLEXIBLE cushion between plies to climinate wire-to-wire
RECOMMENDED FOR EXTREMELY HIGH contact.

PRESSURE HYDRAULIC APPLICATIONS Cover : red, synthetic rubber resistant to oil, weather, abrasion,
DESIGNED FOR EXTRA FLEXIBILITY SUIT- pin-perforated.

ABLE TO REPLACE MOST EARTH MOVING Operating Temperature Range : -40to +121°C,

EQUIPMENT INCLUDING "CATERPILLAR" HOSE TYPE : MS350  aoa 6 U - naoudn

PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN, B.P,

CODE @ ). I@ ﬂ @ @

(IN.) [(MM.)| (IN.) [(MM.)] (IN.) |[(MM.)| (IN,) | (MM.) (PSI) (PSI)
12312 3/4 1 19.10| 1.263 | 32.08 | 1.142 | 29.00 | 9.500 | 241.00 5000 20000
12316 1 25.40 | 1.524 | 38.71 | 1.404 | 35.65 | 12.000 | 305.00 5000 20000
12320 1.1/4 | 31.80 | 1.962 | 49.83 | 1.650 | 41.90 | 16.500 | 419.00 5000 20000
12324 1.1/2 | 38.10 | 2.256 | 57.30 | 2.140 | 54.35 | 20.000 | 508.00 5000 20000
12332 2 50.80 | 2.800 | 71.12 | 2.683 | 68.15 | 25.000 | 635.00 5000 20000
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FLEXIBLE HOSE & FITTING

@& fit-Flox

The Fiting & Rexble Hoss Spedalit

s - 10 A0

Product Code : 124
Tube : black, oil resistant synthetic rubber.

Reinforcement : 6 plies spiral wound high tensile (350,000 PSI

EXCEED SAE100R 13 - or 24,000 BAR) steel wire with elastomer
RECOMMENDED FOR EXTRA SUPER HIGH cushion between plies to eliminate wire-to-wire
PRESSURE HYDRAULIC APPLICATION contact.

PROVIDES SUPER HIGH IMPLUSE LIFE Cover : black, synthetic rubber resistant to oil, weather,

AND SUITABLE TO REPLACE MOST EARTH abrasion, pin-perforated.

MOVING EQUIPMENT INCLUDING Operating Temperature Range : -40 10 +121° C.
"CATERPILLAR" HOSE TYPE : MS420 a0 6 du - daudia

PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

coe | Q| TOITO| A | O | O

(IN.) |(MM.)| (IN.) |(MM.)| (IN) [(MM.)| (IN.) | (MM.) (PSI) (PSI)
12406 3/8 | 9.50 | 0.888 | 22.50 | 0.689 | 17.50 | 9.500 | 241.00 6000 24000
12408 1/2 | 12.70 | 1.024 | 26.00 | 0.817 | 20.75 | 12.000 | 305.00 6000 24000
12412 3/4 | 19.00 | 1.378 | 35.00 | 1.106 | 28.10 | 16.500 | 419.00 6000 24000
12416 1 2540 | 1.614 | 41.00 | 1.404 | 35.65 | 20.000 | 508.00 6000 24000
12420 1.1/4 | 31.70 | 1.969 | 50.00 | 1.846 | 46.80 | 25.000 | 635.00 6000 24000
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ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

E fit-flex

The Riting & Rexble Hose Spedolst
S [T
) Product Code : 223

DIN 20022, PART 3 . Tube : black, oil resistant synthetic rubber.
EXCEEDS SAE 100 R 1 TYPE AT Reinforcement : 1 wire braid.
RECOMMENDED FOR MEDIUM PRESSURE HYDRAULIC Cover : black, oil resistant synthetic rubber, pin-perforated.
PETROLEUM BASE OIL LINES IN NUMEROUS APPLI- Operating Temperature Range : -40 to +149° C.
CATIONS WiTH HIGH TEMPERATURE RESISTANCE. HOSE TYPE : MS44 aoa 1 du - @i
PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

x| @ | TO|TEOI A | O | O

(IN.) [(MM.)| (IN.) |(MM.)| (IN.) [(MM.)| (IN.) | (MM.) (PSI) (PSI)

22304 1/4 6.40 | 0.551 | 14.00 | 0.437 | 11.10 | 4.000 | 102.00 3250 13050

22305 5/16 | 7.90 | 0.650 | 16.50 | 0.500 | 12,70 | 4.500 | 114.00 3100 12350

22306 3/8 9.50 | 0.689 | 17.50 | 0.594 | 15.10 | 5.000 | 127.00 2600 10480

22308 1/2 | 12.70 | 0.827 | 21.00 | 0.720 | 18.30 | 7.000 | 178.00 2300 9300

22310 5/8 | 15.90 | 0.945 | 24.00 | 0.843 | 21.40 | 8.000 | 203.00 1900 7550

22312 3/4 | 19.10| 1.102 | 28.00 | 1.000 | 25.40 | 9.500 | 241.00 1500 6000

22316 1 2540 | 1.417 | 36.00 | 1.311 | 33.30 | 12.000 | 305.00 1300 5200

22320 1.1/4 | 31.80 | 1.712 | 43.50 | 1.594 | 40.50 | 16.500 | 419.00 900 3650

22324 1.1/2 | 38.10 | 1.968 | 50.00 | 1.843 | 46.80 | 20.000 | 508.00 725 2900

22332 2 50.80 | 2.500 | 63.50 | 2.370 | 60.20 | 25.000 | 635.00 580 2300

: Product Code : 224
DIN 20022, PART 4 Tube : black, oil resistant synthetic rubber.

s : 209 AR A

(EXCEEDS SAE 100 R 2 TYPE AT) Reinforcement : 2 wire braids,
RECOMMENDED FOR HIGH PRESSURE HYDRAULIC Cover : black, oil resistant synthetic rubber, pin-perforated.
PETROLEUM BASE OIL LINES IN NUMEROUS APPLICA-  Operating Temperature Ran ge : -40to +149°C.
TIONS WITH HIGH TEMPERATURE RESISTANCE. HOSE TYPE:MS84  aoa 2 5u - maiiies
PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

x| O | JO|T®| A | O] O

(IN.) [(MM.)| (IN.) [(MM.)| (IN.) [(MM.)| (IN.) | (MM.) (PSI) (PSI)

22403 3/16 | 4.80 | 0.539 | 13.70 | 0.437 | 11.10 | 3.500 | 89.00 6000 23950

22404 1/4 6.40 | 0.610 | 15.50 | 0.500 | 12.70 | 4.000 | 102.00 5800 23200

22405 5/16 | 7.90 | 0.650 | 16.50 [ 0.563 | 14.30 | 4.500 | 114.00 5100 20300

22406 3/8 | 9.50 | 0.768 | 19.50 | 0.657 | 16.70 | 5.000 | 127.00 4800 19150

22408 1/2 | 12.70 | 0.886 | 22.50 | 0.780 | 19.80 [ 7.000 | 178.00 4000 15950

22410 5/8 | 15.90 | 1.004 | 25.50 | 0.906 | 23.00 | 8.000 | 203.00 3600 14500

22412 3/4 | 19.10 | 1.161 | 29.50 | 1.063 | 27.00 | 9.500 | 241.00 3100 12350

22416 1 25.40 | 1.496 | 38.00 | 1.374 | 34.90 | 12.000| 305.00 2400 9450

22420 1.1/4 | 31.80 | 1.890 | 48.00 | 1.752 | 44.50 | 16.500 | 419.00 1800 7250

22424 1.1/2 | 38.10 | 2.165 | 55.00 | 2.000 | 50.80 | 20.000 | 508.00 1300 5250

22432 2 50.80 | 2.638 | 67.00 | 2.500 | 63.50 | 25.000 | 635.00 1150 4650
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PP | 11111

Product Code :

Tube : black, oil resistant synthetic rubber.

DIN 20023, 4SP : Reinforcement : 4 high tensile steel wire spirals.

RECOMMENDED FOR EXTRA HIGH IMPLUSE Cover : oil and weather resistant, pin-perforated.

PRESSURE AND HEAVY DUTY HYDRAULIC Operating Temperature Range : -40to +121°C.

" LINES. HOSE TYPE : MS99  aoca 4 du - mamaoy

PRODUCT| HOSE BORE| HOSE 0.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

on | @ | IO T®| A | ©
(IN.) |[(MM.)| (IN.) |[(MM.)| (IN.) |[(MM.)| (IN.) | (MM.) (PSI) (PSI)

23506 3/8 9.50 | 0.842 | 21.40 | 0.689 | 17.50 | 7.000 | 178.00 6450 25800
23508 1/2 12.70 | 0.968 | 24.60 | 0.795 | 20.20 | 9.000 | 229.00 6020 24000
23510 5/8 | 15.90 | 1.122 | 28.50 | 0.937 | 23.80 | 9.800 | 249.00 5075 20300
23512 3/4 19.10 | 1.259 | 32.00 | 1.110 | 28.20 | 11.800| 300.00 5075 20300
23516 | 25.40 | 1.562 | 39.70 | 1.390 | 35.30 | 13.400 | 340.00 4060 16200
23520 1.1/4 | 31.80 | 2.000 | 50.80 | 1.811 | 46.00 | 18.100 | 460.00 3045 12000
23524 1.1/2 | 38.10 | 2.244 | 57.00 | 2.063 | 52.40 | 22.000 | 559.00 2680 10700
23532 2 50.80 | 2.779 | 70.60 | 2.571 | 65.30 | 25.900 | 658.00 2500 10000

st 2 T

Product Code : 236

Tube : black, oil resistant synthetic rubber.

DIN 20023, 4SH Reinforcement : 4 high tensile steel wire spirals.
RECOMMENDED FOR EXTREMELY HIGH Cover : red, oil and weather resistant, pin-perforated.
PRESSURE AND IMPLUSE HYDRAULIC Operating Temperature Range : -40 to +121° C.
APPLICATIONS (LONG SERVICE LIFE) HOSE TYPE : MS139 a0a 4 tu - mad1-1du

PRODUCT| HOSE BORE | HOSE 0.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

CODE @ _C) I@ ﬂ @ @

(IN) |(MMy)| aNo) T(MML)| (N [(MML)| (N) | (MM | (PST) (PSI)
23610 58 | 1590 | 1.100 | 28.00 | 0.953 [ 24.20 | 9.840 | 250.00| 6525 26100 1,400
23612 34 | 19.00 | 1259 | 32.00 | 1.118 | 28.40 | 11.020] 280.00 6090 24360 1,500
23616 1 | 25.40 | 1.496 | 38.00 | 1.386 | 35.20 [ 13.390] 340.00| 5510 22040 1,800
23620 | 1.174 | 3180 | 1.779 | 4520 | 1.650 [ 41.90 | 18.110] 460.00| 4715 18860 2,900
23624 | 1.172 | 3810 | 2.110 | 53.50 | 1.921 | 48.80 | 22.050| 560.00| 4205 16820 3,600
23632 2 | 50802677 6800 2488 | 6320 | 27.560| 700.00 3625 | 14500 5,000
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Series : 300

Product Code : 341

ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

E fit-flox

The Rting & Rexitle Hose Spedalist

A0

Tube : black, oil resistant synthetic rubber.

Reinforcement

: | wire braid

RECOMMENDED FOR HYDRAULIC, CRUDE, Cover : black, oil resistant synthetic rubber, pin-perforated.
FUEL, LUBRICATING OILS, GASOLINE, LPG, Operating Temperature Range : -30 to +121°C.
REFRIGERANT 12, AIR AND WATER. HOSE TYPE : MPIR aoca 1 du - nes/Muy
PRODUCT| HOSE BORE| HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.

CODE — I@ ® @ @

(IN.) |(MM.)[ (IN.) |(MM.)| (IN.) |(MM.)| (IN.) | (MM.) (PSI) (PSI)

34104 1/4 | 640 | 0.580 | 14.70 | 0.504 | 12.80 | 3.380 | 85.85 3000 12000

34105 5/16 | 7.90 | 0.680 | 17.20 | 0.598 | 15.20 | 4.000 | 101.60 2250 9000

34106 3/8 | 9.50 | 0.740 | 18.80 | 0.610 | 15.50 | 4.310 | 109.47 2250 9000

34107 13/32 | 10.50 | 0.770 | 19.50 | 0.697 | 17.70 | 4.620 | 117.35 2000 8000

34108 1/2 | 12.70 | 0.920 | 23.30 | 0.850 | 21.60 | 5.500 | 139.70 1750 7000

34110 5/8 | 1590 | 1.080 | 27.40 | 1.016 | 25.80 | 6.500 | 165.10 1500 6000

34112 3/4 | 19.10 | 1.180 | 30.00 | 1.043 | 26.50 | 6.940 | 176.28 1250 5000

34114 7/8 | 2220] 1.230 | 31.20 | 1.157 | 29.40 | 7.380 | 187.45 1000 4000

34116 1 2540 | 1.370 | 34.80 | 1.291 | 32.80 | 8.190 | 208.03 1000

Series : 300

MEETS B.S. 4089 TYPE 2
MULTI PURPOSE HOSE SUITABLE FOR
SOLVENTS, GREASES, CHEMICALS, MINERAL

Product Code : 312

Tube : black, oil resistant synthetic rubber.

Reinforcement : 2 high tensile textile braids.

Cover :

synthetic rubber pin-perforated.

Operating Temperature Range :

-40t0 +121°C.

4000 |

black, smooth, oil abrasion and weather resistant

OILS, LPG AND GASES. HOSE TYPE : MS28 wilu 2 du - vaa
PRODUCT| HOSE BORE | HOSE O.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
O/T® A | O 0

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (MM.)|  (PSD) (PSI)
31203 | 3/16 | 4.80 | 0.551 | 14.00 1.500 | 38.00 400 1185
31204 1/4 | 6.40 | 0.590 | 15.00 2,000 | 51.00 400 1185
31205 | 516 | 7.90 | 0.669 | 17.00 2.000 | 51.00 400 1185
31206 | 3/8 | 9.50 | 0.748 | 19.00 2.000 | 51.00 400 1185
31208 122 | 12.70 | 0.866 | 22.00 3.000 | 76.00 400 1185
31210 | 5/8 | 15.90 | 1.023 | 26.00 4,000 | 102.00 400 1185
31212 3/4 | 19.10 | 1.220 | 31.00 4.500 | 114.00 400 1185
31216 1 | 2540 1.496 | 38.00 6.000 | 152.00| 400 1185
31220 | 1.1/4 | 31.80 | 1.850 | 47.00 10.630 [ 270.00( 400 1185
31224 | 1.172 | 38.10 | 2.170 | 55.00 12.600| 320.00| 400 1185
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Product Code : 338
Tube : black, oil resistant synthetic rubber.

Reinforcement : 1 heavy wire braid of high tensile steel.

MEETS SAE 100 R 2 PRESSURE Cover : oil and weather resistant, pin-perforated.
RECOMMENDED FOR HIGH PRESSURE Operating Temperature Range : -40 1o +125° C.
HYDRAULIC APPLICATION. HOSE TYPE : MS88 aom 1 9u = 2 Bu

PRODUC‘ﬂ HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS|MAX. W.P.] MIN. B.P.
coe| Q | TOITO®| (A | © | O
(IN.) [(MM.)| (IN.) [(MM.)| (IN.) |[(MM.)| (IN.) [(MM.)| (PSI) (PSI)
33804 1/4 | 6.40 |0.551]14.00|0.439] 11.15| 3.000 | 76.00 5000 20000
33805 | 5/16 | 7.90 [0.610] 15.50|0.500] 12.70| 3.500 | 89.00 | 4250 17000
33806 3/8 | 9.50 [0.688]17.50|0.594| 15.10 3.500 | 89.00 | 4000 16000
33808 172 112.70]0.826|21.00| 0.719] 18.25| 5.100 | 130.00{ 3500 14000
33810 | 5/8 |15.90|0.944)|24.00|0.843]21.40| 5.900 | 150.00{ 2750 11000

33812 3/4 119.10]1.102|28.00| 1.000| 25.40| 7.000 | 178.00] 2250 9000

33816 1 |25.40(1.417]36.00| 1.311}33.30] 9.000 |229.00f 2000 8000

33820 | 1.174]31.80]1.712|43.50| 1.594 | 40.50|12.400{315.00f 1625 6500

33824 | 1.1/2]38.10] 1.968| 50.00| 1.843 | 46.80|15.000{381.00 1250 5000

33832 2 |50.80]|2.500]63.50]|2.374| 60.3020.000{508.00] 1125 4500
Series : 300

vacose v ININIARANION

Tube : black, oil resistant synthetic rubber.

Reinforcement : 2 heavy wire braid of high tensile steel.

Cover : oil and weather resistant, pin-perforated.

Operating Temperature Range : -40to +125° C.
EXCEEDS SAE 100 R 9 PRESSURE HOSE TYPE : MS89 aom 2 du = 4 du
RECOMMENDED FOR HIGH PRESSURE HYDRAULIC SYSTEMS, USING MINERAL OILS, GLYCOLS AND ACQUEOUS
EMULSION OILS. THE 2 HEAVY HIGH TENSILE STEEL BRAIDS HAS ADDED UP THE EXTRA IMPLUSE (PRESSURE)
BUT YET REMAIN VERY HIGH FLEXIBILITY.

PRODUCT| HOSE BORE | HOSE 0.D. | WIRE O.D. |BEND RADIUS| MAX. W.P. MIN. B.P.
coe | @ | JO|ITOI A | © | O
(IN.) [(MM.)| (IN.) [(MM.)| (IN.) [(MM.)| (IN) | (MM.)|  (PSD) (PSI)

33904 1/4 6.40 | 0.610 | 15.50 | 0.500 | 12.70 | 4.000 | 102.00 6350 25400
33906 3/8 9,50 | 0.768 | 19.50 | 0.657 | 16.70 | 5.000 | 127.00 5500 22000
33908 122 | 12.70 | 0.886 | 22.50 | 0.780 | 19.80 | 5.910 | 150.00 5500 22000
33910 5/8 | 15.90 | 1.004 | 25.50 | 0.906 | 23.00 | 7.480 | 190.00 5000 20000
33912 3/4 | 19.10 | 1.161 | 29.50 | 1.063 | 27.00 | 9.060 | 230.00 4500 18000
33916 1 2540 | 1.496 | 38.00 | 2.748 | 69.80 | 11.810 |.300.00 3500 14000
33920 1.1/4 | 31.80 | 1.890 | 48.00 | 1.752 | 44.50 | 14.960 | 380.00 3000 12000
33924 1.172 | 38.10 | 2.165 | 55.00 | 2.000 | 50.80 | 18.000 | 457.20 2500 10000
33932 2 50.80 | 2.638 | 67.00 | 2.500 | 63.50 | 24.000 | 609.60 2500 10000
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FLEXIBLE HOSE & FITTING

EXCEEDS DIN 20022, PART 4
RECOMMENDED FOR HIGH PRESSURE
HYDRAULIC PETROLEUM BASE OIL LINES
IN NUMEROQUS APPLICATIONS WITH HIGH

@ fit-Flax

The Fitting 6 Rexible Hose Spadolist

IR

. black, oil resistant synthetic rubber.

ACTUAL PRESSURE
Series : 300
Product Code
Tube

1 324

Reinforcement : 2 wire braids.

TEMPERATURE RESISTANCE AND SMALLER Cover : black, oil resistant synthetic rubber, pin-perforated.
OUTER DIAMETER BUT HIGHER WORKING Operating Temperature Range : -40 to +149° C.
PRESSURE. HOSE TYPE : MS98 aoa 2 vu - Mauudy - 1582
PRODUCT| HOSE BORE | HOSE O.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
Ol T® A 1O 0
(IN.) [(MM.)| (IN.) |[(MM.)| (IN.) |[(MM.)| (IN.) | (MM.) (PSD) (PSI)
32404 1/4 | 6.40 | 0.555 | 14.10 | 0.439 | 11.15| 2.950 | 75.00 5800 23200
32406 3/8 | 950 | 0.713 | 18.10 | 0.594 | 15.10 | 3.540 | 90.00 5070 20280
32408 172 | 13.00 | 0.846 | 21.50 | 0.719 | 18.25 | 5.120 | 130.00 4350 17400
32410 5/8 | 16.00 | 0.972 | 24.70 | 0.843 | 21.40 | 6.700 | 170.00 4000 16000
32412 3/4 | 19.00 1.126 | 28.60 | 1.000 | 25.40 | 7.870 | 200.00 3400 13600
32416 | 25.00 | 1.441 | 36.60 | 1.311 | 33.30 | 9.840 | 250.00 2700 10800
32420 1.1/4 | 32.00 | 1.764 | 44.80 | 1.594 | 40.50 | 14.570| 370.00 2400 9600
acrustemessume M 00
Series : 300

EXCEEDS DIN 20023, 4SP
RECOMMENDED FOR EXTRA HIGH IMPLUSE
PRESSURE AND HEAVY DUTY HYDRAULIC
LINES, BUT MORE FLEXIBLE WITH SMALLER

Product Code : 336

Tube : black, oil resistant synthetic rubber.
Reinforcement : 3 wire braids.

Cover : oil and weather resistant, pin-perforated.

Operating Temperature Range : -40to +125°C.

BENDING RADIUS. HOSE TYPE : MS100 a%a 3 vu - Mardes
PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
O|Te M | O |0
(IN.) [(MM.)| (IN) |[(MM.)| (N) [(MM)| aN) | (vmy|  @sD (PST)

33606 | 3/8 | 9.50 | 0.842 | 21.40 | 0.685 | 17.40 | 4.720 | 120.00| 6815 27260

33608 122 | 13.00 | 0.968 | 24.60 | 0.818 | 20.80 | 6.300 | 160.00| 6815 27260

33610 | 5/8 | 16.00 | 1.106 | 28.10 | 0.960 | 24.40 | 8270 | 210.00| 5945 23780

33612 | 3/4 | 19.00| 1.250 | 31.80 | 1.110 | 28.20 | 10.300 | 260.00| 5150 20590

33616 1 |25.00)| 1.566 | 39.80 | 1.409 | 35.80 | 12.500| 310.00| 4495 17950

33620 | 1.1/4 | 32.00 | 1.810 | 45.90 | 1.660 | 42.20 | 16.140 [ 410.00| 3481 14065
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FLEXIBLE HOSE & FITTING

& fit-flox

The Fitting & Fexibls Hose Spedalal

LOW PRESSURE HOSE, PUSH-ON

RECOMMENDED FOR PE TROiE UM BASE HYDRAU-

LIC OILS, ANTIFREEZE SOLUTIONS, WATER, HOT

: 300
Product Code : 321

(11 R
Tube : black, oil resistant synthetic rubber.

Reinforcement : 1 textile braid.
Cover : textile outer braid impregnated with oil resistant rubber.

Operating Temperature Range : -40 to +135° C.

LUBRICATING OILS, DIESEL FUELS AND AIR. HOSE TYPE : POIC  1lu - 6@
PRODUCT| HOSE BORE| HOSE 0.D. BEND RADIUS| MAX. W.p.| MIN. B.P.
CODE :[D D @ @

(N, TiMMy)| any Tmm,) any [(Mmy| @S (PSI)
32104 | 1/4 | 640 | 0.500] 12.70 3.000 | 7600 | 250 1000
32105 | 5716 | 7.90 [ 0.563 [ 14.30 3.000 | 7600 | 250 1000
32106 | 3/8 | 950 | 0.625 | 16.00 3.000 | 7600 | 250 1000
32108 | 122 | 1270 0.750 | 19.00 5.000 | 127.00 250 1000
32110 | s/8 | 15.90] 0.90s | 23.00 6.000 | 15200 250 1000
32112 | 3/4 | 19.10] 1.032 | 26.20 7000 | 17800 250 1000

MEETS SAE 100 B 9 ACTUAL PRESSURE

RECOMMENDED FOR :

* VERY HIGH PRESSURE HYDRAULIC LINES
DESIGNED FOR EXTRA LIGHT AND FLEXIBLE.,

* CONSTANT WORKING PRESSURE AT 3000 PSI.

* COMPATIBLE WITH OUR MS210 BUT TIGHTER

I
Product Code : 300

Tube : black, oil resistant synthetic rubber.
Reinforcement : 2 heavy wire braid of high tensile steel.
Cover : oil and weather resistant, pin-perforated.

Operating Temperature Range : -40 to +150° C.

BENDING RADIUS AND HIGHER TEMPERATURE. HOSE TYPE : FM3000 ifiou 815 9
PRODUCT | HOSE BORE | HOSE 0.D. | WIRE O.D. | BEND RADIUS |SPECIFICATION| MIN. ACTUAL
CODE @ ]D I@ m PRESSURE (PSI)| PRESSURE (PSI)
any |oamy| any [amy| Ny Jvmy| (N | (MM)| WP | B.P. w.r.Qn.r.
30006 3/8 | 9.50 0.768] 19.50|0.657| 16.70| 5.000 | 127.00| 3000 | 12000 | 4500 18000
30008 | 172 |12.70]0.886/22.50|0.780| 19.80| 5.910|150.00] 3000 | 12000 [ 4000 | 16000
30010 | 5/8 |15.90|1.004]25.50|0.906|23.00| 7.480 | 190.00] 3000 | 12000 | 3625 | 14500
30012 | 3/4 [19.10{1.161]29.50] 1.063|27.00] 9.060 | 230.00] 3000 | 12000 | 3000 | 12000
30016 1 |25.40]1.496| 38.00] 1.374|34.90|11.810{300.00] 3000 | 12000 3000 | 12000
30020 | 1. 1/4|31.80|1.890]48.00{1.752|44.50|14.960|380.00| 3000 | 12000 | 3000 | 12000
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s 30 T

MEETS SAE 100 R 12 PRESSURE Product Code : 391

RECOMMENDED FOR : Tube : black, oil resistant synthetic rubber.
* VERY HIGH PRESSURE HYDRAULIC LINES Reinforcement : 4 spiral plies of high tensile steel wire.
DESIGNED FOR EXTRA LIGHT AND FLEXIBLE. Cover : black abrasion, oil and weather resistant synthetic rubber,
* CONSTANT WORKING PRESSURE AT 4000 PSI. pin-perforated.
*COMPATIBLE WITH OUR MS280 BUT HIGHER Operating Temperature Range : -40 to +121° C.
IMPLUSE PRESSURE AND CYCLES. HOSE TYPE : FG4000 a%a 4 ¥u 4000 - A1AINT
PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX, W.P.| MIN. B.P.
coe | Q | IO TO| A | Q| O
(IN.) [{MM.)| (IN.) [(MM.)| (IN.) [(MM.)] (IN.) | (MM.) (PSI) (PSI)
39106 3/8 9.50 | 0.797 ] 20.24 | 0.677 | 17.20 | 5.000 | 127.00 4000 16000
39108 1/2 | 12.70 | 0.935 | 23.75 | 0.815 | 20.70 | 7.000 | 178.00 4000 16000
39110 5/8 | 15.90 | 1.080 | 27.42 | 0.929 | 23.60 | 8.000 | 203.00 4000 16000
39112 3/4 | 19.10 | 1.210 | 30.73 | 1.089 | 27.65 | 9.500 | 241.00 4000 16000
39116 1 25.40 | 1.495| 37.97 | 1.374 | 34.90 | 12.000 | 305.00 4000 16000
39120 I.1/4 | 31.80 | 1.850 | 46.99 | 1.728 | 43.90 | 16.500 | 419.00 4000 16000
39124 1.1/2 | 38.10 | 2.105 | 53.47 | 1.984 | 50.40 | 20.000 | 508.00 4000 16000
39132 2 50.80 | 2.620 | 66.70 | 2.506 | 63.65 | 25.000| 635.00 4000 16000
Series : 300

Pt e 59 LT

Tube : black, oil resistant synthetic rubber.

Reinforcement : 4 plies spiral wound high tensile (350,000

MEETS SAE 100 R 13 PRESSURE PSI or 24,000 BAR) steel wire with elastomer
RECOMMENDED FOR : cushion between plies to eliminate wire-to-wire
* EXTREMELY HIGH PRESSURE HYDRAULIC contact.

APPLICATIONS DESIGNED FOR EXTRA LIGHT  Cover : black, synthetic rubber resistant to oil, weather, abrasion,
AND FLEXIBLE.

* CONSTANT WORKING PRESSURE AT 5000 PSI. pin-perforated.
* COMPATIBLE WITH OUR MS350 BUT ONLY Operating Temperature Range : -40 to +121° C.

4 SPIRALS HOSE TYPE : FR5000  aon 4 du 5000 - mauao
PRODUCT| HOSE BORE | HOSE O.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
o | Q| 10| 1O A 10| 6

(IN.) [(MM.)| (IN) [(MM.)| (IN) |[(MM.)| (IN) | (MM)|  (PSD) (PSI)
39206 | 3/8 | 9.50 [ 0.807 | 20.50 [ 0.689 | 17.50 | 6.500 [ 165.00] s000 20000
39208 | 172 | 12.70 | 0.945 | 24.00 | 0.795 | 2020 | 8.500 [ 21590 5000 20000
39210 | s/8 | 16.70 [ 1.122 ] 28.50 [ 0.937 ] 23.80 | 8.000 [203.00] s000 20000
39212 | 374 |19.10| 1263 ] 32.08 | 1.110] 28.20 | 9.500 [ 241.00 5000 20000
39216 1 | 2540 1.524 | 38.71 | 1.390 | 35.30 | 12.000] 305.00] 5000 20000
39220 | 1.1/ | 31.80 [ 1.962 | 49.83 | 1.811 | 46.00 | 16.500 | 419.00] 5000 20000
39224 | 112 | 38.10 | 2.256 | 57.30 | 2.063 | 52.40 | 20.000] 508.00] 5000 20000
39232 2 | s0.80 2800 71.12] 2.571 | 65.30 | 25.000| 635.00| 5000 20000
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OIL HOSE

RECOMMENDED FOR PETROLEUM BASE

OILS WITH STAINLESS STEEL BRAID

PROTECTION FOR THE EXTERNAL.

ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

s 30 AR

Product Code : 313

Tube : black, oil resistant synthetic rubber.

Cover : stainless steel wire braids.

Operating Temperature Range : -40° C 1o +95°C

HOSE TYPE : ROS nuiiu - juuaauiaa

PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
o | © | O A 1O| 0
(IN.) T(vMy)| (N [ (MM (IN) | (MM.)|  (PSD) (PSI)

31302 178 | 320 [0320] 820 3.00 | 76.20 500 2000
31303 | 3/16 | 4.80 | 0.430 | 10.80 4.00 | 101.60 500 2000
31304 174 | 640 | 0.490 | 12.40 4.50 | 114.30 500 2000
31305 | 516 | 7.90 | 0.590 | 14.90 450 | 11430 500 2000
31306 | 3/8 | 9.50 | 0.690 | 17.50 5.00 |127.00 500 2000
31308 12 | 12.70 | 0.850 | 21.70 7.00 |177.80 500 2000
31310 | 5/8 | 15.90 | 1.060 | 26.90 8.00 [20320| 218 872
31312 | 3/4 | 19.10| 1.190 | 30.10 9.50 |241.30 218 872
31316 1 | 2540 1.470 | 37.40 12.00 | 304.80 174 696

s
AMAMAGAAALAMAMNARASY . '
HOT WATER HOSE
RECOMMENDED FOR HOT WATER WITH
STAINLESS STEEL BRAID PROTECTION
FOR THE EXTERNAL.

e M
Product Code : 314

{1
Tube : black, heat resistant synthetic rubber.
Cover : stainless steel wire braids.
Operating Temperature Range : -40° C to +120°C
HOSE TYPE:RHS  nuihsou - juuaauaa

PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
con | © [ 1O A | ©
(IN.) [(MM.)| (N) [(MM.) (IN) | (MM)|  (PSI) (PSI)
31402 | 1/8 | 320 | 0320 820 3.00 | 76.20 500 2000
31403 | 316 | 4.80 | 0.430 | 10.80 400 |101.60f 500 2000
31404 | 1/4 | 6.40 | 0.490 | 12.40 450 | 11430 500 2000
31405 | 516 | 7.90 | 0.590 | 14.90 450 |11430] 500 2000
31406 | 3/8 | 9.50 | 0.690 | 17.50 500 | 127.00| 500 2000
31408 | 172 | 12.70 | 0.850 | 21.70 7.00 |177.80] 500 2000
31410 | 5/8 | 15.90 | 1.060 | 26.90 8.00 |20320| 218 872
31412 | 34 |19.10] 1.190 | 30.10 950 |241.30| 218 872
31416 1 | 2540/ 1.470 | 37.40 12.00 | 30480 174 696
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RECOMMENDED FOR MEDIUM PRESSURE
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e 0 NN
Product Code : 301

Tube : black, oil resistant synthetic rubber.

Reinforcement : | wire braid.

Cover : stainless steel braids.

HYDRAULIC LINE WITH STAINLESS STEEL Operating Temperature Range : -40°C 1o +125°C
BRAID PROTECTION FOR THE EXTERNAL. HOSE TYPE : SS1IT aoa 1 9u - Huudauad
PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS| MAX. W.P.| MIN. B.P,
O T A 6|0
(IN.) |(MM.)| (IN.)) |[(MM.)| (IN.) J(MM.)| (IN.) | (MM.) (PSI) (PSI)
30104 1/4 | 640 | 0.614 ) 17.60 | 0.439 | 11.15| 5.22 | 132.60 3575 14300
30106 3/8 | 9.50 | 0.827 | 21.00 | 0.594 | 15.10 | 6.50 | 165.10 2925 11700
30108 172 | 12.70 | 0.965 | 24.50 | 0.719 | 1825 | 9.11 | 231.40 2600 10400
30110 5/8 | 1590 1.102 | 28,00 | 0.843 | 21.40 | 10.39 | 263.90 1950 7800
30112 3/4 | 19.10 | 1.260 | 32.00 | 1.000 | 25.40 | 12.33 | 313.30 1625 6500
30116 1 2540 | 1.575 | 40.00 | 1.311 | 33.30 | 15.61 | 396.50 1300 5200
30120 1.1/4 | 31.80 | 1.870 | 47.50 | 1.594 | 40.50 | 21.44 | 544.70 815 3260
30124 1.1/2 | 38.10 | 2.120 | 54.00 | 1.843 | 46.80 | 26.00 | 660.40 650 2600
30132 2 50.80 | 2.658 | 67.50 | 2.374 | 60.30 | 32.50 | 825.50 490 1960
et (TR
Product Code : 302 l

RECOMMENDED FOR HIGH PRESSURE
HYDRAULIC LINE WITH STAINLESS STEEL

Tube : black, heat resistant synthetic rubber,
Reinforcement : 2 wire braid.
Cover : stainless steel braids.

Operating Temperature Range : -40°C to +125°C

BRAID PROTECTION FOR THE EXTERNAL. HOSE TYPE : $S2T  ada 2 tu - Hunanuiaa
PRODUCT| HOSE BORE | HOSE O.D. | WIRE O.D. |BEND RADIUS| MAX. W.P.| MIN. B.P.
x| © [ TO|TO| A | © | Q
(IN.) [(MM)| aN) [(MM.)| aN) [(MML)| Ny [ (MMy|  (Psh) (PSI)
30204 174 | 640 0752 19.10 | 0.500 | 1270 | 522 [ 13260 6500 26000
30206 | 3/8 | 9.50 | 0.906 | 23.00 | 0.657 | 16.70 | 6.50 |165.10| 5200 20800
30208 172 | 1270 | 1.024 | 26.00 | 0.780 | 19.80 | 9.11 |231.40| 4550 18200
30210 | 5/8 | 1590 1.161 | 29.50 | 0.906 | 23.00 | 10.56 |263.90| 3575 14300
30212 | 34 [19.10( 1.319 | 3350 | 1.063 | 27.00 | 1233 |313.30| 2925 11700
30216 1| 2540 [ 1.654 | 42.00 | 1.374 | 34.90 | 15.61 [39650( 2600 10400
30220 | 1.1/4 | 31.80 | 2.047 | 52.00 | 1.748 | 44.40 | 21.44 | saa.70| 2115 8460
30224 | 1.1/2 | 38.10 | 2.323 | 59.00 | 2.000 | 50.80 | 26.00 | 660.40| 1625 6500
30232 2 | 5080|2795 | 71.00 | 2.500 | 63.50 | 32.50 | 825.50| 1465 5860
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Series : 300

e O

Tube : black, oil resistant synthetic rubber.

304

Reinforcement : 4 high tensile wire spirals.

RECOMMENDED FOR VERY HIGH PRESSURE Cover : stainless steel braids.
HYDRAULIC LINE WITH STAINLESS STEEL Operating Temperature Range : -40°Cto+121°C
" BRAID PROTECTION FOR THE EXTERNAL. HOSE TYPE : $S12 aom 4 Bu - Huuaauad

PRODUCT| HOSE BORE | HOSE 0.D. | WIRE 0.D. |BEND RADIUS|MAX. W.P.| MIN. B.P.

coe | Q | TO|TO A | ©
(IN.) [(MM.)| (IN.) [(MM.)] (IN.) |(MM.)| (IN.) | (MM.) (PSI) (PSI)

30406 3/8 9.50 | 0.925| 23.50 | 0.677 | 17.20 | 6.50 | 165.10 5200 20800
30408 172 12.70 | 1.075| 27.30 | 0.815) 20.70 | 9.11 |231.40 5200 20800
30410 5/8 15.90 | 1.181 | 30.00 | 0.929 | 23.60 | 10.39 | 263.90 5200 20800
30412 3/4 19.10 | 1.366 | 34.70 | 1.089 | 27.65 | 12.33 | 313.30 5200 20800
30416 | 2540 | 1.654 | 42.00 | 1.374 | 34.90 | 15.61 | 396.50 5200 20800
30420 1.1/4 | 31.80 | 2.008 | 51.00 | 1.728 | 43.90 | 21.44 | 544.70 3900 15600
30424 1.1/2 | 38.10 | 2.264 | 57.50 | 1.984 | 50.40 | 26.00 | 660.40 3250 13000
30432 2 50.80 | 2.783 | 70.70 | 2.506 | 63.65 | 32.50 | 825.50 3250 13000
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FLEXIBLE HOSE & FITTING

CONVOLUTED FLEXIBLE HOSE (TC-0)

Series : 400
Product Code : 410
Tube : convoluted flexible hose.
Cover : unbraided

Operating Temperature Range :
HOSE TYPE : TC-0

(T

@ fit-Flex

The Fiting & Fexdble Hose Spedallst

-54 10 +204° C.
indaou - sidnusuidaes

RECOMMENDED FOR CHEMICAL TRANSFERS, FOOD HANDLING, AND VARIOUS PROCESSING
APPLICATIONS, FROM PURE WATER TO HAZARDOUS WASTE.

T

CONVOLUTED FLEXIBLE HOSE (TC-1)

e RRRET TV R e RAR Y
ARV AR AR AN AN AAN b s B!

TV ARV A N AN
ARV MR A R e

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

o | @ | O A 1O o

(IN.) | (MM.)| (IN.) [(MM.) (IN.) | (MM.) (PSI) (PSsI)
41006 3/8 9.53 | 0.500 | 12.63 0.750 | 19.05 1200 4800
41008 1/2 | 1270 | 0.780 | 19.74 1.000 | 25.40 1000 4000
41010 5/8 | 15.88 | 0.870 | 22.02 1.500 | 38.10 975 3900
41012 3/4 | 19.05 | 1.030 | 26.09 2.000 | 50.80 950 3800
41016 1 2540 | 1.300 | 32.95 2.500 | 63.50 875 3500
41020 1.1/4 | 31.75 | 1.530 | 38.79 3.000 | 76.20 700 2800
41024 1.1/2 | 38.10 | 1.770 | 44.89 3.500 | 88.90 550 2200
41032 2 50.80 | 2.280 | 57.84 4.500 | 114.30 400 1600
41048 76.20 | 3.640 | 92.38 5.250 | 133.30 200 800
41064 4 101.60| 4.810 | 122.10 15.000 | 381.00 100

Series : 400

Product Code : 411
Tube : convoluted flexible hose.
Cover :
Operating Temperature Range :
HOSE TYPE : TC-1

LR R

1 stainless steel wire braids.

-54 to +204° C.

indaeu - donusu

RECOMMENDED FOR CHEMICAL TRANSFERS, FOOD HANDLING, AND VARIOUS PROCESSING
APPLICATIONS, FROM PURE WATER TO HAZARDOUS WASTE.

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
1O A OO
(IN.) [(MM.)| (IN) [(MM.) (IN) [ (MM | (PSD (PST)

a1i06 | 3/8 | 9.53 | 0540 13.72 1.000 | 2540 | 1800 7200
41108 | 12 |12.70| 0.820 | 20.83 1.500 | 38.10 | 1500 6000
atno | 58 | 1588|0910 231 2.000 | 50.80 | 1400 5600
a1z | 34 |19.05]1.070 [ 2718 2.500 | 63.50 | 1350 5400
41116 1 | 2540 1.340 | 34.04 3.000 | 7620 | 1250 5000
41120 | 1.1/ | 31.75 | 1.570 | 39.88 3500 | 8890 [ 1000 | _ 4000
41124 | 1122 | 38.10 | 1.810 | 45.98 4500 | 11430 800 3200
41132 2 | 50802320 58.93 5250 | 13330 575 2300
41148 3 76.20 | 3.680 | 93.47 15.000 | 381.00 250 1000
41164 4 |101.60] 4.850 [123.19 24.000| 609.60 [ 150 600
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GENERAL PURPOSE DASH RANGE SERIES
RECOMMENDED FOR CHEMICAL, PETROLEUM

ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

Series @ 400
Product Code :

A

Tube : smooth bore - medium wall

422

Cover : 1 stainless steel wire braid.

Operating Temperature Range : -73 1o +232° C.

AIR, SYNTHETICS, AND HYDRAULICS. HOSE TYPE:TS  inUsdou - §litiu (uosTs)
PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.[ MIN. B.P.
CODE sie m @ @

(IN.) T(MM,)| (IN) [(MM.) (N) [(Mmy)| @S (PSI)
42204 | 3/16 | 4.83 | 0300 7.62 2000 | 5080 | 3000 12000
42205 | 174 | 660 | 0370 | 9.40 3.000 | 7620 | 3000 12000
42206 | 5/16 | 8.13 | 0.430 | 10.92 4.000 | 101.60] 2500 10000
42208 | 1332 | 10.67 | 0.540 | 13.72 5250 | 13330] 2000 8000
42210 | 172 | 12.95 | 0.630 | 16.00 6.500 | 165.10| 1500 6000
42212 | s/8 | 16.26 | 0.760 | 19.30 7750 | 196.80] 1200 4800
42216 | 7/8 | 22.35 | 1.030 | 26.16 9.000 | 22860| 1000 4000
42220 | 1.1/8 | 28.45 | 1290 | 32.77 16.000 | 406.40| 625 2500

Series : 400

GENERAL PURPOSE METRIC
RANGE SERIES (LIGHT DUTY)
RECOMMENDED FOR HIGH TEMPERATURE/MEDIUM PRESSURE APPLICATIONS SUCH AS LAUNDRY/GARMENT
STEAM PRESSES, PLASTIC OR RUBBER MOULDING PRESSES, COMPRESSOR DISCHARGE, FOOD TRANSFER,
SOME CHEMICAL TRANSFER AND OIL, WATER AND FUEL LINES.

Product Code : 432
Tube : smooth bore - standard wall.

Cover : 1 stainless steel wire braid.
Operating Temperature Range : -70 to +260° C.
HOSE TYPE : T1S indaeu - giavuo

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
con | @ | 10 A 100

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (Mm)|  (PSD (PSI)
43202 118 | 338 | 0250 | 6.35 1.000 | 2540 | 4500 13500
43203 | 3n6 | s.10 | 0.320] 805 2.170 | 55.00 | 3900 11720
43204 174 | 670 | 0370 | 9.35 3270 | 83.00 | 3230 9715
43205 | 5/16 | 8.40 [ 0.440 | 11.05 449 [ 11400| 3000 8990
43206 | 3/8 | 10.00 | 0.500 | 12.65 4.760 | 121.00] 2380 7136
43207 | 13/32] 1030 | 0.530 | 13.44 5.040 [ 128.00] 2320 6960
43208 12 | 1340 0.650 | 16.56 5.900 | 150,00 2030 6100
43210 | 518 | 16.60] 0.780 | 19.76 6.500 | 16500 1668 5000
43212 | 3/4 | 19.80 | 0.900 | 22.96 8.980 | 228.00( 1493 4500
43214 | 8 |22.10] 1.000 | 25.28 11.300 | 287.00] 1334 4000
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GENERAL PURPOSE METRIC
RANGE SERIES (HEAVY DUTY)
RECOMMENDED FOR HIGH TEMPERATURE/MEDIUM PRESSURE APPLICATIONS SUCH AS LAUNDRY/GARMENT
STEAM PRESSES, PLASTIC OR RUBBER MOULDING PRESSES, COMPRESSOR DISCHARGE, FOOD TRANSFER,
SOME CHEMICAL TRANSFER AND OIL, WATER AND FUEL LINES, INCLUDING INTENSE THERMAL CYCLING.

ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING
@ fit-Flax

The Fiting & Rexble Hote Spedalst

I TR
Product Code : 442

Tube : smooth bore - heavy wall.

Cover : | stainless steel wire braid.
Operating Temperature Range : =70 to +260° C.
HOSE TYPE : TIT inddou - giaumun

PRODUCT| HOSE BORE| HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE ﬂ @ @
(N, T(MM)| (IN) [(MM.) aN) [(Mm)| @S (PSI)
44204 | 1/4 | 6.70 | 0.400 | 10.06 2.000 | 51.00 | 3500 10500
44205 | s/16 | 840 | 0.460] 11.76 2.990 | 76.00 | 3000 9000
44206 | 3/8 | 1000 0530 1337 3230 | 8200 | 2380 7135
44207 | 13532 ] 1030 | 0.540 | 13.64 3.500 | 89.00 | 2335 7000
44208 | 12 | 13.40 0.660 | 16.76 4.020 [ 10200] 2030 6100
44210 | 558 | 1660 0.770 | 19.67 5.000 | 127.00] 1668 5000
44212 | 3/4 | 19.80 | 0910 23.17 6970 [ 177.00| 1500 4500
44214 | 78 | 22.10| 1.000 | 25.54 8230 | 20900] 1334 4000
44216 1 |26.10] 1.160 | 29.46 11.500| 29200 1015 3060
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

Series : 500
Product Code : 512

A

Tube : seamless synthetic rubber resistant to oil mist.

Reinforcement : high tensile textile cord.

SANDBLAST HOSE

B.S. 5121:1975

RECOMMENDED FOR SANDBLAST HOSE
USED IN BLASTING SERVICES WITH A
SPECIAL HIGH ABRASIVE RESISTANT
TUBE WHICH IS ANTISTATIC.

LOW PRESSURE AIR HOSE Cover : black smooth, abrasion and weather resistant synthetic
MEETS B.S. 5118 TYPE 1 rubber,
' RECOMMENDED FOR ALL TYPES OF Operating Temperature Range : -0 to +80° C.

INDUSTRIAL SERVICES INVOLVING AIR. HOSE TYPE : UA12 av - 170
PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

CODE e o

(IN.) TIMM,)|(IN) ™ [(MM.) aN) [(Mmy| s (PST)

51203 3/16 | 4.80 | 0.550 | 14.00 1.770 | 45.00 170 510

51204 !:’4 6.40 | 0.590 | 15.00 1.970 | 50.00 170 510

51205 5/16 | 7.90 | 0.670 | 17.00 2.560 | 65.00 170 510

51206 3/8 9.50 | 0.750 | 19.00 3.150 | 80.00 170 510

51208 1/2 12.70 | 0.870 | 22.00 3.940 | 100.00 170 510

51210 5/8 | 1590 | 1,020 | 26.00 5.120 | 130.00 170 510

51212 3/4 19.10 | 1.260 | 32.00 5.510 | 140.00 170 510

51216 1 25.40 | 1.500 | 38.00 7.090 | 180.00 170 510

< M

Product Code : 590
Tube : black, antistatic synthetic rubber specially compounded to

resist cutting action and abrasion. .
Reinforcement : high tensile textile.
Cover : black, wrapped synthetic rubber antistatic highly resistant

to abrasion and weather.

Operating Temperature Range : -0 to +80° C.
HOSE TYPE : SB10 dons1e - 150

PRODUCT| HOSE BORE | HOSE 0.D.

CODE ) ')

BEND RADIUS| MAX. W.P.| MIN. B.P.

M | Q| O

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (MM)|  (PSD) (PSI)
59016 1 | 2540 1.560 | 39.70 11.020 | 280.00 150 450
59020 | 1.1/4 | 31.80 | 1.890 | 48.00 13.780 | 350.00 150 450
59024 | 1.172 | 38.10 | 2.200 | 56.00 16.540 | 420.00 150 450
59028 | 1.3/4 | 44.50 | 2.560.| 65.00 19.690 | 500.00 150 450
59032 2 | 50.80 | 2.760 | 70.00 21.650 | 550.00 150 450
59040 | 2.172 | 63.50 | 3.370 | 85.70 27.560 | 700.00 150 450
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Product Code : 528

Tube : seamless synthetic rubber resistant to oil mist,

MEDIUM PRESSURE AIR HOSE . Reinforcement : high tensile textile cord.

MEETS B.S.511STYPE1 & 2 Cover : black smooth, abrasion and weather resistant synthetic

REC QMMENDED FOR HEAVY DUTY FOR AIR DRILLS rubber.

AND PNEUMATIC TOOLS IN MINES, QUARRIES Operating Temperature Range : -20 to +93°C.

AND GENERAL CONSTRUCTION WORK. HOSE TYPE : UA1S au - 250

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE @ 8-

(IN.) |(MM.)| (IN.) [(MM.) (IN.) | (MM.) (PSI) (PSl)

52803 3/16 | 4.80 | 0.550 | 14.00 2.360 | 60.00 250 750
52804 1/4 6.40 | 0.590 | 15.00 2.360 | 60.00 250 750
52805 5/16 | 7.90 | 0.670 | 17.00 2.950 | 75.00 250 750
52806 3/8 9.50 | 0.750 | 19.00 3.540 | 90.00 250 750
52808 1/2 | 12.70 | 0.870 | 22.00 4.330 | 110.00 250 750
52810 5/8 | 15.90 | 1.020 | 26.00 5.310 | 135.00 250 750
52812 3/4 | 19.10 | 1.260 | 32.00 5.510 | 140.00 250 750
52816 1 25.40 | 1.500 | 38.00 8.270 | 210.00 250 750
52820 1.1/4 | 31.80 | 1.890 | 48.00 10.630 ] 270.00 250 750
52824 1.1/2 | 38.10 | 2.130 | 54.00 12.600 | 320.00 250 750
52832 2 50.80 | 2.720 | 69.00 16.540 | 420.00 250 750
52840 2.172 | 63.50 | 3.350 | 85.00 21.260 | 540.00 250 750
52848 3 76.20 | 3.780 | 96.00 25.590 | 650.00 250 750
52864 4 101.60| 4.880 | 124.00 31.500 | 800.00 250 0

Series : 500 "
Product Code : 535

T

Tube : seamless synthetic rubber resistant to oil mist.

Reinforcement : high tensile textile cord,

Cover : black, smooth, abrasion and weather resistant

synthetic rubber.
HIGH PRESSURE AIR HOSE Operating Temperature Range : -20 to 493° C,
MEETS B.S. 5118 TYPE 2 HOSE TYPE : UA25 au - 350
RECOMMENDED FOR HEAVY DUTY FOR AIR DRILLS AND PNEUMATIC TOOLS IN MINES, QUARRIES AND GENERAI
CONSTRUCTIONS WORK WHERE OPERATING CONDITIONS ARE PARTICULARLY SERVERE.

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE >
(IN.) TiaM.)| (IN) [(MM.) (IN.) [¢MM.)|  (PSI) (PS1)
53512 | 3/4 | 19.10] 1260 | 32.00 5.510 | 14000 350 1050
53516 I | 2540 1.500 ] 38.00 8.270 | 210.00] 350 1050
53520 | 1.1/4 ['31.80 | 1.890 | 48.00 10.630 [ 27000 350 1050
53524 | 1.122 | 38.10 | 2.130 | 54.00 12.600 | 32000 350 - 1050
53532 2 | 5080] 27201 69.00 16.540 | 420.00] 350 1050
53540 | 2.112 | 63.50 | 3.350 | 85.00 21260 | 54000 350 1050
53548 3 | 76.20] 3.780 | 96.00 25200 640.00 350 1050
53564 4 |101.60] 4.880 [ 124.00 35430 900.00[ 350 1050
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Product Code : 545

Tube : NBR

Reinforcement : 2 textile braids with 2 crossed copper-wire

LPG HOSE strands (electrically conductive).
MEETS B.S. 4089 TYPE 2 Cover : CR
RECOMMENDED FOR ALL STAGES OF LPG Operating Temperature Range : -40 to +100° C.
PRODUCTION AND DELIVERY. HOSE TYPE : LPG25 noawo - 350
PRODUCT| HOSE BORE| HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

o [ O] IO & 1"

(IN) TMM,)| Ny T(MM.) any [(mmy| @S (PSI)

54503 3/16 | 4.80 | 0.550 | 14.00 2.760 | 70.00 350 1050

54504 1/4 6.40 | 0.590 | 15.00 2,760 | 70.00 350 1050

54505 5/16 | 7.90 | 0.670 | 17.00 3.350 | 85.00 350 1050

54506 3/8 9.50 | 0.750 | 19.00 3.940 | 100.00 350 1050

54508 1/2 12.70 | 0.870 | 22.00 4.720 | 120.00 350 1050

54510 5/8 1590 | 1.020 | 26.00 5.710 | 145.00 350 1050

54512 3/4 19.10 | 1.260 | 32.00 5.910 | 150.00 350 1050

54516 1 2540 | 1.500 | 38.00 8.660 | 220.00 350 1050

54520 1.1/4 | 31.80 | 1.730 | 44.00 11.020 | 280.00 350 1050

54524 1.1/2 | 38.10 | 2.050 | 52.00 12.990 | 330.00 350 1050

54532 2 50.80 | 2.600 | 66.00 16.930 | 430.00 350 1050

54548 3 76.20 | 3.660 | 93.00 25.980 | 660.00 350 1050

Sl (1A
Product Code : 550

Tube : black scamless synthetic.

WATER SUCTION HOSE Reinforcement : high tensile textile cord with steel wire helix.
MEETS B.S. 3395 TYPE 1 Cover : black, wrapped, abrasion and weather resistant synthetic
RECOMMENDED FOR WATER SUCTION rubber.
AND DELIVERY IN AGRICULTURAL INDUS- Operating Temperature Range : -0 to +80° C.
TRIAL AND CONTRACTOR SERVICE. HOSE TYPE : WS10 ﬂmf] - 150
PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE o5 m @ @
(IN.) |(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSI) (PSI)
55012 3/4 | 19.10 | 1.260 | 32.00 5.510 | 140.00 150 450
55016 1 2540 | 1.500 | 38.00 8.270 | 210.00 150 450
55020 1.1/4 | 31.80 | 1.890 | 48.00 10.630 | 270.00 150 450
55024 1.1/2 | 38.10 | 2.130 | 54.00 12.600 | 320.00 150 450
55032 2 50.80 | 2.720 | 69.00 16.540 | 420.00 150 450
55040 2.1/2 | 63.50 | 3.350 | 85.00 21.260 | 540.00 150 450
55048 S 76.20 | 3.780 | 96.00 25.200 | 640.00 150 . 450
55064 4 101.60| 4.880 | 124.00 35.430 ] 900.00 150 450
55080 5 127.00| 5.630 | 143.00 37.000 | 940.00 150 450
55096 6 152.40| 6.810 | 173.00 40.160 {1020.00{ 150 450
550126 8 |203.20| 9.340 |237.30 57.100 l450.00| 150 450
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st : 50 M

Product Code : 560
Tube : black, synthetic rubber resistant to fuel with 40% max.

aromatic content up to 70° C,

Reinforcement : high tensile textile cord antistatic wire

OIL DISCHARGE HOSE embedded.
SAE20R1 (HEAVY WALL) Cover : black, synthetic rubber, wrapped resistant 1o oil weather
RECOMMENDED FOR MEDIUM TO HIGH and abrasion.
PRESSURE OIL DISCHARGE SERVICES IN Operating Temperature Range : -40to +135°C.
HEAVY-DUTY INDUSTRIAL APPLICATIONS. HOSE TYPE : OD10 douniiu - ganaunr
PRODUCT| HOSE BORE | HOSE OQ.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

e A O |0

(IN.) [(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSI) (PSI)

56020 1.1/4 | 31.80 | 1.810 | 46.00 12.000 | 305.00 150 450

56022 1.3/8 | 34.90 | 1.890 | 48.00 13.190 | 335.00 150 450

56024 1.1/2 | 38.10 | 2.050 | 52.00 14.170 | 360.00 150 450

56026 1.5/8 | 41.30 | 2.130 | 54.00 14.960 | 380.00 150 450

56028 1.3/4 | 44.50 | 2.310 | 58.70 15.750 | 400.00 150 450

56032 2 50.80 | 2.500 | 63.50 18.700 | 475.00 150 450

56034 2.1/8 | 54.00 | 2.680 | 68.00 19.680 | 500.00 150 450

56036 2.1/4 | 57.20 | 2.760 | 70.00 20.870 | 530.00 150 450

56038 2.3/8 | 60.30 | 2.910 | 73.80 22.440| 570.00 150 450

56040 2.1/2 | 63.50 | 3.110 | 79.00 23.820 | 605.00 150 450

56042 2.5/8 | 66.70 | 3.110 | 79.00 | 25.200 | 640.00 150 450

56044 2.3/4 |.69.90 | 3.300 | 83.70 26.770 | 680.00 150 450

56048 3 76.20 | 3.500 | 89.00 28.540 | 725.00 150 450

56050 3.1/8 | 79.40 | 3.690 | 93.60 29.920 | 760.00 150 450

56052 3.1/4 | 82.60 | 3.860 | 98.00 31.890 | 810.00 150 450

56056 3.1/2 | 88.90 | 4.090 | 104.00 33.860 | 860.00 150 450

56060 3.3/4 | 95.30 | 4.330 | 110.00 35.430 | 900.00 150 450 .

56064 4 101.60{ 4.570 | 116.00 37.400 | 950.00 150 450
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OIL SUCTION HOSE
B.S. 3492:1972

_ RECOMMENDED FOR TRANSFER OF PETRO-
LEUM PRODUCTS. CAPABLE OF TAKING
FULL SUCTION AS WELL AS DISCHARGE
PRESSURE. FOR LEADED AND UNLEADED

o I
Product Code : 570
Tube : black, resistant to all petroleum products with 40% max.
aromatic content up to 70° C.
Reinforcement : textile with steel wire helix embedded antistatic
wire embedded.
Cover : black, wrapped, resistant to oil, weather and abrasion
synthetic rubber.

Operating Temperature Range : -40 to +135° C.

GASOLINE, GASOHOL AND DIESEL FUELS. HOSE TYPE : 0S10 ﬁna‘atﬁ:ﬁ'u -150C
PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
o | @ | TO A | O] 0
(IN.) |(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSI) (PSI)
57012 3/4 | 19.10 | 1.250 | 31.70 4.000 | 101.60 150 450
57016 | 2540 | 1.500 | 38.00 5.000 | 127.00 150 450
57020 1.1/4 | 31.80 | 1.770 | 45.00 6.000 | 152.40 150 450
57024 1.1/2 | 38.10 | 2.050 | 52.00 7.000 | 177.80 150 450
57032 2 50.80 | 2.500 | 63.50 8.000 | 203.20 150 450
57040 2.1/2 | 63.50 | 3.020 | 76.60 13.000 | 330.20 150 450
57048 3 76.20 | 3.540 | 90.00 15.000 | 381.00 150 450
57064 4 101.60| 4.570 | 116.00 20.000 | 508.00 150 450
Series : 500 [
vemacoie 0 NN

STEAM HOSE
MEETS B.S. 5342 TYPE 2
RECOMMENDED FOR GENERAL SATURATED

STEAM SERVICE FOR HIGH PRESSURE.

Tube : black synthetic rubber resistant to steam up to 200° C

Reinforcement : high tensile steel wire braid.

Cover : black synthetic rubber wrapped resistant to steam, .
abrasion and weather

Operating Temperature Range : -40 to +200° C.

HOSE TYPE : VAP ddu - 200C

PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE ﬂ @ @
(IN.) [(MM,)| (IN)) [(MM.) (IN.) |(MM.)|  (PSD (PSI)
58004 174 | 6.40 | 0.690 | 17.50 2.760 | 70.00 1775 5325
58006 | 3/8 | 9.50 | 0.830 | 21.00 4330 | 11000 1775 5325
58008 172 | 12.70 | 1.000 | 25.40 7.090 | 180.00| 1775 5325
58010 | s/8 | 1590 1.100 | 28.00 7.870 | 200.00| 1420 4260
58012 | 3/4 | 19.10] 1.260 | 32.00 9.450 | 240.00| 1207 3621
58016 1| 2540 1.500 | 38.00 11.810] 300.00| 852 2556
58020 | 1.1/4 | 31.80 | 1.810°| 46.00 15.750 | 400.00| 640 1920
58024 | 1.1/2 | 38.10 | 2.090 | 53.00 19.690 | 500.00| 495 1485
58032 2 | 5080 | 2.600 | 66.00 25.590| 650.00 | 285 855
58048 3 | 7620] 3.780 | 96.00 31.500 | 800.00| 246 738
58064 4 |101.60| 4.840 | 123.00 39.37011000.00] 230 690
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STEAM HOSE
MEETS B.S. 5342 TYPE 2
RECOMMENDED FOR GENERAL SATURATED

STEAM SERVICE FOR HIGH PRESSURE.

& fit-flox

The Fiting & Redbis Hoss Spedalist
Series : 500

eaRe P [T

Tube : black synthetic rubber resistant to steam up to 200° C

Reinforcement : high tensile steel wire braid.

Cover : black synthetic rubber wrapped resistant to steam,
abrasion and weather.

Operating Temperature Range : -40 to +200° C.

HOSE TYPE : SK18 AfN - 250,200

STEAM HOSE

EXCEED B.S.5342 TYPE 2 &
SPECIFICATION GT 3605R
RECOMMENDED FOR GENERAL SATURATED

STEAM SERVICE FOR HIGH PRESSURE.

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

CODE e ﬂ @ @

(IN.) T(MM.)| (N [(MM.) (aN) [MM)| s (PSI)
58104 1/4 6.40 | 0.690 | 17.50 2.760 | 70.00 250 1000
58106 3/8 9.50 | 0.830 ] 21.00 4.330 | 110.00 250 1000
58108 12 12.70 | 1.000 | 25.40 7.090 | 180.00 250 1000
58110 5/8 1590 | 1.100 | 28.00 7.870 | 200.00 250 1000
8112 | 3/4 | 19.10 | 1.260 | 32.00 9.450 | 240.00| 250 1000
58116 1 2540 | 1.500 | 38.00 11.810] 300.00 250 1000
58120 1.1/4 | 31.80 | 1.810 | 46.00 15.750 | 400.00 250 1000
58124 1.1/2 | 38.10 | 2.090 | 53.00 19.690 | 500.00 250 1000
58132 | 2 | 50.80 | 2.600 | 66.00 25.590| 650.00| 250 1000
58148 3 76.20 | 3.780 | 96.00 31.500 | 800.00 250 1000
58164 4 101.60]| 4.840 | 123.00 39.370 11000.00 250 1000

w< o IR

Product Code : 582

Tube : black synthetic rubber resistant to steam up to 250° C

Reinforcement : high tensile steel wire braid.

Cover : black synthetic rubber wrapped resistant to sicam,
abrasion and weather.

Operating Temperature Range : -40 1o +250° C.

HOSE TYPE : SK20 a@yu - 300,250

PRODUCT| HOSE BORE| HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
CODE ~ ﬂ @ @
any Tvmy)| Ny Toam,) (N) |(MM)|  (Psh (PSI)
58200 | 14 | 640 | 0.690] 17.50 2.760 | 7000 | 300 1200
58206 | 3/8 | 9.50 | 0.830 | 21.00 4330 | 110.00] 300 1200
58208 | 1722 | 12.70 | 1.000 | 25.40 7.090 | 180.00] 300 1200
58210 | 5/8 | 15.90 | 1.100 | 28.00 7870 [20000] 300 1200
8212 | 3/4 | 19.10 | 1260 ] 32.00 9.450 | 240.00| 300 1200
58216 | 1 | 2540 1.500 | 38.00 11.810] 30000] 300 1200
58220 | 1.1/4 | 31.80 | 1.810 | 46.00 15750 | 400.00] 300 |. 1200
58224 | 1.172 | 38.10 | 2.090 | 53.00 19.690 | 500.00| 300 1200
58232 | 2 | 5080 2.600] 66.00 25.500| 650.00| 300 1200
58248 | 3 | 7620 3.780 | 96.00 31.500| 800.00] 300 1200
58264 | 4 |101.60] 4.840 [ 123.00 39370 [1000.00] 300 1200
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Series : 500 For transfer of all types of hydrocarbons.
Product Code : 555 Construction : 1. inner spiral

VAR
A
\§//
PETROLEUM COMPOSITE HOSE
PETROLEUM SERVICE

{

|
LAY

Temperature Range :
Electrical continuity :

2. inner tube

3. reinforcement

4. outer cover

5. outer spiral
From -22° F to +2
Due to continuity

NN

galvanized steel (G)
polypropylene film (E), 100%
resistant to aromatics.
polypropylene fabric
textile coated PVC - abrasion
and weather resistant
galvanized steel (G)

12°F.

between the spirals and the end fittings

RECOMMENDED FOR TRANSFER Conforms with ; BS 5842/1980
OF ALL TYPES OF HYDROCARBONS HOSE TYPE : PC200 rioga-douiusaeuTwdn
PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

10 3 O |0

(IN.) [(MM.)| (IN.) [(MM.) (IN) | (MM.)| (PSI) (PSI)

55512 3/4 | 20.00| 1.150 | 29.00 5.910 | 150.00 200 1000

55516 1 | 25.00| 1.340 | 34.00 6.890 | 175.00 200 1000

55520 | 1.1/4 | 32.00 | 1.420 | 36.00 6.890 | 175.00 200 1000

55524 | 1.172 | 40.00 | 1.660 | 42.00 7.880 | 200.00 200 1000

55532 2 | 50.00 | 2.560 | 65.00 8.860 | 225.00 200 1000

55540 | 2.1/2 | 64.00 | 3.000 | 76.00 9.850 | 250.00 200 1000

55548 3 | 75.00 | 3.630 | 92.00 11.820 | 300.00 200 1000

55564 4 |100.00| 4.860 |121.50 16.000 | 400.00 200 1000

55596 6 |150.00| 7.170 |179.30 20.000 | 500.00 200 1000

555128 8 |200.00| 9.450 |236.30 29.000 | 740.00 200 1000
s NN 11111117

Construction : 1A

Product Code : 565

CHEMICAL COMPOSITE HOSE
CHEMICAL SERVICE
RECOMMENDED FOR SOLVENT,

Temperature Range :

Electrical continuity :

1. inner spiral
2. inner tube

3. reinforcement

4. ouler cover

5. outer spiral

polypropylene (E) or polyamid
11 (R) film.

polypropylene fabric.

textile coated PVC - abrasion
and weather resistant.

stainless steel (S).

From -22°F 1o +212°F.

Due to continuity

between the spirals and the end fittings

ACID AND CHEMICAL TRANSFER HOSE TYPE : CC200 rega-dotai/aouTwan
PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
O 2 Q| O

(IN.) T(MM)| (N.) [MMm.) (IN) | (MM)|  (PSD) (PSI)
56512 | 3/ | 20.00 | 1.150 | 29.00 5910 | 150.00] 200 1000
56516 1| 25.00 | 1.340 | 34.00 6.890 | 175.00| 200 1000
56520 | 1.1/4 | 32.00 | 1.420 [ 36.00 6.890 | 175.00| 200 1000
56524 | 1.172 | 40.00 | 1.660 | 42.00 7.880 [ 20000 200 1000
56532 2 | 50.00 | 2.560 | 65.00 8.860 | 22500 200 1000
56540 | 2.172 | 64.00 | 3.000 | 76.00 9.850 | 250.00| 200 1000
56548 3 | 75.00 | 3.630 [ 92.00 11.820300.00] 200 1000
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s IO

Product Code : 575

GASOLINE PUMP HOSE - STANDARD Tube : black synthetic rubber resistant all petroleum products
HARDWALL Reinforcement : one high tensile steel wire braid.

MEETS UL 330 Cover : black synthetic rubber wrapped resistant to oil, weather
RECOMMENDED FOR STANDARD HARDWALL and abrasion

GASOLINE PUMP DISPENSING HOSE WITH- Operating Temperature Range : -40 to +180°F,

STAND A FULL VACUUM ON ALLL SIZES HOSE TYPE : GP1W  anaiuiiniiu - asadn

WITHOUT HELIX WIRE THE CONSTRUCTION OF ONE HIGH TENSILE WIRE BRAID PROVIDE STATIC CONDUC-
TIVITY AND RESISTANCE TO CRUSHING AND STANDS UP TO RUN-OVERS FOR A LONGER SERVICE LIFE.
COVER IS HIGHLY RESISTANCE TO CUTS, ABRASION, SUN AND WEATHER, AND WILL NOT SCRATCH OR MARK
VEHICLE FINISH.

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
coe | | 1O M| O | O
(IN.) T(MM.)| (IN.) [(MM.) (IN) [ (MM)|  (PSI) (PSI)
57510 | 58 | 1590 | 0.969 | 24.60 3.00 | 76.20 150 600
57512 | 3/4 | 19.10] 1.110 | 28.18 4.00 | 101.60 150 600
57516 1 | 2540|1340 34.13 5.00 | 127.00 150 600

seris - 50 T
Product Code : 576 ’

Tube : black synthetic rubber resistant to all petroleum products
GASOLINE PUMP HOSE - HEAVY DUTY Reinforcement : multiple textile braids with helix wire

MEETS UL 330 Cover : black, wrapped, resistant lo oil, weather and abrasion
RECOMMENDED FOR HEAVY DUTY synthetic rubber.

HARDWALL GASOLINE PUMP DISPENSING Operating Temperature Range : -40to +180 °F,

HOSE WILL PREVENT FROM METER CREEP HOSE TYPE : GP1H  moiluiniiu - acava -

OR JUMPINGS AND DESIGNED TO TAKE BOTH LEADED AND UNLEADED, THE COVER WILL NOT SCRATCH
VEHICLE FINISH AND PROVIDES EXCELLENT OZONE AND ABRASION RESISTANCE.,

PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
cwr | @ | O A 1O 0
(IN.) |(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSI) (PSI)
57610 5/8 | 1590 1.030 | 26.19 3.00 | 76.20 150 600
57612 3/4 19.10] 1.170 | 29.76 4.00 | 101.60 150 600
57616 | 25.40 | 1.453 | 36.90 5.00 | 127.00 150 _ 600
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- STAINLESS STEEL HOSE
RECOMMENDED FOR CHEMICAL TRANSFERS, FOOD HANDLING, AND VARIOUS PROCESSING
APPLICATIONS, FROM PURE WATER TOHAZARDOUS WASTE.

ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

Series : 600
Product Code
Tube :

: 610
corrugated 304 stainless steel hose
Cover : unbraided

Operating Temperature Range : -269° C up to +360° C

HOSE TYPE : FMA 304/0

LT

Tdrieoou-udauiad 304

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.

con | @ | IO A e | o

(IN.) |(MM.)| (IN.)) |(MM.) (IN.) | (MM.) (PSI) (PSI)

61008 1/2 12.70 | 0.709 | 18.00 6.61 | 168.00 174 696

61012 3/4 | 19.05] 1.043 | 26.50 7.56 | 192.00 73 292

61016 1 2540 | 1.437 | 36.50 7.87 |200.00 58 232

61020 1.1/4 | 31.75 | 1.654 | 42.00 8.35 |212.00 44 176

61024 1.1/2 | 38.10 | 2.075 | 52.70 9.76 | 248.00 29 116

61032 2 50.80 | 2.560 | 65.00 11.18 | 284.00 22 88

61048 76.20 | 3.756 | 95.40 14.96 | 380.00 11 44

61064 4 |101.60| 4.587 | 116.50 18.43 | 468.00 8 32
B i 9 A0
RN G

Product Code : 6

STAINLESS STEEL HOSE Tube : corrugated 304 stainless steel hose
RECOMMENDED FOR CHEMICAL, Cover : | stainless steel wire braid.
PETROLEUM AIR, SYNTHETICS, Operating Temperature Range : -269° C up to +360° C.
AND HYDRAULICS. HOSE TYPE : FMA 304/1 riodou - naauiad 304
PRODUCT| HOSE BORE | HOSE O.D. BEND RADIUS| MAX. W.P.| MIN. B.P. | PRICE

CODE — 10 m @ @ BAHT/

(IN.)) [(MM.)| (IN.) |(MM.) (IN.) | (MM.) (PSI) (PSI) METRE

61108 172 | 12.70 | 0.827 | 21.00 8.27 | 210.00 1160 4640

61112 3/4 | 19.05 | 1.181 | 30.00 9.45 |240.00 725 2900

61116 1 2540 | 1.535 ] 39.00 9.84 |250.00 580 2320

61120 1.1/4 | 31.75 | 1.771 | 45.00 10.43 | 265.00 580 2320

61124 1.172 | 38.10 | 2.205 | 56.00 12.20 | 310.00 464 1856

61132 2 50.80 | 2.677 | 68.00 13.98 | 355.00 464 1856

61140 2.1/2 | 63.50 | 3.386 | 86.00 16.34 | 415.00 363 1452

61148 3 76.20 | 3.858 | 98.00 18.70 | 475.00 290 1160 -

61164 4 |101.60| 4.724'| 120.00 23.03 | 585.00 218 872

61180 5 1127.00| 6.654 | 169.00 33.46 | 850.00 174 696

61196 6 |152.40| 6.969 [ 177.00 41.34 (1050.00 145 580

611126 8 |203.20( 8.937 | 227.00 43.31 |1100.00 145 580
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STAINLESS STEEL HOSE
RECOMMENDED FOR CHEMICAL TRANSFERS, FOOD HANDLING, AND VARIOUS PROCESSING
APPLICATIONS, FROM PURE WATER TO HAZARDOUS WASTE.

ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

Series : 600
Product Code : 620
Tube

Cover :

: corrugated 321 stainless steel hose
unbraided

Operating Temperature Range :
HOSE TYPE : FMA 321/0

& fit-Flaxc

The Fiing & Redbis Hosa Spadalist

A

-269° C up to +600° C
Tanesou-uanumaa 321

PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
O A1 oo
(IN.) [(MDM.)] (IN.) [(MM.) (IN.) | (MM.) (PSI) (PSI)
62006 3/8 9.53 | 0.591 | 15.00 5.04 |128.00 232 928
62008 1/2 | 12.70 | 0.787 | 20.00 6.61 | 168.00 174 696
62010 5/8 | 15.88 | 0.901 | 23.00 7.24 | 184.00 102 408
62012 3/4 | 19.05] 1.102 | 28.00 7.56 | 192.00 73 292
62016 1 2540 | 1.417 | 36.00 7.87 | 200.00 58 232
62020 1.1/4 | 31.75 | 1.732 | 44.00 8.35 | 212.00 ER! 176
62024 1.1/2 | 38.10 | 2.008 | 51.00 9.76 | 248.00 29 116 -
62032 2 50.80 | 2.598 | 66.00 11.18 | 284.00 22 88
62048 3 76.20 | 3.780 | 96.00 14.96 | 380.00 11 44
62064 4 101.60] 5.000 | 127.00 18.43 | 468.00 8 32
Analiababiva ki Nis o A
e - - A
Product Code : 62
STAINLESS STEEL HOSE Tube : corrugated 321 stainless steel hose
RECOMMENDED FOR CHEMICAL, Cover : 1 stainless steel wire braid.

PETROLEUM AIR, SYNTHETICS,

Operating Temperature Range :

-269° C up to +600° C.

AND HYDRAULICS. HOSE TYPE : FMA 321/1 reogou - uaaulad 321
PRODUCT| HOSE BORE | HOSE 0.D. BEND RADIUS| MAX. W.P.| MIN. B.P.
con | O | 10 Ao O

(IN.) | (MM.)| (IN.) |(MM.) (IN)) | (MM.) (PSI) (PSI)
62106 3/8 9.53 | 0.650 | 16.50 6.30 | 160.00 1450 5800
62108 1/2 12.70 | 0.866 | 22.00 8.27 | 210.00 1160 4640
62110 5/8 15.88 | 0.984 | 25.00 9.06 | 230.00 914 3656
62112 3/4 19.05 | 1.181 | 30.00 945 | 240.00 725 2900
62116 | 2540 | 1.496 | 38.00 9.84 | 250.00 580 2320
62120 1.1/4 | 31.75 | 1.833 | 46.55 10.43 | 265.00 580 2320
62124 1.1/2 | 38.10 | 2.165 | 55.00 12.20 1 310.00 464 1856
62132 2 50.80 | 2.756 | 70.00 13.98 | 355.00 464 1856
62140 2.1/2 | 63.50 | 3.347 | 85.00 16.34 | 415.00 363 1452
62148 3 76.20 1 3.937 | 100.00 18.70 | 475.00 290 - 1160
62164 4 101.60| 5.158 | 131.00 23.03 | 585.00 218 872
62180 5 127.00( 6.142 | 156.00 33.46 | 850.00 174 696
62196 6 152.40| 7.008 | 178.00 41.34 [1050.00 145 580
621126 8 203.20] 9.370 | 238.00 43.31 (1100.00 145 580
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metal stainless steel hose braid type : FMB304-1 i||||“"""I"l"ﬂ“l""["ﬂ"“ll"

(ETECEECEEERETERRYRYEPRRRNON ().
- g S B ot ver P TRRREY

waen - asannuanuiad

PRODUCT HOSE LD. HOSE 0.D. WEIGHT
CODE IN. MM. IN. MM. PER METRE
60004 1/4 6.40 0.39 10.00 0.11
60006 3/8 9.50 0.51 13.00 0.17
60008 172 12.70 0.64 16.20 0.24
60010 5/8 16.00 0.79 20.00 0.27
60012 3/4 19.10 0.91 23.10 0.29
60016 1 25.40 1.16 29.40 0.40
60020 11/4 31.80 1.41 35.80 0.65
60024 1172 38.10 1.66 42.10 0.87
60032 2 50.80 2.16 54.80 1.06

description specifications

Round section braiding formed with groups of
wires into a two fold intersection with acute or
obtuse angles of intersection.

manufacture
Stainless steel grades : AISI 304

size range

Inside diameters 6 mm to 175 mm within this
range every diameter can be supplied. Smaller
or larger diameters on request.

factory length
Up to 100 m and over depending on the braid
diameter.

principal application

Braiding for metal hoses, rubber and plastic
hoses, traction relieved cables, interference
suppression and shielding of cables against
damage. For earthing straps, cable grips and
filters.

The main application of our braiding is its use as armour for
corrugated metal hoses. The braiding prevents longitudinal
expansion and increases the internal pressure strength of
the hoses many times over. Fit-Flex braiding is very supple
and flexible. The braiding follows the movements of the
hose exactly even when a second or third layer is used to
increase the internal pressure strength even futher. We are
using the latest production process, able to braid 576
separate strands of wire into a woven braid.

The flexibility of the wire braiding is based on the
lazy-tongs principle. Axial traction produces the limit of
longitudinal expansion, when the wires are close together
at the smallest angle of intersection resulting in the
smallest possible braid diameter at maximum length.

Axial compression up to the longitudinal compression limit
increases the angle of intersection and the diameter up to
their maximum size, the wire again being pushed close
together and resulting in the shortest possible length.

Obviously then, in the case of round section braiding,
not only the braiding diameter, length of lay and plaiting
angles are specifically interrelated but also the axial and
the tangential forces to be absorbed by the wires.

If rubber or plasic hoses are to be used as pressure
hoses, a specific braiding angle must be maintained.

Only at a braiding angle of 55° (to be exact 54° 44') does
the braiding enclose the greatest volume and does not
allowa change in volume.

Braiding is supplied in open or close weave according
to customers requirements. Please contact our Sales
Department for futher details,
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PRODUCT HOSE LD. HOSE 0.D. WEIGHT
CODE IN. MM. IN. MM. PER METRE
60040 212 63.50 2.66 67.50 1.41
60048 3 76.20 3.16 80.20 1.63
60064 B 101.60 4.16 105.60 2.39
60080 5 127.00 5.16 131.00 2.60
60096 6 152.40 6.16 156.40 2.60
60128 8 203.20 8.20 208.20 4.70
60160 10 254.00 10.20 259.00 4.60
60192 12 304.80 12.20 309.80 6.80
60224 14 355.60 14.20 360.60 9.10
description specifications

Round section braiding formed with groups of
wires into a two fold intersection with acute or
obtuse angles of intersection.

manufacture
Stainless steel grades : AISI 304

size range

Inside diameters 6 mm to 175 mm within this
range every diameter can be supplied. Smaller
or larger diameters on request.

factory length
Up to 100 m and over depending on the braid
diameter.

principal application

Braiding for metal hoses, rubber and plastic
hoses, traction relieved cables, interference
suppression and shielding of cables against
damage. For earthing straps, cable grips and
filters.

The main application of our braiding is its use as armour for
corrugated metal hoses. The braiding prevents longitudinal
expansion and increases the internal pressure strength of
the hoses many times over. Fit-Flex braiding is very supple
and flexible. The braiding follows the movements of the
hose exactly even when a second or third layer is used to
increase the internal pressure strength even futher. We are
using the latest production process, able to braid 576
separate strands of wire into a woven braid.

The flexibility of the wire braiding is based on the
lazy-tongs principle. Axial traction produces the limit of
longitudinal expansion, when the wires are close together
at the smallest angle of intersection resulting in the
smallest possible braid diameter at maximum length.

Axial compression up to the longitudinal compression limit
increases the angle of intersection and the diameter up to
their maximum size, the wire again being pushed close
together and resulting in the shortest possible length.

Obviously then, in the case of round section braiding,
not only the braiding diameter, length of lay and plaiting
angles are specifically interrelated but also the axial and
the tangential forces to be absorbed by the wires.

If rubber or plasic hoses are to be used as pressure
hoses, a specific braiding angle must be maintained.

Only at a braiding angle of 55° (to be exact 54° 44') does
the braiding enclose the greatest volume and does not
allow a change in volume.

Braiding is supplied in open or close weave according
1o customers requirements. Please contact our Sales
Department for futher details.
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Engineering data
Methods for testing hoses

1. Bursting prassure

The bursting pressure of a hose or hase line is
a lheorelicel value of littie benelil 1o the user.
Nol only is this value a poor indication, due to
the diflerences in the way it is determined, but
It must never be aven approached in praclice,
due 1o the salely requirements which mus! be
placed on any system. lt would furihermore be
incorrect 10 assume that comparable hoses
made by different manufacturers will under
identical operating conditions have a longer
servica life Il a higher value is specified for the
bursting pressure.

The lesting methods lor the determination ol
the bursting pressure ol a paricular hose are
defined In standards: SAE J343, ISO 51436,
DIN 20024. A hose line of a particular lenglh is
sealed fluid-tight al one end and Is then sub-
jected to a continuously-increased fluid pres-
sure until the hose bursts,

2. Operating pressure and test pressure

The operating’pressure Is generally equal to Vs
of the bursting pressure which has been de-
termined or defined, with the resull that the
salety factor is 4. In the case ol special hoses
or very large nominal diamelers, the salety
lactor can at the manufaciurer's discrelion be
smaller but will virtually never be less than 3.

The les! pressure to which every complete
hose line is subjected belore installation is in

ASJ WORLDWIDE
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4. Elongation/contraction/
bursting pressure test

The purposes of this tesl Is also to check
production batches for conformity to the
tolerances specilled for a particular hose
type.

For the purposes ol this test, specimens
which are at least 24 hours old are cut 1o &
length of 500 mm and made up Into hose lines
with fittings. These lines are subjected to the
test pressure for 1 minute on the test stand.
Alter pressure has been relleved, each speci-
men is marked with a standard les! distance of
250 mm and Is then once again subjecled to
pressure, this time lhe operating pressure.
With the hose under pressure, the change
inlength A Lisreed by measuring the marked
lest distance; this change In length, ex-
pressed in percenl, must lle within the
specified tolerance.

In the leak test which foliows, the preasure ia
first recuced to 0; the speciman s then again
subjected twice to 70 % of the bursling pres-
sure, with & dwell time of 5 minutes in each
case. During this tesl, no oll must escape from
the zones at which the fittings are attached or,
naturally,"from the hose lLsell.

.The last part of the test Is the bursting-
pressure lest, in which the test specimen is
subjected to a continuously-increasing pres-
sure up to the bursting pressure within a
period of 15-30 seconds. The point &t which
bursting occurs must be at least 50 mm from
the end of the hose fitting.

Other tests

A number of lurther tesls, such as volumelric
expansion or chemical/physical tests con-
cerning resistance lo media, ageing proper-
ties, hardness, lear propagation and the
strength of thread, wire, eic. are genenally of
Interest only 1o the manulacturer. These tests
form the basis for new designs and improve-
ments or modilications ol exisling types of
hose lor special applications.

general 60% of the bursting p &, which
means that the hose must demonsirate an
adequate safety factor during tesling.

3. Pulse test

The pulse test is the hardes! type ol hose lesl.
It very clossly approximates service under
practical conditions. Aeroguip's praclice is
therelore lo take samples conlinuously from
produclion baiches, lhese aré Ihen assem-
bled complete with fittings and pulse-lesied,
in order lo ensure consisten! production
quality in this respect.

In this test, the test specimens, generally un-
der a stalic bending load, are subjecled to 8
prassure which varies continuously and cycli-
cally between vidually zero and a value ol 25
or 33 % above the operaling pressure, The rate
of load change per unil time is delined as
30-75/min. but is not of critical importance.
The cruclal informetion provided by the pulse
testisthe number of load cycles until ihe hose
fails

Guide values and other documentation on
pulse-lesting methods can be found In the
standards SAE J343, 1ISO 51436 and DIN
20024; the most important standard s the
firstnamed, SAE J343. All other standerds

Pulse pressure cycle

Pulse pressure

A5% Putse pressure

15% Pulse pressure

10 ber (1 MP8j ——
0 bar {0 MP8) —=

1 |5%

5%

~Talerance field 0 point

™

S50%25%

1 Cyclic load

listed are based on this. Acc gly, the pul-
se test is carried oul with hot oil at 93°C
(200°F) and on the basis of Ihe trapedoizal
curve shown,

For pulse-lesting of hose lines, all major
standards specily, mora of l8ss in agreemenl,
installation of hoses up lo DN 50 (size 32)
bent to the minimum bending radius
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Cleaning®, inspection®, testing® and stor&ge Hose routing and installation

Ciean Inspect

Ciean

Clean assembly by blowing oul with clean
compressed air. Assemblies may be rinsed
out with oleum spirits Il the tube stock is com-
patible with oil, oltherwise hot waler at B0°C
(180°F) max. may be usad.

Inspect

Examine hose assembly internally for cut or
buiged tube, obstructions, end cleanliness.
Nuts should swivel freely. Check the layline of
the hose to be sure thal the assembly is not
twisted. Cap the ends of the hose wilh plastic
covers to keep clean.

Prool test-Fluid

Proof test

The hose assembly should be hydrostatically
tested at 60% the recommanded bursting
pressure of the hose, Test pressure should be
heid for not mora than five minute and not less
than 1 minute. When tes| pressure Is reachad,
visually inspecl hose assembly lor: a} Any
ieaks or signs of weakness. b) Any twisting of
hose. This indicates that some twist existed
before pressure was applied.

Prool tast-Air

Alr test

Hose assemblies intended for gas or air ser-
vice should be tested with air or nitrogen at
7 bar with the assembly immersed In waler.

Storage and handling

Hose should be siored in a dark, dry aitmo-
sphere away from elacirical equipment, and
temperature should nol exceed 30°C (90°F).
During slorage, the hose should be wrapped
8% necessary, with burlap or other sullable
material, o prevenl damage.

iﬂ:'

wrong
™

right

wrong

right

Under p @, &8 hose may change in length
The range Is from -4% to +2% Always
provide some siack inthe hosa to aliow for this
shrinkage or expansion. (However, excessive
slack in hose lines |3 one of the most common
causes ol poor appearance.)

When hose lines pass near an exhaust mani-
fold, or other heat source, they should be
i d by & heat resistant boot, firesleave
or a metal batle. In any application, brackels
and clamps keep hoses in place and reduce
abrasion.

In applications whera there ls considerable
vibration or flexing, sllow addilional hose
length. The metal hosa littings, of course, are
nol llexible, and proper Installation protects
metal parls from undue stress, and avoids
kinks in the hose.

wrong right

Y

right

wrong right

It & hose Is installed with & twist in it, high
operation pressure tend to force it straight,
This can loosen the fitting nut or even burst
the hose at the point of strain,

Al bends, provide enough hose for a wide
radius curve. Too right a bend pinches Lthe
hose and reslricts the flow. The line could
even kink and close enlirely. In many cases,
use ol the right littings or adaptors can ell-
minate bends or kinks

When 90° adaptors were used, this assembly
becama nealer-looking and easier 1o Inspect
and maintain. It uses less hose, tool
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Decimal and Millimeter Equivalents of Fractions

Inchas Inchae

Fractions Dacimals Millimater Fractions Owcimals Widlimatars Fractions Dechmals Willmatan
" 015625 a7 iy, .359375 9.128 Wy 6875 17463
Y 03125 T4 % 315 9.525 e 703125 17.859
Y 046875 1.181 By .390625 9922 4, 875 18.256
Y 0625 1.588 L] ADB2S 10.19 T J33T5 18.653
b 078125 1.984 My, 421875 10.716 % 750 18.050
i 09375 28 T A375 1113 “*% 765625 19.447
T 109375 2778 L 453125 11.509 gy J8125 19.844
% 125 3175 "8y ABATS 11.906 LU .T96875 20201
Y 140625 3572 n, AB43T5 12.303 Wy B125 20,638
¥ 15625 3.969 % 500 12.700 L 828125 21.034
e AT1875 4.366 b 515625 13.097 My B35 21431
¥ 1875 4763 A SNB 13494 e, .B59375 21828
" 203125 5159 L™ /546875 13.891 Y B75 22.225
T 21875 5556 Y 5628 14.288 L/ ,B90625 22622
L 234315 5953 LA 578125 14,684 5 90625 22019
Y 250 6.350 ey 59375 15.081 e, S21875 23416
/" 265625 6747 n, 609375 15478 i 8375 23813
Y 28125 7144 % B25 15.875 L 952125 24,209
" 296875 7.541 L' 640625 16.2712 b} /96875 24606
% 25 7.938 gy 85625 16.669 B 984375 25.003
e, 328125 B34 "‘éﬁ B71875 17.066 1 1.000 25 400
1% 34375 8731

Temperature Conversion

Look up reading in middle column (shaded). If in degrees Centigrade, read Fahrenheit equivalent
in nght-hand column; if in Fahrenheit degrees, read Centigrade equivalent in left-hand column,

C C

c F c F

¥
50 | a1 [1058 333 | o [1976
s6 | 42 e 139 93 |1994
61 43 11094 Ma| W |22
67 | 44 |12 50| 95 |2080
72 | 45 3o 356 | 96 | 2048
78 4% |14 360 97 | 066
B3 | 47 1166 367 | o8 | 2084
89 | 4 |84 372 | 9 | 2102
94 4 11202 378 | 100 | 2120
1o} so ji1220
16| 51 |13 4 | 1o | 1o
1| s2 s 49 | 120 | 248
n?| 3 274 54 | 130 | 266
122 54 1292 60 | 140 | 284
128 55 | 1310 56 150 | 302
133] s6 |12 7 | 160 | 320
139 ] 57 1346 77 | 170 | 338
144 | S8 | 1364 82 | 130 | 3%
150 59 |i1m2 88 | 150 | 374
156 | 60 | 1400 93 | 200 | W™
161 | 61 [1418 99 | 210 | 410
167 | 62 | 1438 100 | 212 | 4136
172 63 | 1454 108 | 220 | 428
178 ) 64 1472 1o | 230 | 446
183 ] 65 |1490 M6 | 240 | 464
189 ] 66 |1s08 121 | 250 | 482
194 | &1 | 1526 127 | 260 | 500
200[ 68 |1544 132 | 20 | 318
w06 69 |1562 138 | 280 | 536
20 70 1580 143 | 200 | 554
7] N |159s 149 | 300 | 572
22| 1 |66 154 | 310 | ss0
28| B 1634 160 | 320 | 608
23| 74 |1es2 166 | 330 | 626
239 15 | 1670 170 | 338 | 540
244 | 76 1688 17| 30 | 6
20 ™ |16 177 | 350 | 662
2356| 18 |1m24 182 | 360 | 680
w1 ™ |1maz 186 | 366 | 691
27 80 |1760 198 | 370 | 698
2] 8 |ime 193 | 1m0 | 76
278 | 82 | 196 198 | 388 | 930 |~
23| 83 |1814 199 | 90 | 934
25| 84 | 1832 204 | 400 | 752
24| 85 |50 208 | 406 | 763
00| 86 |1868 210 | 410 | 70
ws| 87 |86 216 | 420 | 788
311 82 1904 221 | 430 | w06
N7 ® M2 27| 40 | 824
322 %0 |i1%40 231 | 450 | 842
28] 91 ise
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Application Data Compatibility Chart
These tables alphabetically list commonly used materials of have a bearing up on the suitability of any hose or hose end
various chemical compsition. After each agent listing you for any specific application.
will find the basic hose core materials rated according to their ~ Where unusual conditions exits, or where questions arise,
chemical resistance to each individual agent. The chart is consult FIT-FLEX for expert assistance on your hose appli-
intended to be used as a guide only. Many factors (concen- cation problems.
tration, temperature, intermittent or continuous eXposure, elc.)
Hose Material Hose Ends Hose Material [ Hose Ends
a 2
z % = E|_ E z % = 5 %
H éﬁgamgj;g-ﬁg é b4 L P e
FLUID al2|8|212] 5|5 =] £]&| 2| 5| FLUID HBEEEEBREEE
Acetaldchyde CIXIXIGIXTE T Ix]- |- |- |G| catiche Liquors Na Nitrate G6lala] -|-|6]g] -] -|9|c|e
Acetate Solvents, Crudc x|xlala|- |- x| |- |[X|X |G| Cane Sugar Liquors G|G|G| - |X|G|G| -| -|F|G|G
Acetate Solvents. Pure wIxlolal | x| |- |x[x |G| Carbolic Acid Phenol x|FlGix|-|FlG]|-|-|F|x|F
Acctic Acid (Concentraled) [ |F r{i FIxlaix| |- jx xIF Carbon Dioxide {Dry) FlFlF|G|c|Flc|GlalG]-|G
Acetic Acid (Dilute) Flola|F |x o lx|G|o [x|x |G| Carbon Dioxide (Wet) FlE|F|F|G]F]-]-]-|F|-|G
Acetic Anhydride GlG[G[x|x|F |- [o] [X]F || Carbon Disulphide (Bisulfinde) FIxlclalalx]-]-]-|c]|a|c
Acetone xlFlololxlela|F |F |o |G |G| Carbon Monoxide (Hot) FlFIx|-|F|F|clc|G|x|F|G
Acetylene lliFFG-GrGGIFGGG Carbon Tetrachloride FIXIG|GIX|X|FIX|F|F|F|G
Acetyl Bromide xlxle] IxIx| |- |- | |- |- | Carbonic Acid GlGlala|a|alx] -|-|X|x]|F
Acety! Chloride xxlo)- Ixx] |- |4 |- |- | Castor Oil clclo| - |G| F|G| G| FlG|G|G
Air Glololalo|Gla|- | |o|G |G| Celiosolve Acetate xIxlololx[F]x]| - |- [x|x|c
Alcohols ﬁticﬂr[xﬂra- - o lf |G| celulube # 150 F| Flo| 6] x|G| - -|6lalc
Aluminum Chloride Glolalr lolo|x |G| |x|X|F]| Celulube#220 FlFlG|alx]|a]-|-|-|o|6|o
Aluminum Fluoride Glalglalalo x| |- [x|x|x| China Wood Oil (Tung Oil) G F|G|-|-|X|F]-|-|-|9|C
Aluminum Hydroxide Glolrlglalc|- |- |- |G| [G]| Chiorinated Solvents x|xlcla] - |x{x]-]-|c]G[F
Aluminum Sulfate GlG|G|- |gla[x]a] [x|x|c]| chlorine (Dry) FlFIx]X]x]x]x] ] - |o]d]o
Alums Glola] la|x|x]- |- [X|x|F | Chiorine (Wet) FIF|x] x| x| Flx] F|-|x]x[X
Ammionia Gas (Cold) Gla|rlalx|a|x]- | [X]|a]|G ]| Chleracetic Acid FlFlG] - | x| Flx]G] - x|x|F
Ammonia Gas (11o1) rFFG.\‘Fx--xﬂGG Chloroform x| Fla| - [ x]x|x|x]x]G6] - |G
Ammonia Liquid ( Anhydrous) sl lalx]e ] |x} |- |- |6] Chiorosulphonic Acid xix|o] - | x]xx]x|x]x]Flx
Ammonium Chloride glola|F |- [clGlola]x|G|F| Chwomic Acid xIx[elx[x[x]x|c|a]x|x]¥
Ammonium |ydroxide GlrllaIx|GIF |G N[N ]G ]G] Citic Aad clGlala|x|ox] -] -{FIN|F
Ammonium Nitrate Glolol- |x|elc X |G |G| CokeOven Gas FlrlFl-Ix]x]-1-]-1F|o]|6
Ammonium Phosphate Glolala | |ala]- |- [x|x|G| Copper Chloride Glclclcla|a)» -1xix]e
Ammonium Sulphate Glolgl- |- |lo|G|G|G|x|F |F | Copper Cyanide gla|-lolol-|-|-]-1-1-16
Amyl Acetate xIxlGlololalx[x]|F e [F |G| CopperSulfae Gla|o| - [afa]x] -] - |x|x]G
Amyl Alcohol alolalr Ixlolala |G |G |F [F | ComOn aglala|-|a|x|-|-|-|F|o|G
Amline. Aniline (il NixloIxIx|F |G |F [N |F |G|F | Cononseed Oil GlGlG|G|G|G|G|G|G|F|G|G
Aniline Dyes FAFFIxx]F x| F |x|F | Creosote (Wood & Coat Tar) x| Fle|-lalx|c]-]-|F]-|6 s
Animal Oils (Lard Qil} xlelol- [FIF L |- |- |- |- |G| Cresol x| elel-Ixixf--]-1-]1-16
Asphalt G?i' GIF [FIX]GIF |- [Glo|G| Diesel Oil Light Gl rlola|F[x]a]-]-]c|G|o
Harum Chloride Glalele oG |G |- X |F IF | Dowthern A and E x|xlG]-|FIX|X]-]-|X]|F|G
Parum 1ivdroxide G GGG X (GG |G F |F |G| Ethers (Ethyl Ether) FIXlGlGlFl-|G|x]-|G|G|G
Harium Sulfate glgla |- |G]GIN -G |- 16| Edwl Acetate X{X|G|G|X|F|G|X|F]F]G]G
Tarium Sulfide Glole |- lala|x]- |- [F IN]G| Ethyl Alcohol ololo| Flx|clolGlGlGlGlaG
Tecr Glala |- Ixlc|- [clelc[c]c]| EmiCellulose FlFlGlG]F[Fla] -] -]F|G|F
I3cet Sugar Liguors Glajla|- IXIG|G]- |- |F |G|G| Ethyl Chlonde FlFlGlGl FlG X|N]|X]F]F]G
Benzene. Benzol xlxlololx|x|r |- |- |o|c|o]| Eviene Dichloride x|xfo] Flx|x] x| x| x|l x|x
{ienzene (Petroleum Ether) xlxlal |Fix|o|x|F|G|G|G| Ethylene Giyeol GlclG| FlFlclG|G|G| FlG|G
lenzaldchyde xixIx|- Ixlel x| |- |- |G| Ethylene Oxide xxlxlolx|x)x]-|ef-1-]-
Hlack Sulfate Liquor Glola]- [X|F e | X6 |G| Fany Acids F|F]G|G xNl-!- -1-16G
litast Fumace Gas Flelal- |- |- o) |- |¥ [6 |G| FemicChlorde Glala| FlFlGlx| 6] - [X]N]X
Horax Flelel lolalal |- |GG |G| Femic Sulfae alele| -] -|o]x]-|-|X|X|F
Hone Acid Glola|- |a|G|x| |- |X|X|F| Formaldehyde G| FlG| F| x| FIG|G|F|F}F|G
Hnne slolel |- lelal | |x|X|F | Formic Acid ¥l elolx|x]olx]o] ] E|X|G
Hromine NG IxIx]Ix) |- JF XN ] Freoni2 clGlFlclo]x]r|aG]-|G]F|G
Hutane Glololo|x|Ix] l6lG|c|G |G| Freon22 six] ]l x|xlFla] - |GlF|G
Ity | Acetate NINIGIGIN|F |F N|F |G|G |G| Fuel Oil GlFlG|lalFIN]G] -] -|F]G|G
futs | Alcohol, Butanol glolalrixlelal |- |G|G |G| Furfural x| Flol#] - | FlG| F]- | FlG|G
Bty lene glelxloix|x] |- | l6]6 |G| Gasoline-Unleaded olx|c|clx|x]|6] FIX]GIG]G
Calomm Acetate NIFIX|- IX|G)- -1-1- 1 Ua.wllnc-l{!".o}:thmﬂ GIN|G G X X] - X|X|G|G
Calcwm Bisulfite GIGIGY JGININ |- NN |G| Gasohne-10% Methanol FINIX] - N]N] - XIX|G|G
Caleium Chlonde glalolr folale |- N|F |F | Glycerine. Glycarol GlalGlalx|alal-| -|G6|G|o
Calemm Hydroxide glaloloIx|olol- |- |F |G |G| Grease Petroleum GlFlG| -|GIN]G] -] -]10]G]G
Caleium Hypochlorite vl lolxIx|olG|G |G |x |F |F | GreenSulphbate Liquor clalal -|lolalx| - |- |x[x]a
G - Good resistance F - Fair resistance X - Incompatible - No data available

TD311098/5
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Application Data Compatibility Chart
Haose Material 1ose Matenal Hose Ends

o ¥ o z

l v

. &4l s ;E Al IR | E

1R L B e B 1S R A L B

FLUID HEEERE BB EE R HEEBEEEEEEHEE
Heptane G FIGIFIX|G] -] - |G] G| G| Pienic Acid (Solution) GlGIG] - | FIG]X]G] - | X]X|F
Hexane G FIG|FIN|G|G G| G| G| Potassium Chlonde GlG|G|G|G| GG - NIFlG
Houghto Safe # 620 G G|GlGIX)G G| G| G| Phosphate Esters-Alkvl X[X|GlGIX|G|GIN GGG
Houghto Safe = 625 G GlGIX]|G|G Gl G| G| Phosphate Fsters-Anyl XIX|G|F -5 GGG
Houghto Safe # 1010 F G|GIX]|GlG G| G| G| Phosphate Esters-Blend x| |G]F]- - | N GGG
Houghto Safe # 1120 F G|GIX|G|G Gl G| G| Potassrum Hydroxide G|G|G|G|X]|G|X]|G Fix|G
Hydraulic Ol (Petroleum Base) G|G|G|G|G|X]|C G| G| G| Potassium Sulphate G|G|G] - |G|G|G FIF]G
Hvdrobromic Acid F G| XIN]|GIX] - X|X|X] Prestone G| F|G] - |F]G|G FlGlG
Hydrochloric Acid (Cold) F GIXIN]FIN] -] - XIxIX] Propane G| F GlF|X]- G|G|G
Hydrochlonc Acid (Hot) N GIXIXIXIX]|GIN| XX X] Pydraul F-9 FIFIG|G|IX]|F|G GGG
Hydrocvame Acid F G| -] -|G]X]|G X| F|G]| Pydraul # 150 FIF|GlFIX]F|G GGG
Hydrofluonc Acid (Cold) F GIX}IX]|X]X]|G XIX|X] Pydraul # 600 FIF|G|G|X]|F|G GlGlG
Hydrofluonic Aaid (Flot) NIX| G| XXX X]|G NIN|X] Pyridine XXX -|F]- -1-|F
Hudrofluosihicae Ao FIFIG] -] - |Gl X] - XIN|X] Sea Water GGG X|G FIN]G
Hydrogen GGl FIGlGG]F|G GGl G| Skydrol 500 NIX|X]FX|U|G GGG
Tiydrogen Perovide GITIGI Tl - [GIS[GI - [FIN[G| Skydrol 7000 xlxlx] - Ixlolel -] -l6lala
Hydrogen Sulfide FIF|G|F}-|GIN]|G FIF| F] Soap Solution GIF|G] - |GlGIG i| FIGLG
Hvdralube H-2 G|F|G|G]|-|-1-]- Gl G| G| Seda Ash Sodium Carbonate GlG|G)-]-]6]|6 FlE|G
Isopropyl Alcohol FIG|G| - | X]G]| -G G| - |G Sedium Bisulphate GlG| G - GIX -|XJF|G
lso-Uctane X{FlG] -|X]G]-]G -] -] -] Sodium Chloride GGl GlGl GG i|X]FG
herosene G| F|G|G|G|X|G]| F G| G| G] Silicate Esters -1 -IN] - GGl G
Lacquer XIX|G|G|X]|X]|F] - G| X]|G] Sodium Hydroxide FIG|GIF|G|F FIXN|G
Lacquer Solvents NIX|GlGIN|N|FIN]FGIN]G] Sodium Hypochlonte ElG] - |XN]FIX XIX]F
Lactic Acid FIF|G] -] -]GIX]|G FIX| F| Sodium Metaphosphate FlG) - |GG - FIFlG
Lindol X|X|G]-1-1G]-]- FIG|G] Sodium Nitrate GlG| -] -]G]G FIF]|F
Lmseed Cnl G|G|G|G|F| FIG|G FJG] G| Sodum Perborate GIG] -] -GN FIF|G
Lubncaiing Chls G| F|G|G|FIX|G|F G| G| G) Sodium Peroxide GlGY - XN|GIX X|F|G
Lime Sulfr X|G|G -G} - X| - |G| Sodium Phasphates FlG GlGIX -|FIF|F
Magnedivm Chlonide Gl|G|G|G|G|G|G -| X| F| F] Sodium Silcate G|G| -] -]G|G FIF|G
Magnedium livdroxide G|G|G|G|X]|G|G G|G|G] Sodium Sulphate G|G] - |G| G| G FIF|G
Magnedium Sulphaie GGG -] -GG FIG]G] Sodium Sulphlde GG - |GGG FINLG
Mercuric Chlonde GlG|GIX] -G X] - X|FIX] Sodium Thiosulphate GG - |GGG -l ¥IN] G
Mercury G|G|G|G|G|G|G|G X|G| G| Soybean Ol G|G]-|F|F|G GlGlG
Methane X|F|G FIX|G) - -1 -] -] Stannic Chlornde G|G] -] -|GIX XIXIXN
Methyl Adcohol, Methanol G|GI|G X|G|G|G GIN| G| Steam 450° FIGIX|X|GlF FlaGla
Methyl Chloride FlF|G| - | X]|X]|F GGl GY Steanc Acid GIF|G] - |G F]G | FIF]G
Methyl Ethyl Ketone X|x|GlG|x|G|G FIF| F] Sulphur FIG|G| G| -|G|G -|X|X]G
Methyl Isobutyl Ketone X|X|X]GIX| FIX -1 -G Sulphur Chloride FIG|G| -] - X|G NIX|X
Methyl lsopropyl Ketone X|X|G|GIX]|FIX FI|F| F| Sulphur Dioxide FI|F|G|F|-|GIX XIF|G
Milk G|G|G|GIX]|F| - FlF| G| Sulphur Troxide FIF|G|-|F|F|G GG F
Minerai Oil G|G|G|G|G|G|G G| G| G| Sulphuric Acid {10% Cold) GI|G|G]F|F]F|X NIXIG
Naphtha G|F|G|G|FIX]G FI|Gl G| Sulphune Acid (10% Hot) FIF{G] FIX]XIX 9 BN BN ¥
Naphthalene FIX|G|GiF|X|F FIG| F| Sulphuric Acid (75% Cold) X|FIGIX|X]|X]X NXIN
Natural Gas G|G|F|G]F|X] - G| G| G| Sulphuric Acid (75% Hot) XIXN|GINIX| XN NIXIN
Nickel Acetate XIFIX]-]-16]- -] -1 -1 Sulphuric Acid (95% Cald) XIX]GI XX XX XININ
Nickel Chloride Gl|G|G| - | X|G X X|X] F| Sulphuric Acid (95% llot) XIX]|GIXX]| XX X|X]|F
Nickel Sulphate GIG|G] - |GG X F| F| G| Sulphuric Acid (Fuming) X|X]GIXIX[X]X MNFLF
Nitric Acid (Concentrated) X| x| x|x|x|x x| x| F| Sulphurous Acid FIF[G] - | X[FIX X[X[F
Nitric Acid 10% X|F|G|F|X]|F|X X|X|G] Tannic Acid FIG|G|G|G|G|X FIX|F
Nitric Acid 70% XIX|GIXIX] XX X|X]|G] Tar G|G|G]|G] - | F|G FIF|G
Nitrobenzene XIX|G] - [X|X]|F X| Gl F| Tartanc Acd FIF|G] - |Gl FIX FIXN]F
Olaie Acid FIFIG|G|F|X|X F| F| G| Tewrachlorocthane XX Gl - [ X|X] - -1-1G
Oleum Spinits F|X|G| - | X]X|G G|G|G| Toluene FIX|G] FIX|X]F F1G) G| G
Oxalic Acid F|G|G|F|-|G]|x F| F| F| Trichlorethylenc FIF|G|FIX|X]|F X|G|G| G
Oxygen FI|F|F|F|G]G|X G|G| G| Trisodmum Phosphate GGGl -| -G ~g=]=
Palmitic Acid G|F|G| - |G| F|G FIF|G| Tumentine G|F|G]G|X|X|G FlG
Perchlorethviene FIX|G| - | X]X|F X|F| F| Vamish XIxjG]| G X X]F GGG
Petroleum Oils G|F|GJG|GIX|G G|G| G| Water GGGl FIG| GG FIF|G
Phosphone Acd G|OG|GIX|G|FIX X|X]| F| Water-Petroleum Gl F|G]FIX]|X]|G Glr|iG
Preric Acad (Molten) FIF|G]-|-]FIX X|X| Fl Water-Glycol G|G|G)F| -|G|G FlGlG
Znc Sulfate G|G|G] -] - |4 X NIF)G

G - Good resistance

This chart is compiled from the best available sources.

F - Fair resistance

It is intended to be used as a general guide only

X - Incompatible

- No data available

Many factors (concentration, temperaturc, intermiticnt or con-
tinuous exposure, elc.) have a beaning upon the suitability of
any matenial and, therefore, no guarantee, expressed or implicd,
is made as to compatibility in any specific set of circumstances
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E2A
BR
MS
UK
SS
ISR
GBM
GBMO
GBS
GBS45
GBS90
GBFS
GBFS45
GBFS90
GBSF
GBMT
GPMX
GPMT
GPNT
GSA
GSA22
GSA30
GSA45
GSA60
GSA90
GSAH
GSAH45
GSAH90
GSAC
GSAC45
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GAM
GIMX
GIMX45
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0120
0210
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0321
0460
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3084
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3099
3100
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3299
3310
3314
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GAS
GAS45
GAS90

GIM

GIS
GJS45
GIS9%0
GSMO

GSMOX
GULM
GULS
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GULS90
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GVHOS

GVHOS45
GVHOS90
GVHS
GVHE45
GVHS90
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GKS
GKM
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GBIM
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3359
3380
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3419
3430
3470
3520
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COUPLING SELECTION

A hydraulic hose coupling usually consists
of two primary components:

Hose Ferrule Stemn
1. a FERRULE placed over the end of a hose. | l _l
2.a STEM inserted into the end of a hose. _ ‘ll
LA

STEM SELECTION

e

jil

|

Different hoses may require different
coupling types. To make your selection,
determine the correct stem to be used,
There are two functional ends of the

stem to consider:
1. the hose end for hose attachment.
2. the thread end for port attachmenit.

The thread end of a coupling (or adapter) can be
identified by comparing with the coupling being
replaced or by measuring the port or thread end
to which it is to be attached.

COUPLING SELECTION
(THREAD END DASH SIZES, DESCRIPTIONS AND DIMENSIONS)

Thread Size Dash Numbers
Coupling Dash Size and End Style

Thread Sizes
Coupling Dash Size is a shorthand method
. : . e JIC (37° Flare)
of denoting the size of a particular end fitting. Dash SAE SAE *O" Ring
Example: 3240 1212 denotes a 3/4" male pipe Size NPTF (45° Flare) Boss
thread end fitting. The corresponding 2 wer : -
thread description for a 3/4" pipe thread ? ) ’ ho2d
. 4 V18 1,20 ’,,-20
is 3/4-14 NPTF solid male.
. 8 5 Y20 Y,-20
Example: 3410 1212 denotes a 3/4" female 6 18 . 418 4,18
JIC swivel (37° seat) end fitting. 8 A4 Y,-16 %18
The corresponding thread descrip- 10 . 14 .14
tion for a 3/4" JIC thread is 1.1/16-12 12 14 1,14 1Y 12
JIC 37°flare swivel female. L - - 1312
Example: 3280 1212 denotes a 3/4" SAE - il . i
TETE = TR
standard pressure (Code 61) ¥ gt D i
4 .. 5 2 Ir'Fi"”"rz = 1 '.‘Il"‘?
flange fitting. This is the standard
32 211, - 2,12
fitting description for a 3/4" SAE

“0" Ring Flange dash numbers are determined by nominal flange size,
standard pressure flange. or diameter of flange head which determines the “0O” Ring size

TDF311098/1
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FLEXIBLE HOSE & FITTING

THREAD END CATALOG DESCRIPTIONS

Fit-Flex coupling ends shown below are accepted as industry standards.

SPECIFICATIONS
o Wale Thiead Fomale Thiead IRON PIPE THREAD FITTINGS
Nomnal Thrasd| No. Thesoos | Thad 0.0 | MAE | No Trisads | Thmad
Size Suze i | Par inch iy Mn.f,s" Perinch LD, (i}
z s 27 W s 27 L™
4 ", 18 ), Y, 18 Y “‘“E“’ '"“‘ AD
6 Y 18 Yow e 18 o
] "y 14 My My 14 kA
12 Y 14 1" Y, 14 M NPTF NPTF Solid Female
16 1 h 1 1 7 ™ Solid Male Swivel Male 3260
20 1'% 1 1% 1" 1Y 1"y 3240 3190 PN
24 " " 17y, 1% Wh | 17 (PMT) PMX (PNT)
32 2 1% 2%, 2 1y 2. { }
SPECIFICATIONS
Hash Male Thread Female Thread
Siza [Nomaai reead] o Tvencs | Thress 0.0 | i, | Ho Threads | Thead JIC (37° FLARE) FITTINGS
Size (in) Pet inch {in} in) Perinch  |LD.[In)
2 N 24 e EH 24 g
3 Ye 24 &) & 24 L —?,——
4 e 20 the Y 20 Pl Thread
5 Y2 20 Yy 'h 20 ™ oD
] e 18 *a ¥ 18 Yy l
B A 16 *a Yo 16 e
10 s 14 In (A 14 ya
12 1'he 12 e e 12 *ha Solid Male swivel Female
14 1% 12 1Y e 12 1 410 JS
16 1Y, 12 1%y L 12 1y (3380 JM) (3 )
20 A 12 1 e 12 1/
24 1" 12 1y 1 12 L™
32 2% 12 2'h 2'h 12 2
SAE (45°FLARE) FITTINGS
SPECIFICATIONS
Mala Thread Female Thread
omsa Thread 1 Thiead ©.0 "“"'g" Mo Trweads | Theead H:— A
Mol Mo, Threass U e
Slea: [ s tnd Per Ineh in ) "1 | periecn |10 (in) 1 950 1 ( 5 5 ‘rr/' lll m
2 . 24 e Y 24 “iw | Thread /(— . [
3 3 24 s s 24 P oD -
4 o 20 e e 20 Plas __1__ ) e —
5 Uy 20 Iy "y 20 L/
6 Ve 18 Yo *y 18 Y
y 1 k] ¥, 16 "y
IBO .:: 12 " " 34 opy Solid Male Swivel Female
12 1" 14 1'hs 1 14 B (3320 AM) (3350 AS)
SPECIFICATIONS
Dash Male Thread " Female Thread “O" RING BOSS FITTINGS
Size Homanal No. Thioads | Thiead O 0 |y iena g No. Trugads | Thread
[ThreadSue (in Per inch fin} (%) Partnch | 1D.(In]
2 e 24 e e 24 e
k] y 24 Yy Y 24 M
4 e 20 T T 20 Bl 1 1
5 X 20 't "z 20 Plea IHREAD  THAEAD
6 i 18 *aw *lve 18 iy oo 1] =
] 3, 16 ’.". % 16 i I
10 5 14 A I 14 W _L_.
12 Ve 12 1'he Vi 12 B
14 Y 12 1 (K 12 1 e
16 ¥ 12 1 1 12 LIl
D ™, 1% 12 1%,
gE ”: :g Vi i 12 i Malg "O" Ring Boss  Female "O" Ring Boss
32 2% 12 0 2% 12 2 (3430 SMO) (SN)

TDF311088/2
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SPECIFICATIONS
Dash Tulse —— Male Thread Female Thread
see | i Sieiin) [hieads 00 finceass 0.0|No Trreass| Threaai 0 SAE INVERTED FLARE TYPE FITTINGS
i fin) fn) Per Ingh n )
2 ' e 28 Y 28 [ g
a e 3, 24 Yy 24 Yy | — .= r”‘[ I { H i E S —
4 Y " 24 e 24 Pl — 1'-' - THREAD O D THREADID |l ——
5 e A 20 "y 20 y I s 5 A ] A e
[ Yy Ya 18 i, 18 e .“ \ ’l L] , SRS
7 e e 18 e 18 Vi st a
[ Wy 3, 18 ¥, 18 e, N
10 Yy e 18 A 1} " Swivel Male Solig Female
12 M e e 16 1 16 | (3330 IMXJ (3360 IN)
SPECIFICATIONS “0"” RING FLANGE SAE J518
Dash Code 61 Code 62 S o
Size | -Mrpim (in) | H Dim (In) | "M OIm n) | M Dim. (n) e MR .|
8 1% . " . ]
12 1 265 1 345
16 1, 315 1" ars ™ T M
20 2 315 2% 405 HL
24 2% 315 2"y 495 l |
32 2% ars ah 495 et 3
40 Py . . -
;g ‘I‘: ] Code 61 Code 62
64 5 . (3280 SA) (3290 SAH)
CODE 61-SAEJ518 CODE 62-SAEJ518
Dash A" . Dash A "B"
Size e i, Flange Size Size ron b4 Flange Size
<0608 6.73 394 R1.3/16 De08 775 304 R114
-0808 6.73 394 R1.3/16 -0808 1.75 394 LERI
0810 7.20 4.00 R 11132 1012 8.76 394 R 158
-1010 7.20 4.00 R 11132 -1212 B8.76 394 R 158
1012 673 394 R1.1/2 1216 953 394 R17/8
1212 673 384 R1.12 1616 8.53 04 A28
-1216 B.00 394 R1314 -1620 1029 354 R218
1616 8.00 394 R34 2020 1029 394 R2.1/8
1620 8.00 364 R2 2024 1257 ERT) R212
-2020 8.00 394 R2 -2424 12.57 3M R2w2
-2024 8.00 394 R238 2432 1257 354 R3wve
2424 B.0O 394 R23m8 -3232 1257 394 R318
-2432 9.53 394 R 21316
-3232 953 384 A21an6
SPECIAL GREASE FITTINGS
" — 34, Jem—"
—1_
'/,-27 Tapered Thread '1,-27 Pipe Thread
Solid Female Sold Male
SPECIFICATIONS
Dash Thread | No.of Threads | Nut Thread 1.0 SAE FLARELESS FITTINGS
Size 0D (in) Per Inch (In.)
4 v 20 B
6 b [ 18 "
B ¥, 16 "
10 h 14 Wae
12 ' 12 Wy
16 1Y 12 1%
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FLEXIBLE HOSE & FITTING

& fit-Flax

The fiting & Rexble Hoss Spedalist

PARKER TRIPLE THREAD FLARE FITTINGS
SPECIFICATIONS

m‘
Dash |Nominal Thread| No. Threads | Male Thread |Female Thraad =
Size Size (in ) Per Inch 0.0 (in) 10. (in) Thread  Thread 30~
16 1" 14 I L s IDI P an /<
20 14 14 10 e -—L—‘——
24 1, 14 1", 1%
3z 2% 12 2'l 1" Swivel Female Solid Male
BSPP (BRITISH STANDARD PIPE PARALLEL
SPECIFICATIONS
Dash |Mominal Trread| No. Threads | Male Thread |Female Thread
Size Size (in ) Per Inch 0D (in}) 1.D. (In.}
Thread
a e 19 518 451 — 0D |~
6 Ya 19 656 589
;] s 14 825 734 ——l—_
10 Yy 14 802 an
12 Y 14 1.041 950 )
16 - 1" 1309 1.193 Buavel Fombie g—
(3080 BS) (3020 BM)
SPECIFICATIONS DIN (DEUTSCH INDUSTRY NORM} METRIC
Thread Male Thread | Female Thread
Designation 0.0 (mm.) 1D (mm.) :l"g'__
Midx 15 14.0 125 I‘hread Thread
M16x 1.5 16.0 145 - 00 -
M22x15 220 205
M24x15 240 25
M26x 1.5 260 245
MiDx 20 30.0 279
M36x 2.0 360 3389 Swivel Femala Solid Male
M42 x 2.0 420 39.9 (3540 ULS) (3520 ULM)
(3570 VHS) (3550 VHM)
S oATINS FFOR (FLAT-FACE “0O” RING) FITTINGS
Dash Thread Male Thread |Female Thread
Size Sure 0D {n} 1D {In}
4 * w18 ' Yy
6 16 " s
8 w16 " Y
10 1-14 1 e
i2 19,412 1My 1y
16 112 17 1"y
20 1"he12 1" 14y Swival i Female Sobd Male
. ",
24 212 2 i (3830 ORS) (3840 ORM)
SPECIFICATIONS JAPANESE (KOMATSU) METRIC FLARE FITTINGS
Dash Male Thread |Female Thread | Thread Piich - 300
Size | OD.(mm) | 1D (mm) {mm.) @ TN
) 1'7‘_' i
6 1800 1638 15 il Thread ,(
8 22.00 20.38 15 ' [
10 24.00 2231 1.5
12 30.00 2837 15 :
16 3300 31.37 1.5
20 3600 34.38 15
i 40 15
e REh i Swivel Female Solid Male
(3630 KS) (3690 KM) -
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The Riting & Rexdble Hose Spedalist
“300” SERIES (“G” SERIES) STEM SUMMARY
ll‘l' L B" ilcli IIDII IIE"
SIZE
{(mm.) (mm.) (mm.) (mm.) {mm.)
04 36.00 450 12.40 7.00 6.40 i I
06 38.00 4.50 15.20 10.00 9.60 7—— —=b-C =
08 40.00 450 1850 | 1390 | 1320 | 1
10 45.00 5.00 2200 | 1710 | 1850 ' T A )
12 50.00 5.00 2550 | 2060 | 19.50 a
16 56.00 6.00 aaso | 2720 | 2600
DESIGN ADVANTAGES
20 70.00 6.40 4250 | 3s00 | 3240
24 71.00 7.40 4800 | 4000 | 3880 1. SMALL INVENTORY USED FOR WIDE SELECTION
az 89.00 7.40 60.60 54,00 52.00 OF HOSE.
2. GOOD SERRATION DESIGN.
3. ONE PIECE CONCEPT METAL STEM.

A5 SANN EEUATH 4. LONGER STEM FOR LONGER SERVICE LIFE.

B" : LOCKING COLLAR 5. DOUBLE HEXAGON FOR FEMALE SWIVEL STEM.
“C" : COLLAR HEIGHT 6. VERY STRONG COLLAR TO TAKE MULTI SPIRAL
“D" : LOCKING HEIGHT HOSES.

"E” . SERRATION HEIGHT 7. DOES NOT DAMAGE THE TUBE OF THE HOSE.
8. VERY WIDE LOCKING COLLAR TO TAKE VARIETY
OF FERRULES.
FERRULE | SKIVE
USE WITH HOSE HOSE TYPE e |iotaiive | DETYPE

AA) TEXTILE BRAID U3, Us, MS28, MS38 UK NON-SKIVE | UNI-KRIMP

BB) 1 WIRE BRAID U1T, MS44, MSB8 UK NON-SKIVE | UNI-KRIMP

CC) 1 WIRE BRAID UIT, UTA, MS44, MS88 ISR SKIVE | uNILOCK

DD) 1 WIRE BRAID UIT, U1A, MS44, MS88 E2A SKIVE UNL-FIT

EE) 1 WIRE BRAID U1T, MS44, M5B8 E2T NOM-SKIVE UNI-FIT

FF) 2 WIRE BRAIDS U2T, MSB4, MS98 UK NON-SKIVE | UNI-KRIMP

GG) 2 WIRE BRAIDS U2T, U2A, MS84, MS58 ISR SKIVE | UNILLOCK

HH) 2 WIRE BRAIDS U2T, U2A, MSB4, MS38 E2A SKIVE UNI-FIT

1) 2 WIRE BRAIDS U2T, MSB4, MS98 E2T NON-SKIVE |  UNI-FIT

JJ) MULTI DUTY 4 SPIRALS | UST, U12, MS210, MS280, FG4000, MS99, MS100, FR5000| UK SKIVE | UNI-KRIMP

KK) LIGHT DUTY 4 SPRIALS  |U12, MS99, MS100, MS280, FGA4000 ISR SKIVE | UNI-LLOCK

LL) HIGH IMPLUSE 4 SPIRALS |MS89, MS100, MS139, FG4000, FRS000 MS SKIVE UNI-FIT

MM) LIGHT DUTY 6 SPIRALS | U13, MS350 ss SKIVE UNI-FIT

NN} THERMOPLASTIC U7B, UBB ut NON-SKIVE | UNI-LOCK

©00) TEFLON T8, TIT uT NON-SKIVE | UNI-LOCK
REMARKS: THE SERVICE LIFE OF ASSEMBLY HOSE WILL DEPEND ON

1. SELECTION OF THE CORRECT HOSE WITH THE CORRECT FITTING
2 THE CORRECT APPLICATION
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FLEXIBLE HOSE & FITTING
@ fit-Flex
CRIMPING CHARACTER

UNI-FIT TYPE

UNI-KRIMP TYPE

N

UNI-LOCK TYPE

PLEASE CONSULT YOUR FIT-FLEX DEALERS FOR FURTHER DETAILS
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PRODUCT | O.0. | LD. | "A" | "B" |PACKING
FERRULE SERIES CODE | (MM, | (MM.) | (MM.) | (MM.) |PCS/PACK
0120 (E2A) 012004 | 2130 | 1620 | 3500 | 3.70 10
4 1B 012006 | 23.40 | 17.80 | 38.00 | 3.70 10
z ] 012008 | 28.60 | 21.80 | 42.00 [ 3.70 10
L - 012010 | 3120 | 2440 | 4750 | 4.70 10
012012 | 3500 | 28.40 | s0.00 | 4.70 10
AL 012016 | 44.50 | 37.00 | 55.00 | 4.70 10
SKIVE FERRULE 012020 | 55.50 | 46.40 | 72.00 | 5.50 5
FOR USE WITH
HOSE SERIES :
110, 111, 120, 121, 223, 224, 338
TOGETHER WITH
STEM SERIES : 300
0210 (BR) 021004 | 21.30 | 1620 | 25.40 | 2.00 10
+ 1o B 021006 | 23.40 | 17.80 | 2540 | 2.00 10
021008 | 28.60 | 21.80 | 31.60 | 2.20 10
021010 | 3120 | 24.40 | 3160 | 2.20 10
021012 | 3500 | 2840 | 37.40 | 2.40 10
ke —A 021016 | 44.50 | 37.00 | 50.00 | 4.00 10
SKIVE FERRULE 021020 | 55.50 | 46.40 | 70.40 | 5.00 5
FOR USE WITH
HOSE SERIES :
110, 111, 120, 121, 223, 224, 338
TOGETHER WITH
STEM SERIES : 300
0240 (MS) 024004 | 22.60 | 16.00 | 35.00 | 3.70 10 '
. 1 i . 024006 | 26.90 | 20.00 | 38.00 | 3.70 10
024008 | 32.50 | 25.00 | 42.00 | 3.70 10
II || 024010 | 34.50 | 26.90 | 47.50 | 4.70 10 ‘
024012 | 3800 | 30.50 | 50.00 | 4.70 10
P s 024016 | 47.50 | 39.40 | 55.00 | 4.70 10
SKIVE FERRULE 024020 | 57.00 | 4830 | 72.00 | 5.50 5
FOR USE WITH 024024 | 65.00 | 55.40 | 74.50 | 6.40 5
HOSE SERIES : 024032 | 80.10 | 68.40 | 89.00 | 6.40 5
112, 119, 122, 191, 235
TOGETHER WITH
STEM SERIES : 300
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FLEXIBLE HOSE & FITTING

PRODUCT | O.0. | LD. | "A" | "B" |PACKING
FERRULE SERIES
CODE [ (MM, | (MM.) [ (MM.) | (MM.) |PCS/PACK]
0321 (U]{) 032104 | 19.00 | 16.00 | 42.00 10
032106 | 24.00 | 20.00 | 44.00 10
[P 032108 | 27.00 | 23.00 | 47.00 10
S ——N 032110 | 32.00 | 28.00 | 53.00 10
032112 | 37.00 | 33.00 | 57.00 10
R 032116 | 43.00 | 39.00 | 64.00 10
NON SKIVE FERRULE 032120 | 57.00 | 51.00 | 80.00 5
3 FOR USE WITH
HOSE SERIES :
111, 121,223,224, 338
TOGETHER WITH
STEM SERIES : 300
0460 (SS) 046012 | 38.00 | 31,00 | 53.00 | 4.30 10
0460 16 | 48.00 | 39.10 | 58.00 | 4.50 10
046020 | 61.00 | 49.80 | 72.00 | 4.80 5
046024 | 69.80 | 5830 | 89.00 | 6.20 5
046032 | 87.00 | 7260 | 93.50 | 6.20 5
SKIVE FERRULE
FOR USE WITH
HOSE SERIES : 113, 123, 124
TOGETHER WITH
STEM SERIES : 300
0540 (ISR) 054004 | 2170 | 16.00 | 40.00 | 3.50 10
""2"“3 054006 | 25.40 | 20.00 | 42.00 [ 350 [ 10
054008 | 28.60 | 23.00 | 45.00 | 3.50 10
T 054010 | 34.00 | 27.90 | 52.00 [ 4.70 10
e 054012 | 38.00 | 32.00 | 56.00 | 4.70 10
SKIVE FERRULE 054016 | 44.50 | 37.50 | 63.00 | 4.70 10
FOR USE WITH 054020 | 55.50 | 46.00 | 80.00 | 5.00 5
HOSE SERIES :
110, 111, 112, 119, 191, 120, 121, 122,
223, 224, 235, 338
TOGETHER WITH
STEM SERIES : 300
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_ HOSE PACKING
3020 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBM 3020 0404 1/4 G1/4B-19TPI-55° 10
BSPP MALE NO SEAL 3020 0406 14 G3/8B-19TPI-55° 10
3020 0606 38 G3/8B-19TPI-55° 10
3020 0608 38 G1/2B-14TPI-55° 10
o 3020 0808 12 G1/2B-14TPI-55° 10
3020 0810 12 G5/8B-14TPI-55° 10
3020 1010 5/8 G5/8B-14TPI-55° 10
3020 1012 58 G3/4B-14TPI-55° 10
3020 1212 W4 G3/4B-14TPI-55° 5
3020 1216 34 GIB-11TPI-55° 5
3020 1616 1 GIB-11TPI-55° 5
3020 1620 1 G1.1/4B-11TPI-55° 5
GBM 3020 2020 L1/4 | G1.1/4B-11TPI-55° 5
ASSEMBLE WITH 3020 2024 114 | GI.1/2B-11TPI-55° 5
FERRULE SERIES : 3020 2424 112 | GL1/2B-11TPI-55° 2
0120, 0121, 0240 3020 2432 112 G2B-11TPI-55° 2
3020 3232 2 G2B-11TPI-55° 2
HOSE PACKING
3030 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GBMO 3030 0404 1/4 G1/4B-19TPI-55° 5
BSPP MALE ¥ 3030 0606 318 G3/8B-19TPI-55° 5
O'RING SEAL 3030 0808 ) G1/2B-14TPI-55° 5

3030 1212 4 G3/4B-14TPI-55° 5
3030 1616 1 GIB-11TPI-55° 5
3030 2020 1.1/4 | GLIM4B-11TPI-55° 5
GBMO
ASSEMBLE WITH
0120, 0121, 0240
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HOSE PACKING
3080 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBS 3080 0404 1/4 P.F. 1/4-19 10
BSPP FEMALE 3080 0406 1/4 P.F. 3/8-19 10
SWIVEL NUT 3080 0606 3/8 PF. 3/8-19 10
3080 0608 3/8 PF. 1/2-14 10
3080 0808 12 P.F. 112-14 10
3080 0810 12 P.F. 5/8-14 10
3080 1010 5/8 P.F. 5/8-14 10
3080 1012 5/8 P.F. 3/4-14 10
3080 1212 3/4 P.F. 3/4-14 5
3080 1216 3/4 PF. 1-11 5
3080 1616 1 PF. 1-11 5
3080 1620 1 PF. L1/4-11 5
GBS 3080 2020 1.1/4 PF. 1.1/4-11 5
ASSEMBLE WITH 3080 2024 1.1/4 PF. 1.12-11 5
FERRULE SERIES : 3080 2424 1.12 PF. 1.12-11 2
0120, 0121, 0240 3080 2432 1172 PF. 2-11 2
. 30803232 2 PF. 2-11 2
HOSE PACKING
3084 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBS45° 3084 0404 1/4 P.F. 1/4-19 10
BSPP FEMALE 3084 0406 1/4 P.F. 3/8-19 10
SWIVEL NUT 3084 0606 38 P.F. 3/8-19 10
45° SWEPT ELBOW 3084 0608 /8 P.F. 112-14 10
3084 0808 12 P.F. 1/2-14 10
3084 0810 12 P.F. 5/8-14 10
3084 1010 5/8 P.F. 5/8-14 10
3084 1012 5/8 P.F. 3/4-14 10
3084 1212 3/4 P.F.3/4-14. 5
3084 1216 3/4 PF. 1-11 5
3084 1616 1 PF. 1-11 5
3084 1620 1 P.F. 1.1/4-11 5
GBSA5° 3084 2020 1.1/4 PF. 1.1/4-11 5
ASSEMBLE WITH 3084 2024 1.1/4 P.F. 1.12-11 5
FERRULE SERIES : 3084 2424 1122 P.F. 1.12-11 2
0120, 0121, 0240 3084 2432 1.172 P.F.2-11 2
3084 3232 2 P.F.2-11 2
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HOSE PACKING
3089 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBS90° 3089 0404 1/4 P.F. 1/4-19 10
BSPP FEMALE 3089 0406 1/4 PF.3/8-19 10
SWIVEL NUT 3089 0606 3/8 P.F. 3/8-19 10
90° SWEPT ELBOW 3089 0608 3/8 PF. 1/2-14 10
3089 0808 112 P.F. 1/2-14 10
3089 0810 12 PF. 5/8-14 10
3089 1010 5/8 PF. 5/8-14 10
3089 1012 5/8 PF. 3/4-14 10
3089 1212 3/4 PF. 3/4-14 5
3089 1216 34 PF. 1-11 5
3089 1616 1 PF. 1-11 5
3089 1620 1 PF. 1.1/4-11 5
GBS90° 3089 2020 1.1/4 P.F. 1.1/4-11 5
ASSEMBLE WITH 3089 2024 1.1/4 P.F. 1.122-11 5
FERRULE SERIES : 3089 2424 1172 P.F. 117211 2
0120, 0121, 0240 3089 2432 112 P.F. 2-11 2
3089 3232 2 PF.2-11 2
HOSE PACKING
3090 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBFS 3090 0402 1/4 P.F. 1/8-28 10
BSPP FEMALE 3090 0404 1/4 PF. 1/4-19 10
INVERTED CONE 3090 0406 1/4 P.F. 3/8-19 10
SWIVEL NUT 3090 0606 38 P.F. 3/8-19 10
3090 0608 318 P.F. 1/2-14 10
30 3090 0808 11 P.F. 1/2-14 10
3090 0810 12 P.F. 5/8-14 10
3090 1010 5/8 P.F. 5/8-14 10
3090 1012 5/8 P.F. 3/4-14 10
3090 1212 34 P.F. 3/4-14 5
3090 1216 34 PF. 1-11 5
3090 1616 1 PF. 1-11 5
GBFS 3090 1620 1 P.F. 1.1/4-11 5
ASSEMBLE WITH 3090 2020 1.1/4 P.F. 1.1/4-11 5
FERRULE SERIES : 3090 2024 1.1/4 PF. 1.1/2-11 5
0120, 0121, 0240 3090 2424 1112 PF. 1.1/2-11 2
3090 3232 2 PF. 2-11 2
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HOSE PACKING
3094 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBFS45° 3094 0404 1/4 P.F. 1/4-19 10
BSPP FEMALE 3094 0406 1/4 P.F. 3/8-19 10
INVERTED CONE 3094 0606 38 P.F. 3/8-19 10
SWIVEL NUT 3094 0608 38 PF. 1/2-14 10
45° SWEPT ELBOW 3094 0808 112 P.F. 112-14 10
3094 0810 12 P.F. 5/8-14 10
3094 1010 5/8 P.F. 5/8-14 10
3094 1012 5/8 P.F. 3/4-14 10
3 3094 1212 3/4 PF. 3/4-14 5
3094 1216 3/4 PF. 1-11 5
3094 1616 1 PF. 1-11 5
3094 1620 1 PF. 1.1/4-11 5
GBFSA45° 3094 2020 1.1/4 P.F. 1.1/4-11 5
ASSEMBLE WITH 3094 2024 1.1/4 P.F. 1.12-11 5
FERRULE SERIES : 3094 2424 1122 PF. 1.12-11 2
0120, 0121, 0240 3094 2432 1.12 PF.2-11 2
3094 3232 2 PF.2-11 2
HOSE PACKING
3099 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBFS90° 3099 0404 1/4 P.F. 1/4-19 10
BSPP FEMALE 3099 0406 1/4 P.F. 3/8-19 10
INVERTED CONE 3099 0606 3/8 PF.3/8-19 10
SWIVEL NUT 3099 0608 38 PF. 1/2-14 10
90° SWEPT ELBOW 3099 0808 112 PF. 1/2-14 10
3099 0810 12 PF. 5/8-14 10
3099 1010 5/8 PF. 5/8-14 10
3099 1012 5/8 P.F. 3/4-14 10
3099 1212 34 PF. 3/4-14 5
3099 1216 3/4 PF. 1-11 5
3099 1616 1 PF.1-11 5
3099 1620 1 PF. 1.1/4-11 5
GBFS90° 3099 2020 1.1/4 P.F. 1.1/4-11 5
ASSEMBLE WITH 3099 2024 1.1/4 PF. 1.122-11 5
FERRULE SERIES : 3099 2424 1172 P.F. 1.172-11 2
0120, 0121, 0240 3099 2432 2 PF.2-11 2
3099 3232 2 P.F. 2-11 2
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: HOSE PACKING
3100 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GBSF 3100 0404 1/4 PF. 1/4-19 10
BSPP FEMALE FLAT 3100 0406 14 PF.3/8-19 10
FACE SWIVEL NUT 3100 0606 3/8 P.F. 3/8-19 10
3100 0608 318 PF. 1/2-14 10
3100 0808 112 PF. 1/2-14 10
3100 0810 112 P.F. 5/8-14 10
3100 1010 5/8 PF. 5/8-14 10
3100 1012 5/8 PF. 3/4-14 10
3100 1212 3/4 P.F. 3/4-14 5
3100 1216 3/4 PF.1-11 5
3100 1616 1 PF. 1-11 5
3100 1620 1 P.F. 1.1/4-11 5
GRS 3100 2020 114 P.F. 1.1/4-11 5
ASSEMBLE WITH 3100 2024 1.1/4 P.F. 1.172-11 5
FERRULE SERIES : 3100 2424 1122 PF. 1.1/2-11 2
0120, 0121, 0240 3100 2432 .12 PF.2-11 2
3100 3232 2 PF. 2-11 2

HOSE PACKING

3130 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK

(IN.) (IN.)
FITTING TYPE : GBMT 3130 0402 1/4 1/8-28BSPT 10
BSPT MALE 3130 0404 1/4 1/4-19BSPT 10
3130 0406 1/4 3/8-19BSPT 10
3130 0606 /8 3/8-19BSPT 10
- 3130 0608 3/8 1/2-14BSPT 10 "

3130 0808 12 1/2-14BSPT 10
3130 1010 5/8 5/8-14BSPT 10
3130 1012 5/8 3/4-14BSPT 10
3130 1212 3/4 3/4-14BSPT 5
< 3130 1216 34 1-11BSPT 5
3130 1616 | 1-11BSPT A
' 3130 1620 1 1.1/4-11BSPT 5
GBMT 3130 2020 1.1/4 1.1/4-11BSPT 5
ASSEMBLE WITH 3130 2024 1.1/4 1.1/2-11BSPT 5
FERRULE SERIES : 3130 2424 1112 1.1/2-11BSPT 2
0120, 0121, 0240 3130 2432 1.172 2-11BSPT 2
3130 3232 2 2-11BSPT 2
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HOSE PACKING
3190 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GPMX 3190 0404 1/4 1/4-18NPTF 10
NPSM MALE 3190 0406 114 3/8-18NPTF 10
SWIVEL NUT 3190 0606 38 3/8-18NPTF 10

3190 0608 318 1/2-14NPTF 10
3190 0808 12 1/2-14NPTF 10
3190 1012 5/8 3/4-14NPTF 10
3190 1212 3/4 3/4-14NPTF 5
3190 1216 3/4 1-11.1/2NPTF 5
3190 1616 1 1-11.1/2NPTF 5
GPMX
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3240 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GPMT 3240 0402 1/4 1/8-27NPTF 10
NPT MALE 3240 0404 1/4 1/4-18NPTF 10
3240 0406 1/4 3/8-18NPTF 10
3240 0606 38 3/8-18NPTF 10
ik 3240 0608 3/8 1/2-14NPTF 10
3240 0808 12 1/2-14NPTF 10
3240 0810 12 5/8-14NPTF 10
3240 1012 5/8 3/4-14NPTF 10
3240 1212 3/4 3/4-14NPTF 5
3240 1216 3/4 1-11.1/2NPTF 5
3240 1616 1 1-11.1/2NPTF 5
3240 1620 1 1.1/4-11.1/2NPTF 5
GPMT 3240 2020 1.1/4 1.1/4-11.1/2NPTF 5
ASSEMBLE WITH 3240 2024 1.1/4 1.1/2-11.12NPTF 5
FERRULE SERIES : 3240 2424 1172 1.1/2-11.1/2NPTF 2
0120, 0121, 0240 3240 2432 112 2-11.1/INPTF 2
3240 3232 2 2-11.1/2NPTF 2
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HOSE PACKING
3260 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GPNT 3260 0402 1/4 1/8-27NPTF 10
NPT FEMALE 3260 0404 1/4 1/4-18NPTF 10
TAPPED HOLE 3260 0406 1/4 3/8-18NPTF 10

3260 0606 3/8 3/8-18NPTF 10

3260 0608 3/8 1/2-14NPTF 10

3260 0808 12 1/2-14NPTF 10

3260 1012 5/8 3/4-14NPTF 10

3260 1212 34 3/4-14NPTF 5

GPNT
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3280 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GSA 3280 0606 3/8 R 3/4 10

SAE O'RING FLANGE 3280 0608 /8 R 1.3/16 10

CODE 61 3280 0808 12 R 13/16 10

3280 0810 112 R 1.11/32 10

3280 1010 5/8 R 1.11/32 10 i

= 3280 1012 5/8 R 1172 10

3280 1212 3/4 R1.172 5

3280 1216 3/4 R 1.3/4 5

3280 1616 1 R 1.3/4 5

3280 1620 | R2 5

3280 2020 1.1/4 R2 5

3280 2024 1.1/4 R23/8 5

GSA 3280 2424 1172 R 2.3/8 2

ASSEMBLE WITH 3280 2432 1122 R 2.13/16 2

FERRULE SERIES : 3280 3232 2 R 2.13/16 2

0120, 0121, 0240

F31098/9



@ fit-Flex

The Fitling & Redble Hose Spedalist

ASJ

WORLDWIDE

FLEXIBLE HOSE & FITTING

0120, 0121, 0240

HOSE PACKING
3282 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSA22° 3282 0608 38 R 1.3/16 10
SAE O'RING FLANGE 3282 0808 12 R 1.3/16 10
CODE 61 3282 0810 12 R1.11/32 10
22° SWEPT ELBOW 3282 1010 5/8 R1.11/32 10
3282 1012 5/8 R 112 10
3282 1212 3/4 R1.12 5
3282 1216 3/4 R 1.3/4 5
3282 1616 1 R 1.3/4 5
; 3282 1620 1 R2 5
3282 2020 1.1/4 R2 5
3282 2024 1.1/4 R2.3/8 5
3282 2424 1.12 R2.3/8 2
GSA22° 3282 2432 1.172 R 2.13/16 2
ASSEMBLE WITH 3282 3232 2 R 2.13/16 2
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3283 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSA30° 3283 0608 318 R 1.3/16 10
SAE O'RING FLANGE 3283 0808 112 R 1.3/16 10
CODE 61 3283 0810 12 R 1.11/32 10
30° SWEPT ELBOW 3283 1010 5/8 R 1.11/32 10
3283 1012 5/8 R1.112 10
3283 1212 3/4 R 1172 5
3283 1216 3/4 R 1.3/4 5
3283 1616 1 R 1.3/4 5
3283 1620 1 R2 5
3283 2020 1.1/4 R2 5
3283 2024 1.1/4 R2.3/8 5
3283 2424 112 R2.3/8 2
GSA30° 3283 2432 112 R2.13/16 2
ASSEMBLE WITH 3283 3232 2 R 2.13/16 2
FERRULE SERIES :
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-flax

The Fiting & Raxbls Hoss Spedalst

_ HOSE PACKING
3284 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSA45° 3284 0608 3/8 R 1.3/16 10
SAE O'RING FLANGE 3284 0808 12 R 1.3/16 10
CODE 61 3284 0810 12 R 1.11/32 10
45° SWEPT ELBOW 3284 1010 5/8 R 1.11/32 10
3284 1012 5/8 R1.172 10
3284 1212 3/4 R1.172 5
3284 1216 3/4 R 1.3/4 5
3284 1616 1 R 1.3/4 5
3284 1620 1 R2 5
3284 2020 11/4 R2 5
3284 2024 1.1/4 R23/8 5
3284 2424 1172 R2.3/8 2
GSA45° 3284 2432 1122 R 2.13/16 2
ASSEMBLE WITH 3284 3232 2 R 2.13/16 2
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3286 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSA60° 3286 0608 38 R 1.3/16 10
SAE O'RING FLANGE 3286 0808 12 R 1.3/16 10
CODE 61 3286 0810 12 R 1.11/32 10
60° SWEPT ELBOW 3286 1010 5/8 R 1.11/32 10
3286 1012 5/8 R 1112 10
3286 1212 3/4 R 112 5
3286 1216 3/4 R 1.3/4 5
3286 1616 1 R 1.3/4 5
3286 1620 1 R2 5
3286 2020 1.1/4 R2 5
3286 2024 1.1/4 R23/8 5
- 3286 2424 112 R2.3/8 2
GSAG60° 3286 2432 L1112 R 2.13/16 2
ASSEMBLE WITH 3286 3232 2 R 2.13/16 2
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

@ fit-flax
Tha Riting & Radbls Hosa Spedals
HOSE PACKING
3289 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSA90° 3289 0608 38 R 1.3/16 10
SAE O'RING FLANGE 3289 0808 12 R 1.3/16 10
CODE 61 3289 0810 112 R 1.11/32 10
90° SWEPT ELBOW 3289 1010 5/8 R1.11/32 10
3289 1012 5/8 R 112 10
3289 1212 3/4 R 112 5
3289 1216 3/4 R 1.3/4 5
3289 1616 1 R 1.3/4 5
" 3289 1620 1 R2 5
3289 2020 1174 R2 5
3289 2024 1.1/4 R 2.3/8 5
3289 2424 1122 R2.3/8 2
GSA90° 3289 2432 112 R2.13/16 2
ASSEMBLE WITH 3289 3232 2 R2.13/16 2
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3290 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAH 3290 0608 38 R 114 10
SAE O'RING FLANGE 3290 0808 12 R1.1/4 10
CODE 62 3290 1012 5/8 R 1.5/8 10
3290 1212 3/4 R 1.5/8 5
3290 1216 3/4 R 1.7/8 5
i 3290 1616 1 R 1.7/8 5
3290 1620 1 R2.1/8 5
3290 2020 1.1/4 R2.1/8 5
3290 2024 1.1/4 R2.112 5
3290 2424 .12 R2.172 2
3290 2432 1172 R3.1/8 2
3290 3232 2 R3.1/8 2
GSAH
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-Flex

The Fiting & Fexibls Hoss Spedalst

HOSE PACKING
3294 PRODUCT CODE | BORE | THREADSIZE |[PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAH45° 3294 0608 3/8 R 1.1/4 10
SAE O'RING FLANGE 3294 0808 12 R 1.1/4 10
CODE 62 3294 1012 5/8 R 1.5/8 10
45° SWEPT ELBOW 3294 1212 3/4 R 158 5
3294 1216 3/4 R 1.7/8 5
3294 1616 1 R 1.7/8 5
3294 1620 1 R2.1/8 5
3294 2020 1.1/4 R2.1/8 5
3294 2024 1.1/4 R2.172 5
3294 2424 1172 R2.172 2
3294 2432 1112 R3.1/8 2
3294 3232 2 R3.1/8 2
GSAHA45°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3299 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAH90° 3299 0608 3/8 R 1.1/4 10
SAE O'RING FLANGE 3299 0808 12 R1.1/4 10
CODE 62 3299 1012 5/8 R 1.5/8 10
90° SWEPT ELBOW 3299 1212 3/4 R 1.5/8 5
3299 1216 3/4 R1.7/8 5
3299 1616 1 R 1.7/8 5
3299 1620 1 R2.1/8 5
3299 2020 1.1/4 R2.1/8 5
3299 2024 1.1/4 R2.172 5
3299 2424 1.172 R2.1/2 2
3299 2432 1.172 R3.1/8 2
3299 3232 2 R3.1/8 2
GSAH90°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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& fit-Flex

The Fitling & Rexible Hose Spedalst

ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

HOSE PACKING
3310 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAC - 3310 1212 3/4 R1.58-1/2 5
EHP O'RING FLANGE 3310 1216 3/4 R1.7/8-1/2 5
"CAT" STYLE 3310 1616 1 R1.7/8-172 5
3310 1620 1 R2.1/8- 12 5
3310 2020 1.1/4 R2.1/8-172 5
o 3310 2024 1.1/4 R2.12-172 5
3310 2424 1.12 R2.12-172 2
3310 2432 1.12 R3.1/8-1/2 2
g 3310 3232 2 R3.1/8-172 2
GSAC
ASSEMBLE WITH
FERRULE SERIES :
0240, 0460
HOSE PACKING
3314 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAC45° 3314 1212 3/4 R 1.5/8-1/2 5
EHP O'RING FLANGE 3314 1216 3/4 R 1.7/8-172 5
"CAT" STYLE 3314 1616 1 R 1.7/8-12 5
45° SWEPT ELBOW 3314 1620 1 R 2.1/8-172 5
3314 2020 1L.1/4 R 2.1/8-172 5
3314 2024 1.1/4 R 2.1/2-112 5
3314 2424 1.12 R 2.1/2-172 2
3314 2432 1.12 R 3.1/8-172 2
3314 3232 2 R 3.1/8-172 2
GSACA45°
ASSEMBLE WITH
FERRULE SERIES :
0240, 0460
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-Flaxc

The-FRting & Aedble Hose Spedalst

: HOSE PACKING
3319 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSAC90° 3319 1212 3/4 R 1.5/8-1/2 5
EHP O'RING FLANGE 3319 1216 3/4 R 1.7/8-172 5
"CAT" STYLE 3319 1616 1 R 1.7/8-172 5
90° SWEPT ELBOW 3319 1620 1 R 2.1/8-172 5
3319 2020 1.1/4 R 2.1/8-112 5
3319 2024 1.1/4 R2.1/2-112 5
3319 2424 .12 R 2.1/2-172 2
3319 2432 112 R 3.1/8-172 2
3319 3232 2 R 3.1/8-1/2 2
GSAC90°
ASSEMBLE WITH
FERRULE SERIES :
0240, 0460
HOSE PACKING
3320 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GAM 3320 0404 1/4 7/16-20UNF 10
SAE MALE 3320 0405 1/4 1/2-20UNF 10
3320 0406 1/4 5/8-18UNF 10
3320 0606 3/8 5/8-18UNF 10
3320 0608 3/8 3/4-16UNF 10
3320 0808 112 3/4-16UNF 10
3320 0810 112 7/8-14UNF 10
3320 1010 5/8 7/8-14UNF 10
3320 1012 5/8 1.1/16-14UNS 10
3320 1212 3/4 1.1/16-14UNS 5
GAM
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-Flax
The Fiting & Fexbis Hose Spadalst
HOSE PACKING
3330 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GIMX 3330 0403 1/4 3/8-24UNF 10
SAE MALE 3330 0404 1/4 7/16-24UNF 10
INVERTED FLARE 3330 0405 1/4 1/2-20UNF 10
3330 0606 3/8 5/8-18UNF 10
3330 0607 38 11/16-18UNF 10
3330 0808 12 3/4-18UNF 10
3330 1010 5/8 7/8-18UNF 10
3330 1212 3/4 1.1/16-16UNF 5
GIMX
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3334 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GIMX45° 3334 0403 1/4 3/8-24UNF 10
SAE MALE 3334 0404 1/4 7/16-24UNF 10
INVERTED FLARE 3334 0405 1/4 1/2-20UNF 10
45° SWEPT ELBOW 3334 0606 38 5/8-18UNF 10
3334 0607 38 11/16-18UNF 10
3334 0808 12 3/4-18UNF 10
3334 1010 5/8 7/8-18UNF 10
3334 1212 3/4 1.1/16-16UNF 5
GIMXA45°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-Flaxc
The Atting & Rexble Hose Spedols
HOSE PACKING
3339 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GIMX90° 3339 0403 1/4 3/8-24UNF 10
SAE MALE 3339 0404 1/4 7/16-24UNF 10
INVERTED FLARE 3339 0405 1/4 1/2-20UNF 10
90° SWEPT ELBOW 3339 0606 318 5/8-1UNF 10
3339 0607 318 11/16-18UNF 10
3339 0808 12 3/4-18UNF 10
3339 1010 5/8 7/8-18UNF 10
3339 1212 34 1.1/16-16UNF 5
GIMX90°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3350 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK|
(IN.) (IN.)

FITTING TYPE : GAS 3350 0404 1/4 7/16-20UNF 10
SAE FEMALE 3350 0405 /4 1/2-20UNF 10
SWIVEL NUT 3350 0406 1/4 5/8-18UNF 10

3350 0606 3/8 5/8-18UNF 10
3350 0608 3/8 3/4-16UNF 10
3350 0808 172 3/4-16UNF 10
3350 0810 12 7/8-14UNF 10
3350 1010 5/8 7/8-14UNF 10
3350 1012 5/8 1.1/16-14UNS 10
3350 1212 3/4 1.1/16-14UNS 5
GAS
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

@ fit-Flexc
The Fitting & Raxitle Hoss Spedalist
HOSE PACKING
3354 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GAS45° 3354 0404 1/4 7/16-20UNF 10
SAE FEMALE 3354 0406 1/4 5/8-18UNF 10
SWIVEL NUT 3354 0606 3/8 5/8-18UNF 10

45° SWEPT ELBOW 3354 0608 3/8 3/4-16UNF 10
3354 0808 12 3/4-16UNF 10
3354 0810 12 7/8-14UNF 10
3354 1010 58 7/8-14UNF 10
3354 1012 5/8 1.1/16-14UNS 10
3354 1212 3/4 1.1/16-14UNS 5
GAS45°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3359 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GAS90° 3359 0404 1/4 7/16-20UNF 10
SAE FEMALE 3359 0406 1/4 5/8-18UNF 10
SWIVEL NUT 3359 0606 318 5/8-18UNF 10

90° SWEPT ELBOW 3359 0608 3/8 3/4-16UNF 10
3359 0808 12 3/4-16UNF 10
3359 0810 12 7/8-14UNF 10
) 3359 1010 5/8 7/8-14UNF 10
3359 1012 5/8 1.1/16-14UNS 10
3359 1212 3/4 1.1/16-14UNS 5
GAS90°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

@ fit-flox

The_Fitting & Fexbls Hose Spedals

HOSE PACKING
3380 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GIM 3380 0404 1/4 7/16-20UNF 10
JIC MALE 3380 0406 1/4 9/16-18UNF 10
3380 0606 3/8 9/16-18UNF 10
3380 0608 3/8 3/4-16UNF 10
Lo 3380 0808 12 3/4-16UNF 10
3380 0810 12 7/8-14UNF 10
3380 1010 5/8 7/8-14UNF 10
3380 1012 5/8 1.1/16-12UN 10
3380 1212 3/4 1.1/16-12UN 5
3380 1216 3/4 1.5/16-12UN 5
3380 1616 1 1.5/16-12UN 5
3380 1620 | 1.5/8-12UN 5
GIJM 3380 2020 1.1/4 1.5/8-12UN 5
ASSEMBLE WITH 3380 2024 1.1/4 1.7/8-12UN 5
FERRULE SERIES : 3380 2424 112 1.7/8-12UN 2
0120, 0121, 0240 3380 2432 1.12 2.1/2-12UN 2
3380 3232 2 2.1/2-12UN 2

HOSE PACKING

3410 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK

(IN.) (IN.)

FITTING TYPE : GJS 3410 0404 1/4 7/16-20UNF 10
JIC FEMALE 3410 0406 1/4 9/16-18UNF 10
SWIVEL NUT 3410 0606 38 9/16-18UNF 10

3410 0608 3/8 3/4-16UNF 10

3410 0808 12 3/4-16UNF 10

3410 0810 12 7/8-14UNF 10

3410 1010 5/8 7/8-14UNF 10

3410 1012 5/8 1.1/16-12UN 10

3410 1212 3/4 1.1/16-12UN 5

3410 1216 3/4 1.5/16-12UN 5

3410 1616 | 1.5/16-12UN 5

: 3410 1620 1 1.5/8-12UN 5

GJS 3410 2020 1.1/4 1.5/8-12UN 5
ASSEMBLE WITH 3410 2024 1.1/4 1.7/8-12UN 5
FERRULE SERIES : 3410 2424 1.172 1.7/8-12UN 2
0120, 0121, 0240 3410 2432 1.172 2.1/2-12UN 2
3410 3232 2 2.1/2-12UN 2
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

@ fit-Flax
The Filtling & Raxble Hoss Spedalist
HOSE PACKING
3414 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GJS45° 3414 0404 1/4 7/16-20UNF 10
JIC FEMALE 3414 0406 1/4 9/16-18UNF 10
SWIVEL NUT 3414 0606 318 9/16-18UNF 10

45° SWEPT ELBOW 3414 0608 3/8 3/4-16UNF 10
3414 0808 12 3/4-16UNF 10
3414 0810 12 7/8-14UNF 10
3414 1010 5/8 7/8-14UNF 10
3414 1012 5/8 1.1/16-12UN 10
3414 1212 3/4 1.1/16-12UN 5
3414 1216 3/4 1.5/16-12UN 5
3414 1616 1 1.5/16-12UN 5
3414 1620 1 1.5/8-12UN 5
GJS45° 3414 2020 1.1/4 1.5/8-12UN 5
ASSEMBLE WITH 3414 2024 1.1/4 1.7/8-12UN 5
FERRULE SERIES : 3414 2424 1112 1.7/8-12UN 2
0120, 0121, 0240 3414 2432 1122 2.1/2-12UN 2
3414 3232 2 2.1/2-12UN 2
HOSE PACKING
3419 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
; (IN.) (IN.)

FITTING TYPE : GJS90° 3419 0404 1/4 7/16-20UNF 10
JIC FEMALE 3419 0406 1/4 9/16-18UNF 10
SWIVEL NUT 3419 0606 318 9/16-18UNF 10

90° SWEPT ELBOW 3419 0608 3/8 3/4-16UNF 10
3419 0808 172 3/4-16UNF 10

3419 0810 12 7/8-14UNF 10

3419 1010 5/8 7/8-14UNF 10

3419 1012 5/8 1.1/16-12UN 10

3419 1212 34 1.1/16-12UN 5

3419 1216 34 1.5/16-12UN 5

3419 1616 I 1.5/16-12UN 5

3419 1620 1 1.5/8-12UN 5

GJS90° 3419 2020 1.1/4 1.5/8-12UN 5
ASSEMBLE WITH 3419 2024 1.1/4 1.7/8-12UN 5
FERRULE SERIES : 3419 2424 1.12 - 1.7/8-12UN 2
0120, 0121, 0240 3419 2432 1.12 2.1/2-12UN 2
3419 3232 2 2.1/2-12UN 2
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ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

& fit-flax
The Frting & Redbls Hote Spedals
HOSE PACKING
3430 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSMO 3430 0404 114 7/16-20UNF 10
UN O'RING MALE 3430 0606 38 9/16-18UNF 10
3430 0808 11 3/4-16UNF 10
3430 1010 5/8 7/8-14UNF 10
3430 1212 34 1.1/16-12UN 5
3430 1616 1 1.5/16-12UN
3430 2020 1.1/4 1.5/8-12UN 5
GSMO
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3470 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GSMOX 3470 0404 1/4 7/16-20UNF 10
UN O'RING MALE 3470 0406 1/4 9/16-18UNF 10
SWIVEL NUT 3470 0606 3/8 9/16-18UNF 10
3470 0608 3/8 3/4-16UNF 10
3470 0808 12 3/4-16UNF 10 %
3470 0810 12 7/8-14UNF 10
3470 1010 5/8 7/8-14UNF 10
3470 1012 5/8 1.1/16-12UN 10
3470 1212 3/4 1.1/16-12UN
3470 1216 3/4 1.5/16-12UN
3470 1616 1 1.5/16-12UN
GSMOX
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

Efit-Flax
The Fitting & Pexible Hoss Spedakst
HOSE PACKING
3520 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GULM 3520 0414 1/4 M14x15 10
METRIC MALE LIGHT 3520 0416 1/4 M16x 1.5 10
DIN 3902 3520 0616 18 M16x 1.5 10
3520 0618 38 MI8x 15 10
3520 0822 12 M22x 1.5 10
ri- 3520 1026 518 M26x 1.5 10
3520 1230 34 M30x2.0 5
3520 1636 1 M36x2.0 5
3520 2045 1.1/4 M45x2.0 5
3520 2452 112 M52x2.0 2
GULM
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3540 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GULS 3540 0414 1/4 M14x 1.5 10
METRIC FEMALE DIN 3540 0416 1/4 M16x 1.5 10
LIGHT SWIVEL NUT 3540 0616 318 M16x 1.5 10
3540 0618 8 MI8x 15 10
3540 0822 12 M22x 1.5 10
3540 1026 s/8 M26x 1.5 10
3540 1230 34 M 30x 2.0 5
3540 1636 I M 36 x 2.0 5
3540 2045 L1/4 M45x2.0 s
3540 2452 L12 M52x2.0 2
GULS
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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ASJ WORLDWIDE

FLEXIBLE HOSE & FITTING

& fit-Flex

The Fiting & Fedbls Hoss Spedalls

HOSE PACKING
3544 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GULS45° 3544 0414 1/4 MI4x 15 10
METRIC FEMALE DIN 3544 0416 14 MI6x 1.5 10
LIGHT SWIVEL NUT 3544 0616 3/8 M16x 1.5 10
45° SWEPT ELBOW 3544 0618 3/8 MI8x 1S 10
3544 0822 12 M22x 15 10
3544 1026 5/8 M26x1.5 10
3544 1230 3/4 M30x2.0 5
3544 1636 1 M 36 x 2.0 5
GULS45°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3549 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GULS90° 3549 0414 1/4 Ml4x15 10
METRIC FEMALE DIN 3549 0416 1/4 M16x 1.5 10
LIGHT SWIVEL NUT 3549 0616 3/8 M16x1.5 10
90° SWEPT ELBOW 3549 0618 38 MI8x 15 10
3549 0822 12 M22x 1.5 10
3549 1026 5/8 M26x 1.5 10 "
3549 1230 3/4 M 30 x2.0 5
3549 1636 1 M 36 x 2.0
GULS90°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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FLEXIBLE HOSE & FITTING

HOSE PACKING
3550 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHM- 3550 0414 1/4 M14x15 10
METRIC MALE HEAVY 3550 0416 1/4 M16x 15 10
DIN 3902 3550 0418 1/4 MI18x 15 10
3550 0616 38 M16x 1.5 10
3550 0620 318 M20x 1.5 10
3550 0622 3/8 M22x 15 10
3550 0822 112 M22x 1.5 10
3550 0824 112 M24x 1.5 10
3550 1024 5/8 M24x15 10
3550 1030 5/8 M30x20 10
3550 1230 3/4 M30x2.0 5
3550 1236 3/4 M36x2.0 5
3550 1642 1 M42x2.0 5
ASSEMBLE WITH 3550 2052 1.1/4 M52x2.0 5
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3560 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
_ (IN.) (MM.)
FITTING TYPE : GVHOS 3560 0414 1/4 MI14x15 10
METRIC FEMALE DIN 3560 0416 1/4 M16x 1.5 10
HEAVY O'RING 3560 0418 1/4 MI8x 1.5 10
3560 0616 38 M16x 1.5 10
3560 0620 3/8 M20x 1.5 10
3560 0622 3/8 M22x 1.5 10
3560 0822 12 M22x 1.5 10
3560 0824 12 M24x15 10
3560 1024 5/8 M24x 15 10
3560 1030 5/8 M30x2.0 10
3560 1230 3/4 M30x2.0 5
3560 1236 3/4 M 36 x2.0 5
GVHOS 3560 1642 1 M42x2.0 5
ASSEMBLE WITH 3560 2052 1.1/4 M 52x2.0 5
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3564 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHOS45° 3564 0414 1/4 MI14x15 10
METRIC FEMALE DIN 3564 0416 1/4 MI16x1.5 10
HEAVY O'RING 3564 0418 1/4 MI8x15 10
45° SWEPT ELBOW 3564 0616 3/8 M16x1.5 10
3564 0620 3/8 M20x15 10
3564 0622 3/8 M22x15 10
3564 0822 12 M22x15 10
3564 0824 12 M24x15 10
3564 1024 5/8 M24x15 10
3564 1030 5/8 M 30 x 2.0 10
3564 1230 3/4 M30x2.0 5
3564 1236 3/4 M 36 X 2.0 5
GVHOSA45° 3564 1642 1 M42x20 5
ASSEMBLE WITH 3564 2052 1.1/4 M52x2.0 5
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3569 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHOS90° 3569 0414 /4 MI4x1.5 10
METRIC FEMALE DIN 3569 0416 /4 MI6x1.5 10
HEAVY O'RING 3569 0418 1/4 MI8x1.5 10
90° SWEPT ELBOW 3569 0616 3/8 M16x1.5 10
3569 0620 3/8 M20x 1.5 10
3569 0622 3/8 M22x 1.5 10
3569 0822 12 M22x15 10
3569 0824 12 M24x1.5 10
3569 1024 5/8 M24x15 10
3569 1030 5/8 M30x2.0 10
3569 1230 3/4 M30x2.0 5
3569 1236° 3/4 M 36x2.0 5
GVHOS90° 3569 1642 1 M42x20 5
ASSEMBLE WITH 3569 2052 1.1/4 M52x2.0 5
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3570 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHS 3570 0414 1/4 Ml4x15 10
METRIC FEMALE DIN 3570 0416 1/4 M16x 1.5 10
HEAVY SWIVEL NUT 3570 0418 1/4 MI18x1.5 10
3570 0616 38 MI16x1.5 10
3570 0620 3/8 M 20 x 1.5 10
3570 0622 38 M22x1.5 10
3570 0822 112 M22x1.5 10
3570 0824 112 M24x15 10
3570 1024 5/8 M24x15 10
3570 1030 5/8 M 30 x 2.0 10
3570 1230 3/4 M 30 x 2.0 5
3570 1236 3/4 M 36 x 2.0 5
GVHS 3570 1642 1 M42x20 5
ASSEMBLE WITH 3570 2052 1.1/4 M 52 x 2.0 5
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3574 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHS45° 3574 0414 1/4 MI4x15 10
METRIC FEMALE DIN 3574 0416 1/4 M16x 1.5 10
HEAVY SWIVEL NUT 3574 0418 1/4 MI8x 1.5 10
45°SWEPT ELBOW 3574 0616 38 M16x 1.5 10
3574 0620 38 M20x 1.5 10
3574 0622 38 M22x 15 10
3574 0822 112 M22x 1.5 10
3574 0824 112 M24x15 10
3574 1024 5/8 M24x15 10
3574 1030 5/8 M 30 x 2.0 10
3574 1230 3/4 M 30 x 2.0 5
3574 1236 3/4 M 36 x 2.0 5
GVHSAS5° 3574 1642 1 M42x2.0 5
ASSEMBLE WITH 3574 2052 1.1/4 M52x2.0 5
FERRULE SERIES :
0120, 0121, 0240
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_ HOSE PACKING
3579 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GVHS90° 3579 0414 1/4 MI14x15 10
METRIC FEMALE DIN 3579 0416 1/4 M16x 1.5 10
HEAVY SWIVEL NUT 3579 0418 1/4 MI18x15 10
90° SWEPT ELBOW 3579 0616 38 M16x1.5 10
3579 0620 38 M20x1.5 10
3579 0622 38 M22x 1.5 10
3579 0822 12 M22x 1.5 10
3579 0824 1/2 M24x 15 10
3579 1024 5/8 M24x15 10
3579 1030 5/8 M30x2.0 10
3579 1230 3/4 M 30 x 2.0 5
3579 1236 3/4 M 36 x 2.0 5
GVHS90"° 3579 1642 1 Md2x2.0 5
ASSEMBLE WITH 3579 2052 1.1/4 M52x20 5
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3610 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GZIS 3610 0414 1/4 M1dx15 10
METRIC FEMALE 3610 0416 1/4 MI16x 1.5 10
ISO SWIVEL NUT 3610 0616 38 M16x 1.5 10
3610 0618 3/8 MISxX 1S 10
3610 0620 3/8 M20x 1.5 10
3610 0622 38 M22x 15 10
2e 3610 0820 12 M20x 1.5 10
3610 0822 12 M22x 15 10
3610 0824 12 M24x1.5 10
3610 1024 5/8 M24x15 10
3610 1027 5/8 M27x1.5 10
3610 1230 34 M30x 15 5
GZIS 3610 1233 34 M33x 15 5
ASSEMBLE WITH 3610 1633 1 M33x15 5
FERRULE SERIES : 3610 1636 1 M36x1.5 5
0120, 0121, 0240 3610 1639 I M39x15 5
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HOSE PACKING
3630 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GKS 3630 0414 1/4 Ml4x1.5 10
METRIC FEMALE 3630 0418 1/4 MI18x 1.5 10
KOMATSU SWIVEL NUT 3630 0618 3/8 MI8x L5 10
3630 0622 3/8 M22x 1.5 10
3630 0822 1/2 M22x 1.5 10
3630 0824 12 M24x 1.5 10
3630 1024 5/8 M24 x 1.5 10
3630 1030 5/8 M30x15 5
3630 1230 34 M30x 1.5 5
3630 1233 3/4 M33x15 5
3630 1633 1 M33x 1.5 5
3630 1636 1 M36x 1.5 5
GKS 3630 2036 1.1/4 M36x1.5 5
ASSEMBLE WITH 3630 2042 1.1/4 M42x15 2
FERRULE SERIES : 3630 2442 1172 M42x 1.5 2
0120, 0121, 0240
HOSE PACKING
3690 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GKM 3690 0414 1/4 Ml4 x 1.5 10
METRIC MALE KOMATSU 3690 0618 3/8 MI18x 15 10
3690 0822 12 M22x 15 10
3690 1024 5/8 M24x1.5 10
- 3690 1230 3/4 M30x 1.5 5
3690 1633 1 M33x1.5 5
3690 2036 1.1/4 M36x 1.5 5
3690 2442 1172 M42x 1.5 2
GKM
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3760 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)
FITTING TYPE : GBJB 3760 0404 1/4 G 1/4B-19 10
BSP BANJO 3760 0606 3/8 G 3/8B-19 10
3760 0808 12 G 12B-14 10
3760 1010 5/8 G 5/8B-14 10
3760 1212 3/4 G 3/4B-14 5
3760 1616 1 G IB-11 5
W _@u
BUEBRG
GBJB
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3770 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GBIM 3770 0412 1/4 MI2x 15 10
BANJO PARALLEL 3770 0614 3/8 MI4x15 10
DIN 7642 3770 0616 318 MI6x 1.5 10
3770 0618 318 MI8x 15 10
3770 0818 12 MISx L5 10
3770 0822 12 M22x15 10
3770 1022 5/8 M22x 1.5 10
3770 1226 34 M26x 15 5
N | ¥
GBJM
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3780 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)

FITTING TYPE : GSMA 3780 1232 34 M32x 1.5 5
DUMP TRUCK 3780 1640 1 M40 x 1.5 s
METRIC MALE 3780 2045 1.1/4 M45x 1.5 5

3780 2455 1.1/2 M55x1.5 2
3780 3255 2 M55x20 2
GSMA
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
8600 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
" (IN) (MM.)

FITTING TYPE : DWMS 8600 1232 M32x 15 5

DUMP TRUCK WELDING 8600 1640 M40 x 1.5 5

METRIC FEMALE SWIVEL 8600 2045 M45x 1.5 5

8600 3255 M 55 x 2.0 2
DWMS
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3790 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GSC 3790 0620 318 M20x 1.5 10
KOBELCO FEMALE 3790 0824 12 M24x1.5 10
SWIVEL 3790 1030 5/8 M30x1.5 5
3790 1236 314 M36x1.5 5
3790 1645 1 M45x 1.5 5
24°
GSC
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3800 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GKC 3800 0824 112 M24x15 10
KOBELCO MALE 3800 1030 5/8 M30x15 10
3800 1230 3/4 M30x 1.5 5
3800 1236 34 M36x 1.5 5
3800 1636 1 M36x15 5
3800 1640 1 M40x 15 5
3800 1645 1 M45x 15 5
GKC
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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HOSE PACKING
3810 PRODUCT CODE | BORE | "A" "B" |PCS/PACK
(IN.) (IN.) (MM.)
FITTING TYPE : GLVR 3810 0404 1/4 916 8.00 10
BRAZE ON 3810 0406 1/4 3/4 12.00 10
3810 0606 8 3/4 12.00 10
3810 0608 318 1516 | 14.00 10
A 3810 0808 112 1516 | 14.00 10
B 3810 0810 172 1 16.00 10
, 3810 1010 5/8 1 16.00 10
4 N 3810 1012 s8 | 1316 | 2000 10
%‘? 3810 1212 e | 13n6 | 2000 5
3810 1216 304 112 | 2600 5
3810 1616 1 112 | 2600 5
GLVR 3810 1620 1 178 | 3200 5
ASSEMBLE WITH 3810 2020 Le | 18 | 3200 5
FERRULE SERIES : 3810 2024 s | 218 | 3800 5
0120, 0121, 0240 3810 2424 2 | 218 | 3800 2
3810 3232 2 258 | 5150 2
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3820 (GLVH)

FITTING TYPE : GLVH
BLANK HEX

ASSEMBLE WITH

0120, 0121, 0240

PRODUCT | HOSE A" "B" 13020 | 3080 | 3090 | 3130 3240 | 3320 | 3350 | 3380 | 3410 | 3630 | 3030 3780
CODE | BORE
(IN.) | (IN.) [(MM.)[(MM.)| BM | BS | BFS [BMT|PMT| AM | AS | JM | JS | KS |BMO|SMa
3820041316 14 | 12 | 13.0 | 160 0404 0404 0404 | 0404
3820041320 14 | 172 | 13.0 | 200 0404 0404
3820041322 14 | 12 | 130 | 220 0404
3820041335| 144 | 12 | 130 | 350
3820041618 14 | s/8 | 160 | 180 |0404
3820041622 14 | 58 | 160 | 220 0404 | 0404 0406
3820 041635| 14 | s/ | 160 | 350
3820041917 14 | 34 | 190 | 170
3820041923| 14 | 34 | 190 | 230
3820041940 174 | 3/4 | 190 | 400
0606

3820061619 38 | 5/8 | 160 | 190

0606 0606 0608
3820061622| 38 | 58 | 160 | 220 0606 0606 0606
3820061626| 3/8 | 5/8 | 160 | 26.0
3820 061640| 38 | 5/8 | 160 | 40,0
3820061919 3/8 | 3/4 | 190 | 190 0608 0606
3820061923 38 | 34 | 190 | 230 |0606 0606 | 0606
3820061940 3/8 | 3/4 | 190 | 400
3820062223 | 3/8 | 78 | 220 | 23.0
3820062240 3/8 | 7/8 | 22.0 | 400
3820062535| 38 | 1 | 250 | 350
3820081919 122 | 34 | 190 | 190 0808 0808
3820081921 12 | 34 | 190 | 210 0808
3820081924 | 12 | 3/4 | 190 | 240 0808
3820081927 12 | 3/4 | 190 | 270
3820081940 122 | 34 | 190 | 400
3820082221 | 12 | 8 | 220 | 210 0810 0810 | 0808
3820082226 122 | 7/8 | 22.0 | 26.0 |0808| 0810 0808 !
3820082228 | 12 | 7/8 | 220 | 280 0808
3820082229 12 | 7/8 | 220 | 290 0808 | 0808
3820082245| 122 | 7/8 | 220 | 450
3820 082528 | 112 1 25.0 | 28.0
3820 082529 | 172 1 | 250 | 290 0810
3820082545 122 | 1 | 250 | 450
3820082940 | 122 | 11/8| 29.0 | 400
3820 102220 58 | 7/8 | 220 | 200 1010 1010 1010
3820 102235| S8 | 78 | 220 | 350 1010
3820102526| S8 | 1 | 250 | 260 [1010 1010
3820102529 58 | 1 | 250 | 290 1010
3820102531 S8 | 1 | 250 | 310 1010
3820 102532 | 5/8 I | 250 | 320
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3820 (GLVH)

Tz—:f’ FITTING TYPE : GLVH

A e e e s W BLANK HEX
I 7/}?-{[’-5——11;7:3:“3:’:' ASSEMBLE WITH
1 N 0120, 0121, 0240

PRODUCT | HOSE "A" “B" |3020] 3080 | 3090 | 3130 | 3240 | 3320 | 3350 | 3380 | 3410 | 3630 | 3030 | 3780
CODE BORE

(N | N | (MM){(MM)| BM | BS | BFS | BMT|PMT| AM | AS | JM | J5 | KS |BMO|SMA
3820 102545| 5/8 | 1.00 | 250 | 450
3820 102936| S/8 |1.1/8) 29.0 | 36.0
3820 103526| 5/8 | 13/8]| 350 | 26.0
3820 103540 S5/8 | 1.3/8| 350 | 40.0

3820 122524 | 3/4 1 | 250 | 240 1212 1212 1212
3820 122528 | 34 1 250 | 280

3820122529 3/4 1 | 250 | 290 1212

3820122925 3 |11s] 290 | 250 1212
3820122931 | 3/4 |1.1/8] 29.0 | 31.0 | 1212 1212

3820122934 | 34 |1.1/8| 290 | 340 1212 1212

3820 122937 34 |1.1/8| 290 | 370

3820122938| 34 |1.1/8| 290 | 380 1212

3820123230 3/4 | 1.1/4| 320 | 300
3820123532 3/4 | 1.3/8| 350 | 320
3820124131 3/4 | 158 410 | 310
3820124133| 344 | 1.58| 410 | 330

3820 163525 1.3/8] 350 | 250 1616 | 1616
3820 163528 1.3/8| 350 | 28.0 1616

3820 163532 1.3/8| 35.0 | 32.0 | 1616] 1616

3820 163536 1.3/8] 350 | 36.0 1616 | 1616 1616

3820 163830 1.1/2] 380 | 30.0

— o o o | o | e | o | o

3820 164132 1.5/8] 41.0 | 320
3820 164135 1.58] 410 | 350
3820 165031 2 500 | 310
1620
3820204431 1.1/4 | 1.3/4] 440 | 310
2020 2020 2020

3820204437 1.1/4 | 1.3/4] 44.0 | 37.0 | 2020 2020
3820204440 1.1/4 | 1.3/4] 440 | 40.0 2020 2020
3820204832 1L.1/4 | 2 500 | 320

3820204833 1.14 | 2 500 | 33.0

3820205036 1.1/4 2 50.0 | 36.0 2020
3820245032 1.172 2 50.0 | 320

3820245039 112 2 50.0 | 39.0 | 2424

3820245041 ] 1172 2 500 | 41.0 2424 | 2424

3820245044 | 1.1/2 2 500 | 44.0 2424

3820245741 | 1.1/2 [2.1/4| 500 | 44.0 2432
3820246351 1.1/2 |2.1/2] 570 | 4.0

3820326340 2 2.172]| 630 | 40.0 3232

3820 326345| 2 2.1/2] 63.0 | 45.0 |3232] 3232 32323232

3820 326352 2 2.172] 63.0 | 52.0

3R20326353| 2 2.1/2] 630 | 53.0 3232
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HOSE PACKING
3830 PRODUCT CODE | BORE | THREAD SIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GORS 3830 0404 1/4 9/16-18UNF 10
FEMALE FLAT-FACE 3830 0606 38 11/16-16UNF 10
O'RING SWIVEL NUT 3830 0808 12 13/16-16UNF 10

3830 1010 5/8 1-14UNS 10
3830 1212 3/4 1.3/16-12UN 5
3830 1616 1 1.7/16-12UN 5
3830 2020 1.1/4 1.11/16-12UN 5
3830 2424 112 2-12UN 2
GORS
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3834 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GORS45° 3834 0404 1/4 9/16-18UNF 10
FEMALE FLAT-FACE 3834 0606 318 11/16-16UNF 10
O'RING SWIVEL NUT 3834 0808 12 13/16-16UNF 10

45° SWEPT ELBOW 3834 1010 5/8 1-14UNS 10

3834 1212 3/4 1.3/16-12UN 5

3834 1616 1 1.7/16-12UN 5

3834 2020 1.1/4 1.11/16-12UN 5

3834 2424 112 2-12UN 2
GORSA45°
ASSEMBLE WITH
FERRULE SERIES :

0120, 0121, 0240
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' HOSE PACKING
3839 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (IN.)

FITTING TYPE : GORS90° 3839 0404 1/4 9/16-18UNF 10
FEMALE FLAT-FACE 3839 0606 3/8 11/16-16UNF 10
O'RING SWIVEL NUT 3839 0808 112 13/16-16UNF 10

90° SWEPT ELBOW 3839 1010 5/8 1-14UNS 10
3839 1212 3/4 1.3/16-12UN 5
3839 1616 1 1.7/16-12UN 5
3839 2020 1.1/4 1.11/16-12UN 5
: 3839 2424 1.12 2-12UN 2
GORS90°
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
HOSE PACKING
3840 PRODUCT CODE | BORE | THREADSIZE [PCS/PACK
(IN.) (IN.)
FITTING TYPE : GORM 3840 0404 1/4 9/16-18UNF 10
O'RING FLAT-FACE MALE 3840 0606 38 11/16-16UNF 10
3840 0808 1/2 13/16-16UNF 10
3840 1010 5/8 1-14UNS 10
3840 1212 3/4 1.3/16-12UN 5
3840 1616 1 1.7/16-12UN 5
3840 2020 1.1/4 1 11/16-12UN 5
3840 2424 1172 2-12UN 2
GORM
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240

F31098/36



ASJ WORLDWIDE
FLEXIBLE HOSE & FITTING

@ fit-Flexc
The Fiting & Redfble Hose Spedald
HOSE PACKING
3850 PRODUCT CODE | BORE | THREADSIZE |PCS/PACK
(IN.) (MM.)
FITTING TYPE : GAMME 3850 0410 1/4 1 10
METRIC EXTENDED MALE 3850 0412 1/4 MI2x 1.0 10
3850 0412 1/4 MI2x15 10
% 3850 0414 1/4 MI4x15 10
3850 0616 318 MI6x 1.5 10
3850 0618 318 MI8x15 10
3850 0620 3/8 M20x 15 10
3850 0622 3/8 M22x15 10
3850 0816 12 MI6x1.5 10
- 3850 0818 12 MI8x15 10
3850 0820 12 M20x1.5 10
3850 0822 12 M22x15 10
GAMME
ASSEMBLE WITH
FERRULE SERIES :
0120, 0121, 0240
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